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ANNIVERSARY OF THE SCIENTIST 
IOBMJIEM YUEHOTO 


Besarion Chokhoevich Meskhi, scientist, engineer, teacher, leader, is 65 


Besarion Chokhoevich Meskhi — Doctor of Engineering Science, Professor, 
Corresponding Member of the Russian Academy of Education, Deputy of the 
Legislative Assembly of the Rostov Region, Rector of Don State Technical 
University, Member of the Presidium of the Southern Scientific Centre of the Russian 
Academy of Sciences, Head of the Rostov Scientific Center of the Southern Branch of 
the Russian Academy of Education, Chairman of the Council of Rectors of the Rostov 
Region, Editor-in-Chief of peer-reviewed scientific and practical journals “Safety of 
Technogenic and Natural Systems” and “Science Almanac of Black Sea Region 
Countries” included in the list of the Higher Attestation Commission of the Russian 
Federation. 

Besarion Chokhoevich began his career as an electrical engineer after graduating 
from the Rostov Institute of Agricultural Engineering in 1985, earning a degree in 
Automation of Agricultural Production. From his first year of study, he demonstrated 
his dedication to his education by actively participating in social activities and 
combining his studies with work in the research department. After receiving his diploma, Besarion Chokhoevich Meskhi 
dedicated his life to his alma mater, working his way up through the ranks from senior laboratory assistant to engineer and 
senior engineer in the Department of Automation of Agricultural Production, and eventually becoming the head. 
Since 1990, he worked as a vice-rector for administrative and economic affairs, then since 2002 as a vice-rector for 
administrative and economic work and capital construction. In 2007, the staff of the university (84.3%) elected 
Besarion Chokhoevich Meskhi as the rector of Don State Technical University. Since then, three more times — in 2012, 
2017, and 2022 — the university staff has re-elected Besarion Ch. Meskhi to the position of rector, demonstrating their 
respect and trust for his leadership and commitment to the chosen path of university development. During this time, 
Besarion Ch. Meskhi also headed the Department of Life Safety and Environmental Protection from 2007 to 2018. 
In 2021, he was elected a Corresponding Member of the Russian Academy of Education. 

Besarion Ch. Meskhi is a renowned expert in the field of technological and industrial safety. He defended his candidate 
dissertation in 1999 and his doctoral dissertation in 2004, both in the specialty of Occupational Safety (Technical 
Sciences). He is the leader of the scientific school “Theory and Methods of Integrated Occupational Safety in Machine- 
Building Industries and Technological Equipment in Design”. His scientific and technical solutions have formed the 
scientific and methodological basis for improving safety in the machine-building industry and have been implemented at 
major companies in the region, including LLC KZ Rostselmash, LLC Novocherkassk Electric Locomotive Plant, and 
PJSC Rostvertol. 

Besarion Ch. Meskhi holds 39 patents for his inventions and has authored more than 700 scientific papers and 
publications. Among these, 158 articles have been published in journals indexed in scientometric databases such as Scopus 
and Web of Science. Additionally, 77 of his articles have been published in journals included in the list of the Higher 
Attestation Commission. His Hirsch index, based on the Scopus database, is 22. 

Currently, Besarion Ch. Meskhi is actively involved in multilevel work on training highly qualified personnel. With 
extensive experience in managing scientific projects, Professor Meskhi chairs DSTU dissertation council 24.2.297.05, 
which oversees the defense of candidate and doctoral dissertations in the specialties “Occupational safety” and “Machines, 
aggregates and technological processes”. Under his guidance, 3 doctoral dissertations and 10 candidate dissertations have 
been successfully defended. 

The Rector of Don State Technical University places great emphasis on the systematic development of engineering 
education, both within the university and through interuniversity partnerships. Within the university, modern teaching 
formats and effective educational platforms are being introduced. These include the Institute of Advanced Technologies 
“School X” and the Institute of End-to-End Technologies “T-University”, as well as an advanced engineering school, the 


Institute of Advanced Mechanical Engineering “Rostselmash”. Additionally, the university is actively pursuing 
interuniversity collaborations through the establishment of joint experimental sites for engineering education with leading 
universities across the country. 
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For his outstanding achievements in his professional career, Besarion Ch. Meskhi was awarded medals of the Order 
“For Merit to the Fatherland” of the I and II degrees, the Order of Friendship, the Badge of Honor of Higher Professional 
Education of the Russian Federation, the Medal of St. Sergius of Radonezh of the I degree of the Russian Orthodox 
Church, the Badge of the Ministry of Emergency Situations of Russia “For Merits”, Gratitude and Diploma of ehe 
President of the Russian Federation to the Commemorative Medal “XXVII World Summer Universiade 2013 in Kazan”, 
the Badge of Honor “For Service to the city of Rostov-on-Don”, the Medal of the Order “For Service to the Rostov 
region”, the Order “For Service to the Rostov region”. In 2009, Besarion Ch. Meskhi received the award of the 
Government of the Russian Federation in the field of education. 

The Editorial Team of the journal “Safety of Technogenic and Natural Systems” heartily congratulates 
Besarion Ch. Meskhi on his anniversary and wishes him good health, happiness, and continued success in his 
organizational, scientific, and educational endeavors. 
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Abstract 

Introduction. Improving methods for modeling and forecasting changes in the number of forest fires, as well as the 
frequency of thunderstorms that cause them, is a significant challenge for environmental safety, emergency 
preparedness, and climatology. This is particularly relevant for regions with a forest landscape, such as the Khanty- 
Mansi Autonomous Okrug (Yugra). Domestic and foreign researchers have found that variations in seasonal average air 
temperatures and solar activity are effective predictors for modeling these processes in many regions. However, the 
connections between these processes and these factors in Yugra remain understudied, hindering our ability to determine 
the usefulness of including them in predictive models. The aim of the study is to test the hypothesis that there are 
significant statistical relationships between changes in the frequency of thunderstorms, the number of forest fires in the 
territory of Yugra, and variations in average air temperatures near the surface of the atmosphere during the 
thunderstorm season. The study aims to investigate whether these relationships are significant and increasing during 
periods of climate warming, as well as to assess the impact of solar activity on these relationships. To achieve this goal, 
we have analyzed the significance of correlation between the changes in the frequency of thunderstorms over the 
territory of Ugra and synchronous variations in the number of forest fires occurring here, as well as synchronous and 
ahead of time variations in the average seasonal air temperatures and solar activity in the period of climate warming. 
Materials and Methods. The study used observational data on average daily air temperatures, dates of thunderstorms 
over representative hydrometeorological stations of the studied area, information on changes in average annual solar 
radiation with a wavelength of 10.7 cm, and information on forest fires and related emergencies in Yugra. The data 
were obtained from international and Russian climate data banks and systems, as well as official reports from relevant 
ministries and agencies. The method of assessing the strength of links between processes was multiple correlation 
analysis. The statistical significance of identified links was assessed using the Student's t-test. 

Results. As a result of the study, it was established that the hypothesis put forward was valid. There was the correlation 
between the changes in the frequency of thunderstorms and the number of forest fires in the territory of Yugra with 
variations in average air temperatures and solar activity during the thunderstorm season. This trend was significant and 
increasing. We proved that the correlation of interannual changes in the number of forest fires that occurred in the 
XXI century in the territory of Yugra per year with synchronous variations in the frequency of thunderstorms over it 
was significant and intensified. The conditions were identified under which statistical relationships between changes in 
the frequency of thunderstorms here, as well as variations in average monthly air temperatures and solar activity, were 
significant and are increasing now. Therefore, when these conditions were met, it was advisable to take into account the 
factors under consideration during modeling and forecasting of the process under study. 

Discussion and Conclusion. The results obtained fully confirm the existing ideas about the impact of climate change 
and solar activity on the frequency of thunderstorms in the atmosphere, as well as the features of current climate change 
in Western Siberia. These connections can be used to predict changes in thunderstorm frequency and forest fire risk, 
and these predictions should be taken into account when planning activities within the unified state emergency 
management system. 


Keywords: Khanty-Mansi Autonomous Okrug, forest fires, thunderstorms, solar activity, mean air temperatures, 
correlation, modern period 
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AHHOTalna 
Beedenue. CopeptieHcTBoBaHve MeTOJUK MOJeMpOBaHHA HU MpOrHo3HpoBaHHA VW3MCHeHHH KOJMYCCTBA JICCHbIX 


TO%KapOB, a TAKXKE MOBTOPACMOCTH [pO3, MX BbIZbIBAIOWIMX, ABJIACTCA aKTYAIbBHOM MpoOMeMOM IKOMOTHUeCKOH 6e3- 
omacHOcTH, Oes0macHOCcTH pH Ype3sBbI4aHbIxX CHTyAalMAX, a TakoKe KIMMaTONOrHu. HanOompuini UHTepec ee peLie- 
HHe TIpecTaBIAeT JIA PeTHOHOB JIecHOM WaHAWaPTHOM 30HbI, OMHHM U3 KOTOpBIX B Poccuu ABAAeTCA XaHTBI- 
Mancniickuit aBTOHOMHbIM oKpyr (FOrpa). OreyecTBeHHBIMH HM 3apyOexKHbIMH YYCHBIMH YCTaHOBJICHO, YTO BO MHO- 
THX perwouax K 4McIy 9deKTHBHBIX MIpeAHKTOPOB MOJeJIeH M3y4aeMBbIX MpOWeCCOB OTHOCATCA BapHallMH cpesHe- 
Ce30HHBIX TeMIIepaTyp BoO3yxa Hal HCCIeyYeMbIMH TeppHTOPHAMH, a TakxKe CONHeC4UHAA AKTHBHOCTb. Bmecte c TeM 
CBA3H TaKHX IIpOWeccoB C Ha3BaHHbIMH (akTOpaMH B lOrpe H3y4eHbI HeOCTAaTOUHO, YTO He MO3BOIAeCT OLCHHTb 
leecooOpa3HocTp ux yuera. Lemb1o aHHOH paOoTsl ABIAeTCA IPOBeEpKa THMOTE3bI O TOM, UTO CTATHCTHYECKHE CBA- 
3H H3Me€HeCHHH MOBTOpAeMOCTH Tpo3 HM KOM4eCTBA JICCHbIX NO%KapoB Ha TeppuTopHu FOrpsi c CHHXpOHHBbIMH HIM 
olepexKalolJHMu HX 10 BPeEMeHH BapHallMAMH CpeAHUX 3a TpO30OMAaCHbIi Ce30H TeMMepaTyp BO3yxa B TIPH3CMHOM 
coe aTMocdepbl H COMHCYHOM AKTHBHOCTHIO ABJIAIOTCA 3HAYMMBIMM HW YCHIMBAaIOTCA. 3aqaun, KOTOpble OBI pelie- 
HbI JIA JOCTWKCHHA MOCTABJICHHOM We, COCTOAT B OW|CHKe 3HAYHMOCTH KOppesANHH MCKAY U3MCHEHHAMH MOBTO- 
PAeMOCTH Tpo3 Hay TeppuTopuen FOrpbl U CHHXpOHHbIMH BapHallMAMH KOJIMYECTBA BOSHHKAIOWHX 3eCb JICCHBIX 
TO*KapoB, a TaKKe CHHXPOHHBIMH HU OllepexKalOWMMH 110 BPeMeHH BapHallMAMH CpeHeECe3OHHBIX TeMIepaTyp BO3sy- 
Xa M COJIHCYHOHM AKTHBHOCTH B Mepvoy MOTeMIeHHA KIIMMaTa. 

Mamepuaavi u memoooi. DaxTu4eckuli MaTepMasl UCCIeOBaHHA COCTABHJIM JaHHbie HaOIOeHHM O cpesqHecyToU- 
HbIX TEMIepaTypax BO3Ayxa H aTax, B KOTOPbIe MpOHCXOAMIH rpo3bl Ha pelipeseHTAaTHBHbIMU TM ApOMeTeoposorn- 
YeCKHMH CTaHUHAMUM U3y4YaeMoro palioHa, MHPOpMallHA 06 M3MeHeCHHAX CpeHeroAOBOrO MOTOKAa COHeYHOrO pa- 
TMOW3IY4eHHA C JIMHOM BoHEI 10,7 cM, CBeCHHA O KOJIMYECTBeE 3aPCrHCTPHPOBAHHBIX JICCHbIX 1O%KapOB UM 4pe3- 
BbIYaMHBIX CHTyYalMi, AMU OOYCOBICHHBIX, Ha TeppuTopuu FOrpsl, npeszcTaBsIeHHble B MEK TYHapOAHBIX HW poccuii- 
CKHX KJIMMaTH4eCKHX OaHKax JaHHbIX H HHPOPMAaMHOHHBIX CHCTeMaX, a TalOKe B OPMIMAIbHbIX WOKMaax Mmpo- 
(pPHJIBHBIX MHHUCTepcTB U BeOMCTB. MeToJOM OMeHKH CHJIbI CBA3CH Me%K Ty paccCMaTpHBaeMbIMH IIpoleccaMH ABHII- 
CH MHOMKCCTBEHHbIM KOPPCANMOHHIN aHasu3, a OLCHKAa CTATHCTHYCCKOM 3HAYHMOCTH BbIABJICHHBIX CBA3CH BBITIOJI- 
HeHa C HCIOIb30BaHHA KpuTepua CTHIOACHTA. 

Pe3yivmamot ucciedosanua. B pe3synbTatTe UCCIeqOBaHHA BIIepBbIe YCTAHOBJICHO, TO BbIABHHYTad THMOTe3a O TOM, 
4TO CBA3H W3MCHCHHM MOBTOpAeMOCTH Tpo3 MH KOJIMYeCTBA JICCHbIX Ox%KapoB Ha TeppuTopuu lOrppl c BapualuiMu 
CpeqHUX 3a rpo300nacHbIli ce30H TeMIepaTyp BO3AyxXa MH COJHCYHOM AaKTHBHOCTHIO ABJIAIOTCA 3HAYMMBIMU HM YCHJIMBa- 
IOTCA, ABJIACTCA CpaBewIMBOH. JloKa3saHo, YTO KOppeAUHA MeXKTOROBLIX H3MCHCHHM KOJIMYECTBA JICCHBIX M02KapoB, 
BO3HHKaBLIMX B XXI Bexe Ha TeppuTopuH lOrpsl 3a rox, C CHHXPOHHbIMM BapHallMAMU MOBTOpAeMOCTH Haj, Hel rpo3 
Obluia 3HadMMON MU ycuIMBanacb. BplaBeHbI YCIOBUA, IPH KOTOPbIX CTaTHCTH4eCKHE CBA3H MEXKTY U3MCHCHHAMH 3]{CCb 
MOBTOPACMOCTH Fpo3, a TakKxKe BAapHallMAMM CpeHEMeCAYHBIX TeMIepaTyp BO3Lyxa HM COJIHC4HOM AKTHBHOCTbIO 3HadH- 
MBI M B HaCTOAIee BPeMA yCHIMBaloTcA. CreqOBaTeJIbHO, IPH BbINOIHeEHHH 3THX YCOBHM y4eT paccMaTpHBaeMBIX 
(pakTOpOB B XOJe MOAeMpOBAaHHA HM IPpOrHOSHpoBaHHA U3y4aeMOro IIpolecca Wesecoobpa3eu. 

O6cyoarcoenue u 3akmouenue. Tlonmy4eHuble pe3yibTaTbI B MOJO Mepe COOTBETCTBYIOT CYLIECTBYIOWIHM lipeycTaByie- 
HHAM O BJIMAHHH MOTeMICHHA KIIMMaTa HW COJHCYHOM aKTHBHOCTH Ha H3MCHEHHA MOBTOPACMOCTH Tpo3 B 3@MHOM aTMO- 
chepe, a TakxKe 00 OcoOeHHOCTAX COBPeMeHHBIX H3MeCHCHHH KIMMaTa 3anaqHou CuOupu. BeiaBseHHble CBA3H MOTyT 
OBITS HCIOJb30BaHbI IPH UPOTHOSHpOBaHHM H3MeCHeEHHM MOBTOpAeMOCTeli TpO3 H JICCHIX O%KapOB, Pe3YJIbTATbI KOTO- 
poro WemecooOpa3Ho YUHTbIBaTb Ip WiaHHpOBaHHH JeATebHOCTH COOTBETCTBYIOINMX (PYHKIMOHAIbHBIX MOJCHCTeM 
eAHHOM rocyapcTBeHHOM CHCTeMBI IpeAyUpeKACHHA HU IMKBUAalH UpesBbI4alHBIx CHTyallHi. 
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BuaarogqapHocru. ABTop BbIpaxKaeT OmaroyqapHocTb pewakWHu VW peileH3eHTaM 3a BHHMAaTeCJIbBHOe OTHOIMMCHHE K CTaTbe UH 
YKa3aHHble 3aMedaHiA, YCTpaHeHHe KOTOPbIX NO3BOJIMJIO NOBbICHTb Ce KadyecTBO. 


Alia warnupopanna. Xosonyes A.B. CBa3b H3MeHeHH TOBTOpsxeMOcTH Tpo3 HM KOJIMYeCTBa JICCHBIX TOKapoB Ha 
Tepputopnu lOrppl c Temiepatypoi Bo3azyxa MW COJIHeEYHOM AKTHBHOCTHIO Ip NoTemIeHuu KIMMatTa. besonacHocmb 
mexHozeHHbIx u npUpoOHolx cucmem. 2024;8(3):9-18. https://doi.org/10.23947/2541-9129-2024-8-3-9-18 


Introduction. According to Russian [1] and foreign researchers [2], thunderstorms that pass over certain areas 
are a cause of landscape fires in various parts of the world, causing significant damage to ecosystems. Therefore, the 
improvement of methods for modeling and forecasting changes in the frequency of thunderstorms is an urgent 
problem of environmental safety. The regions with significant forest resources are the most interested in solving this 
problem, as landscape fires, which occur predominantly in forests, cause the most damage to the environment, 
population and economy. 

In Russia, one of these regions is the Khanty-Mansi Autonomous Okrug (Yugra). Its territory is located on the West 
Siberian lowland and is characterized by almost monotonous taiga landscapes!, as a result of which the Khanty-Mansi 
hydrometeorological station (HMS) (61.01°N, 69.06°E) can be considered representative for it 

52% of the Yugra's area is covered by forests, and the fires that occur there annually cause significant damage to the 
region's forest resources [3]. A notable feature of this territory is that approximately 30% of all forest fires are caused 
by thunderstorms’. 

Figure | shows the territories of Yugra that belong to the control zone. These territories are relatively small, and 
most of them are occupied by the area of forest aviation activities. Therefore, the data from the Information System for 
Remote Monitoring of the Federal Forestry Agency (ISDM-Rosleskhoz)? is quite reliable regarding the number of 
forest fires (NFF) that occurred on this territory in a given year. 


Other territories | | Zone of forest aviation works 
MO control zones (| Special Protected Natural Areas 


Fig. 1. Sections of control zones on the territory of Yugra + 


In the territory of Yugra, the risk of forest fires is increased due to its status as the major oil-producing region of 
Russia. Oil production takes place at 406 oil fields, including the Samotlor, Priobskoye, Fyodorovskoye, and 
Mamontovskoye fields, which have unique reserves [4]. 

The works of Baranovskii N.V. [5], Ivanov V.A. and others [6] are basis for the existing ideas about modeling 
changes in the frequency of thunderstorms (FT), as well as NFF over Siberia. They show that the processes under 
consideration may depend on numerous factors, some of them are not observable, therefore it is advisable to consider 
them as random processes, in modeling which the multiple regression method is effective [7]. 

The mentioned method is also applicable in forecasting. The latter is possible if the factors of the studied processes, 
which were significant in the past, will remain significant in the future, for which the forecast is being developed. The 
future is not predetermined, however, the feasibility of this condition is more likely if the statistical relationships under 
consideration have been strengthened in the past [8]. 


'Makunina GS. The West Siberian Plain. The Great Russian Encyclopedia (2004-2017). URL: https://old.bigenc.ru/geography/text/4138680 
(accessed: 19.03.2024). (In Russ.) 

2 Information System of Remote Monitoring of the Federal Forestry Agency. URL: https://pushkino.aviales.ru/main_pages/index.shtml (accessed: 
19.03.2024). (In Russ.) 

3 Information System of Remote Monitoring of the Federal Forestry Agency. URL: https://pushkino.aviales.ru/main_pages/index.shtml (accessed: 
19.03.2024). (In Russ.) 

4 The Layout of the Control Zone on the Territory of the Khanty-Mansi Autonomous Okrug.URL: https://aviales.ru/default.aspx?textpage=229 
(accessed: 06.05.2024). (In Russ.) 
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It is obvious that the forecast of the studied process, built taking into account such a factor, may correspond to a 
scenario in which the main patterns that determine their dynamics will not change in the future. 

In the studies of many authors, for example, Baranovskii N.V. [5], Ivanova G.A. etal. [9], Kopeikin M.A. 
et al. [10], it was found that the number of significant factors of FT and NFF in certain territories of Siberia may include 
synchronous variations in the average seasonal temperatures of the air above them and solar activity. 

The relationship between changes in FT and average air temperatures (AAT) at the Earth's surface during the 
thunderstorm season is causal, since thunderstorms are formed during thermal convection in Cb thunderstorms [11], and 
the intensity of the latter is higher the higher the average air temperature in the cloud layer [12]. 

The relationship between changes in FT and solar activity is also causal, since due to the Forbush effect [13], the 
latter significantly affects variations in the flow of galactic and extragalactic cosmic rays entering the Earth's 
atmosphere and participating in the ionization of air in thunderclouds. The higher the solar activity, the lower the 
intensity of air ionization in thunderclouds, and the frequency of thunderstorms is decreased [14]. 

The connections of solar activity and changes in AAT with variations in NFF have been revealed only statistically. 
Nevertheless, in the twentieth century they were significant for several decades [15]. Since both of these factors of the 
studied processes were significant in the twentieth century, they are usually taken into account in modeling. The 
question of whether it is advisable to take these factors into account when forecasting the studied processes has not been 
adequately addressed. It has been found that quasi-biennial modes are present in the variability spectra of FT and AAT, 
which leads to a statistical relationship between their fluctuations with time lags of 2-3 years. The main mode of solar 
activity is the 11-year cycle, which also suggests a possible correlation between changes in solar activity over time that 
are shifted by years [16]. 

Consequently, the connections of changes in NFF and FT with the factors under consideration, which are ahead of 
them for such a time, are possible because these connections are inherent in these factors themselves. However, the 
significance of such connections is far from obvious. 

The ideas about the importance of the factors under consideration are based on the results of monitoring conducted 
in the twentieth century. However, climate changes that have occurred on the territory of Yugra in the twenty-first 
century, as well as various anthropogenic impacts on forest ecosystems in this region, have the potential to disrupt the 
links between the studied processes and some of their factors [17]. As a result, taking these factors into account when 
predicting the studied processes may not improve, but, on the contrary, worsen the justifiability of its results. 

In the 21st century, monitoring of the studied processes and their factors in the region continues. Nevertheless, the 
existence of properties between its results that determine the expediency of taking them into account in modeling and 
forecasting these processes has not been previously verified. As a result, the expediency of their accounting needs to be 
confirmed. Assessing the correlation between the studied processes and their coincident and overlapping factors, as well 
as identifying trends in their changes, is not only of theoretical interest, but also of practical significance. 

Based on the above, the aim of this study is to verify the hypothesis that there is a significant and increasing 
statistical relationship between changes in NFF and FT for the territory of Yugra with synchronous or time-ahead 
variations of AAT in the atmosphere and solar activity during the modern period. 

To achieve this goal, an assessment was conducted of the significance of the correlation between FT over the 
territory of Yugra and synchronous changes in NFF, synchronous variations in AAT and solar activity. Additionally, 
time-ahead variations in AAT and solar activity were considered for the period of modern climate warming. 

Materials and Methods. The information provided in the database on weather changes in various parts of the 
world? from 1961 to 2023 was used as factual material for the average daily temperatures above the reference HMS and 
the dates of thunderstorms occurred here. 

The FT value was determined as the ratio of the number of days belonging to the thunderstorm season 
(May-September) of the studied year, in which thunderstorms occurred above the representative HMS, to its total 
duration (15 days). 

The AAT value was calculated as the average value of the average daily temperatures of the surface layer of the 
atmosphere above the same HMS for the period from May | to September 30 of each year. 

Information about the NFF in the territory of Yugra for the period from 2000 to 2023, which was also considered as 
factual material, was obtained from ISDM-Rosleskhoz°®. 


> Global Climate Data. URL: https://en.tutiempo.net/climate (accessed: 13.05.2024). 
6 Information System of Remote Monitoring of the Federal Forestry Agency. URL: https://pushkino.aviales.ru/main_pages/index.shtml (accessed: 
12.10.2023). (In Russ.) 
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As an actual material on solar activity, information from the database of changes in global climate indices’, on 
changes in the average annual flux of solar radio emission with a wavelength of 10.7 cm (SA index), measurements of 
which were possible under any weather conditions and were most accurate, was used. 

The value of their correlation coefficient was considered as a characteristic of the strength of the connection 
between the studied processes. 

Taking into account the length of the considered NFF time series, the values of their correlation coefficient with 
synchronous FT series and the SA index were estimated in a sliding window of 11 years in solving the first problem. 

The method of solving the second problem involved calculating the values of the correlation coefficient of the FT 
and AAT series, as well as the FT and the SA index in a sliding window of 11, 22 and 44 years for the period from 
1961 to 2023. 

When solving the third problem, the values of the correlation coefficient of the FT series, as well as the AAT series 
and the SA index series, which are 1-3 years ahead of it in time, were calculated. 

When calculating the correlation coefficient values, the linear trends present in the compared segments of the time 
series corresponding to each sliding window have been previously compensated for. 

The correlation coefficient value was considered significant if the reliability of such a statistical conclusion, estimated by 
the Student's t-test (taking into account the number of degrees of freedom of the series), was at least 0.95. 

As a characteristic of the trend in the changes of the correlation coefficient in the studied series, we calculated the 
angular coefficient of the linear trend (ACLT) for the time series formed by the values of this coefficient within a 
sliding window of certain duration. 

The revealed trend with a confidence of 0.95 was considered significant if: 


N-|A| >1,65-CKO, 


where |A| — modulus of the angular coefficient of the linear trend in the time series being considered, which is 
determined from a series with length N; CKO — standard deviation of the members of this series from the 
corresponding trend. 

The latter was true if the deviations of the members of the studied series from the corresponding trend followed the 
normal distribution. However, due to the small length of the series, it was not possible to verify the validity of this 
assumption using the Pearson's criterion. Therefore, the results should be considered to be of a qualitative nature. 

Results. In accordance with the described methodology, when solving the first task, time series of the number of 
thunderstorms that occurred during the thunderstorm season (and actually over the year) over the representative GMS 
and NFF in the territory of Yugra were formed. 

The corresponding time dependencies of these indicators are presented in Figure 2. 
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Fig. 2. Dependencies on the time of the number of events that occurred during the year over the Khanty-Mansi hydrometeorological 
station: a — number of forest fires; b — number of days with thunderstorms 


7 Correlation of the Average Monthly Values of Climatic Time Series. URL: https://psl.noaa.gov/data/correlation/solar.data (accessed: 13.05.2024). 
(in Russ.) 
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In Figure 2 it can be seen that both dependencies represented complex oscillations in which the periods of the 
most powerful short-period modes practically coincided. At the same time, in the period up to 2011, the maxima of 
the dependence of the number of thunderstorms on the time did not coincide with similar extremes of the same 
dependence of the NFF. 

Since 2012, almost all the extremes of the same name of the dependencies under consideration coincided. Therefore, 
their correlation has clearly increased. The latter was confirmed by calculations. 

The correlation coefficient of the series under consideration for the period from 2000 to 2023 was 0.484, which 
(with the number of degrees of freedom of the series 23) exceeded the threshold level of 0.44, corresponding to the 
reliability of the conclusion of 0.95. Consequently, the correlation of the time series of FT and NFF for the territory of 
Yugra was significant in the 21* century (the latter was quite expected, since, as noted above, about 30% of forest fires 
here caused thunderstorms). The correlation between the NFF and AAT series over the same period was also 
significant, which confirmed the validity of the conclusion [9] about the significance of the influence of Russian climate 
warming on forest fire. 

Similarly, it was found that in the period from 2000 to 2023, the correlation of the time series of the NFF, as well as 
the series of the SA index, was not significant. The latter was quite understandable, since the periods of the most 
powerful modes of the spectra of interannual changes in the NFF and the SA index differed by 3-4 times. 

An analysis of the relationships between the time series of the NFF in the territory of Yugra with the time-ahead 
series of the SA, AAT and FT indexes above the representative point showed that the correlation between them, 
estimated in a sliding window of 11 years, was not significant and became weaker over time. Therefore, when modeling 
changes in NFF over the territory of Yugra, it was advisable to take into account variations in the SA, AAT and FT 
indexes. However, it was ineffective to forecast these changes using the same predictors that are 1-3 years ahead of the 
studied process. 

As a result of solving the second problem, the values of the correlation coefficient of synchronous segments of the FT and 
AAT series, as well as the FT and the SA indexes were calculated corresponding to sliding windows of 11, 22 and 44 years. 

Taking into account these values, the dependencies of the coefficient of these series on the year of the beginning of 
the corresponding sliding window were constructed (Fig. 3). 
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Fig. 3. Dependencies of sliding windows of 11, 22 and 44 years on the year of the beginning, their corresponding ratios to the 
threshold of significance of the coefficient of synchronous correlation of changes in FT over Khanty-Mansi HMS, as well as 
variations: a — AAT; b — SA index 
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The data in Figure 3 a demonstrate that the dependencies on the year of the start of the sliding windows with lengths 
of 22 and 44 years, as well as their corresponding ratios to the significance threshold of the correlation coefficient for 
changes in greenhouse gas emissions over the Khanty-Mansi region, and synchronous variations in AAT, were 
described by increasing functions on average. The values of these indicators for the windows corresponding to the 
modern period (2000-2023 and 1978-2023) were greater than 1 (indicating significance). Therefore, a scenario in 
which AAT remains a significant FT factor in the near future was more likely than an alternative scenario. 

The dependence under consideration, which corresponded to a sliding window of 11 terms, was oscillatory in 
nature. For the window corresponding to the modern period (2012-2023), the value of the correlation coefficient of the 
FT and AAT series did not reach the level of significance. The reliability of the statistical conclusion about their 
significance was at least 0.94. 

The obtained result confirmed the expediency of taking into account AAT variations when modeling FT changes 
over the territory of Yugra occurring in the 21“ century. 

Figure 3 b demonstrates that the dependencies of the ratio of the correlation coefficient of FT changes over the 
Khanty-Mansi HMS, as well as synchronous variations of the SA index to the threshold of significance for sliding 
windows of 11 and 22 years, also represented complex fluctuations. The values of this indicator for modern periods 
were significantly less than | (the correlation is not significant). 

For a sliding window with a length of 44 years, the studied dependence was monotonous, and for the period 1978— 
2023, the correlation of the studied processes was negative and significant (the reliability of such a conclusion exceeds 
0.95). Therefore, when modeling FT changes over such long periods of time, including the modern period, it was also 
advisable to take into account variations in the SA index. 

When solving the third problem, it was established that the same conclusion was valid for the problems of 
forecasting changes in FT, in which the series of the SA index were used as predictors of multiple regression models. 

As confirmation of this, Figure 4 shows the dependence of the correlation coefficient of FT changes over the 
Khanty-Mansi HMS on the year of the beginning of the 44-year sliding window, as well as the variations of the SA and 
AAT indexes that were 1-3 years ahead of them in time. 
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Fig. 4. Dependencies on the year of the beginning of the sliding window with a length of 44 years, the correlation coefficient of FT 
changes over the Khanty-Mansi HMS, as well as variations that are 1-3 years ahead of them in time: a — SA index; b — AAT 
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According to the data in Figure 4 a, it can be seen that during the period of modern climate warming, the correlation 
of 44-year-long segments of the FT time series over the representative HMS, as well as segments of the SA index series 
that were | year ahead of them in time, intensified and was significant in the period 1975-2023. 

If the SA index series were ahead of the FT series for a longer time, their correlation also increased over the same 
period, but did not reach the selected significance level. 

As follows from the data in Figure 4 a, the probability that the correlation of the FT series and the SA index would 
remain significant over time periods that also included the near future. It was higher than the probability of an 
alternative scenario. Therefore, taking into account changes in this factor when forecasting FT over the territory of 
Yugra for the coming year would help to increase the justifiability of its results. 

The data in Figure 4 b indicate that the values of the correlation coefficient of FT changes over the same HMS over 
a time interval of 44 years, as well as AAT variations that were 1-3 years ahead of them, have increased over the period 
of modern climate warming. It follows that a scenario in which they would become larger in the future was more likely 
than an alternative scenario. At the same time, the reliability of the conclusion about the significance of the considered 
links in the period 1978-2023 reached only 0.9 (assuming that a number of AAT is 2 years ahead of a number of FT). 

Similar studies performed for comparable shorter time periods showed that the time dependence of the correlation 
coefficient of changes in FT over the same HMS, as well as 1-3 years ahead of them, variations in the SA and AAT 
indexes were oscillatory (the trends of these processes were alternating). For the segments of the FT series, including 
2023, the values of their correlation coefficient with the time-leading series of the factors under consideration were 
significantly less (modulo) than the threshold of significant correlation. Consequently, there were no grounds to believe 
that taking into account such short time series of the factors under consideration when predicting FT changes over the 
Khanty-Mansi HMS, which were 1-3 years late in relation to them, would lead to positive results. 

Thus, it has been established that the hypothesis put forward regarding the synchronous connections of changes in 
NFF for the territory of Yugra with variations in FT and AAT was valid. It was also valid for synchronous connections 
of changes in FT with variations in AAT and the SA index. The hypothesis under consideration was also valid in 
relation to the relationships of FT changes, as well as variations in the SA index that were | year ahead of them. 

In addition, it is shown that at present, the relationship of changes in the time intervals of 44 years of FT over the 
territory of Yugra, as well as the variations of the SA and AAT indexes ahead of them, are increasing, as a result of 
which such relationships may become significant in the future with other values of these advances. 

The results obtained fully correspond to existing ideas about the influence of climate warming and solar activity on 
changes in the frequency of thunderstorms in the Earth's atmosphere [1], including those published by Rosgidromet’, as 
well as about the features of modern climate changes in Western Siberia [3]. 

Discussion and Conclusion. The statistical links between changes in NFF and FT, as well as NFF and AAT in 
the territory of Yugra in the 21st century are not only significant, but also significantly enhanced. Therefore, it is 
advisable to take into account the results of monitoring of AAT and FT when modeling forest fires in the territories 
belonging to the control zone, as well as when managing the activities of its fire-fighting units (according to Federal 
Laws 69-FZ and 123-FZ). 

The correlation of FT changes over the territory of Yugra, as well as time-matching variations of AAT over time periods 
ending in 2023 is significant and increases provided that their length is at least 11 years. For such a factor as variations in the SA 
index, it is significant and increases only if the length of the corresponding segments is at least 44 years. 

The correlation of FT changes over the territory of Yugra with variations of the SA index that are 1 year ahead of 
them in time is significant and increases, provided that it is estimated for time periods of at least 44 years. With large 
values of such advances, the relationship between these processes also increases, but it has not reached the level of 
significance by 2023. 

Thus, it has been established that the revealed features of statistical relationships between changes in the period of 
moder climate warming, the number of forest fires and the frequency of thunderstorms over the territory of the 
Khanty-Mansi Autonomous Okrug (Yugra), as well as with variations in seasonal average air temperatures and solar 
activity, correspond to existing ideas about the reasons for the existence of these relationships. 

In the 21st century, synchronous relationships between changes in the number of forest fires that occurred per year 
in the territory of the studied region and variations in the frequency of thunderstorms over it are significant and 
increasing. This suggests that part of the total number of forest fires formed here due to the action of lightning 
discharges will increase in the future. 


* The Third Assessment Report on Climate Change and Its Consequences on the Territory of the Russian Federation. General Summary. Saint- 
Petersburg: Naukoemkie tekhnologii; 2022. 124 p. URL: https://www.meteorf.gov.ru/upload/pdf_download/compressed.pdf (accessed: 14.05.2024). 
(In Russ.) 
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It is advisable to take into account the relationship of changes in the average seasonal air temperatures in the studied 
region during the thunderstorm period with synchronous variations in the frequency of thunderstorms during the same 
season and the number of forest fires when modeling these processes, since it has been established that with climate 
warming they intensified and are significant for the modern period. 

It is advisable to take into account the relationship of changes in solar activity with synchronous, as well as 1-year 
delayed variations in the frequency of thunderstorms over the territory under consideration when forecasting the latter, 
since they increased over the same period and for the modern period the reliability of the conclusion about their 
significance exceeds 0.95. 
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Abstract 


Introduction. In the modern world, special attention is paid to the quality of atmospheric air. One of the major 
contributors to air pollution is the release of harmful substances, including solid particles from industrial activities. 
These particles can accumulate in high concentrations, making it difficult for even the most efficient (up to 95.0%) 
cleaning devices to keep up. That is why the development and improvement of highly efficient air purification devices 
from dust are very relevant. In this regard, as a scientific problem, the authors highlighted the need to improve 
engineering means of air purification from dust by separating the dispersed phase (dust particles) and the dispersion 
medium (air), which ultimately will lead to an increase in cleaning efficiency. The aim of this study is to improve the 
environmental safety of industrial sites of construction industry enterprises and adjacent residential areas by using 
highly effective means of air purification. 

To achieve this goal, we have developed a physics and power-engineering concept and created a block diagram of a 
physical model for reducing air pollution from construction dust. We have also developed a highly efficient and 
economical device for hydrodynamic purification of ventilation air from poorly wetted clumping dust. The experiments 
were conducted to identify the real range of values of the efficiency of air purification from dust. 

Materials and Methods. The research is based on methods of physical modeling, mathematical description, and 
statistical analysis of experimental data. 

Results. As a result of the research, it was found that: 

—the basis for the development of a highly efficient and economical air purification device from various types of 
construction dust could be based on the physics and power-engineering scientific concept proposed by the authors, 
describing the processes of pollution and reduction of air pollution; 

— step-by-step consideration of the process of air pollution could be the basis for scientific justification and description 
of the process of air pollution reduction in the construction industry; 

— based on the analysis of the process of the reduction of air pollution by various types of construction dust, it was 
possible to develop a block diagram of a physical model of this process; 

— the study of the behavior and properties of dust aerosol and external force influences directed at it made it possible to 
outline the main directions, technologies and engineering means to increase the efficiency of the cleaning process and 
develop a highly efficient and economical device that implemented this process; 

— to study the range of changes in the values of the efficiency of air purification from dust, a number of experimental 
studies were conducted in laboratory conditions. 

Discussion and Conclusion. The studies conducted allowed us to determine that an increase in air purification efficiency 
from dust with a SiO content of 20-70% was achieved in the device through a series of design modifications that enhanced 
wetting, bonding, and removal of particulate matter from the air. Simultaneously, high levels of integrated efficiency 
(96.5—98.7%) ensured the compliance with regulatory environmental standards for atmospheric surface air quality. 


Keywords: environmental safety, dust suppression, air purification device, efficiency improvement 
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AHHOTalna 

Beedenue. B coppeMeHHoM Mupe ocoboe BHHMaHHe yyeteTCA KaYeCTBY aTMOC(epHoOro BO3yxXa. OWHHM M3 OCHOBHBIX 
(pakTOpOB HeraTHBHOTO BOSJeHCTBHA Ha aTMOc(epy ABIAeTCA BbIOPOC 3arpaASHAIOLIMX BCLICCTB, Cpe KOTOPbIX 
HanOoIee MaccoBo HaOsIOAaIOTCA TBepAbIe (MbVIeEBbIC) YaCTHUbI OT MPOMBbIMVICHHbIX HCTOUHMKOB. IIpH BBICOKHX 
KOHUeCHTpallHAx UbWIM YCTPOMCTBa OYHCTKH, axKe OOayat BbICOKOM 3pdeKTHBHOCTEIO (0 95,0 %), He CIIpaBIAIOTCA C 
Harpy3kol. AmMenHo nmo3sTOMy pa3paOoTKa MU COBeEpIIeCHCTBOBaHHe BbICOKOI((PeKTHBHBIX YCTPOHMCTB OYHCTKH BO3AYxXa OT 
TIbUIH ABJIAIOTCH BeCCbMa aKTYaJIbHbIMH. B cBaA3H C 9THM B Ka4ecTBe Hayd4HOM mpoOsemMbl aBTopaMM BbIyesIeHa 
HeOOXOJMMOCTb COBEPIICHCTBOBAHHA HHKCHEPHBIX CPeACTB OYMCTKM BO3AYXa OT TIBI 3a CUeT paszeIeHHA AMcrepcHo 
(pa3bI (MIbIIeBbIX YacTHW) WH AMCMepCHOHHOM cpeybI (BO3qyxa), YTO B KOHCYHOM CUueTe NPHBeeT K MOBbILICHHIO 
adextuBnoctu ouncTKH. Llembro WaHHOro UCCHeqOBAaHHA ABHMJIOCb MOBBIWeHHe 9IKOIOrMYeCKOM Oe30MacHOCTH 
TeppHTOPH NPOMBMIVICHHBIX WIOMATOK MpeAIpHATHM CTPOMMHAyCTpHU VM MpHIeraroulMx CeMTeOHBIX 30H Ha OCHOBe 
IIPHMeHeHHA YMOMAHYTHIX BbICOKOIPPeKTHBHBIX CpeACTB OUHCTKH BO3YXa OT TIBI. 

J[i1a TOCTWKeHHA MOCTaBICHHOM Wes aBTOpaMH PelIeHb! CileTyouve 3aa4u: IpHMeHeHa (pu3HKO-3HepreTu4eckad KOH- 
Wena U paspadotana OOK-cxema (u3M4eCKOH MOJeNM Mpolecca CHWKEHHA 3arpax3HCHUA BO3AYIIHOM Cpebl pa3zsIH4- 
HbIMM BHJaMM CTPOHMTeIbHOM UbUIM, paspadoTaHO BbICOKOIPeKTHBHOe HM IKOHOMHYHOE YCTpOHCTBO TH_qpoyMHaMuye- 
CKOM OYMCTKH BEHTHJIALMOHHOTO BO3YXa OT TIOXO CMaYHBaeMOl CJIMMAaIOWIeHCA IIbIIH, IPOBeCHbI IKCIePHMeHTAJIBHBIe 
MCCCNOBAHHA JIA BbIABJICHHA PeaIbHOrO Malla30Ha 3HaYeHHH 9(p(PeCKTHBHOCTH OYMCTKH BO3AYXa OT TIbLIM. 
Mamepuanoi u memoooi. B ocHopy WccheqoBaHui aBTOpaMH MONOKeHbI MeTOALI PU3HYeCKOrO MOJeIMpOBaHHA, 
MaTe€MaTHYeCKOrO OMMCaHHA UM CTATHCTHYCCKON OOPaOOTKH IKCICPHMCHTAJIBHBIX JaHHBIX. 

Pe3zyibmamoti uccnedoeanua. B pe3yibTaTe UccIeqOBaHui yCTaHOBJIeCHO, TO: 

— B OCHOBY pa3paOOTKH BbICOKOIPPeKTHBHOTO HM IKOHOMHYHOTO YCTPOMCTBa OYMCTKM BO3AYXa OT pa3JIMYHbIX BHOB 
CTPOHTEIBHOM MEI MOXKeT ObITH NOOKeHA TIpeAIOKeHHaA aBTOPaMU (PU3NKO-9HepreTHyecKad HaydHad KOHUeMUHA, 
OMMCbIBAIOMad MPOLMeCcl 3arpsA3HEHHA HW CHWMKCHHA 3arpASHCHHA BOSAYIUHOM CpeybI; 

—Tlo3TalIHoe paccMoTpeHHe Mpolecca 3arpsx3HeHHA BO3AYWIHOH CpebI MOxKeT ObITh OCHOBOM Hay4Horo OOOCcHOBaHHA Hi 
ONMcaHHa TIpolecca CHWMKEHHA 3arpA3HeCHHA BOBS LYIIHOM CpeAbI MIpeAIPHATHM CTPOHTebHOM HHAYCTpHH; 

— Ha OCHOBaHHM BBINOJIHCHHOTO aHasiIM3a Wpolecca CHWKeHHA 3arpA3HCHHA BO3SAYIIHOM cpeybl pa3yIM4HbIMH BHaMu 
CTPOHTEJIBHOM MbUIM BO3MO2%KHAa pa3spaooTkKa OIOK-CXeMbI (PU3H4eECKOM MOJeNH STOTO polecca; 

— w3ydeHHe OcobeHHOCTeH MOBeeHHA H CBOMCTB MbIIeBOTO adPpO30JA H HallpaBJICHHbIX Ha HeTO BHECINHHX CHJIOBBIX 
BO3CHCTBHH aeT BOSMOXKHOCTh HaMCTHTb OCHOBHbIe HallpaBsICHHA, TEXHOJIOTHM HU MHXKCHEPHbIe CpeACTBa MOBBIILe- 
HUA 9(/pPeCKTHBHOCTH Mpolecca OYMCTKU U pa3spaOoTaTb BLICOKOIPPeKTHBHOe H IKOHOMHMYHOE YCTPOMCTBO, PealIH3y10- 
wee STOT MpoLecc; 

— JIA HCCHeOBaHHA WMana30Ha W3MeHeHHA 3HaYeHHHM 9~pPeKTHBHOCTH OYMCTKH BO3AyxXa OT TIBI MpoBeyeH pay 
9KCIICPHMCHTAIbHBIX UCCICLOBaHH B JaOOpaTOPHbIX YCOBHAX. 

O6cystcoenue u 3aK1104enue. BEItionHeHHble UCCeAOBaHHA MO3BOJIMIM YCTaHOBUTb, YTO MOBbILMIeHHe 9¢)(peKTHBHOCTH 
OYMCTKH BO3LyXa OT UbLIM C CoyepxKaHueM OT 20 Wo 70 % SiOz o6ecneuuBaeTca B YCTPOlicTBe 3a CUeT pala KOHCTPyK- 
THBHBIX M3MCHeEHHH, IpMBOWALWIMX K HHTCHCHUKAaMH CMauMBaHHA, CBA3bIBAHHA HM yasIeHHA M3 BO3YxXa IIbICBbIX 
yactuy. IIpu 9Tom BbIcoKve 3HayeHHA (96,5—98,7 %) uHTerpasbHol sddekTHBHOCTH OOecMedHBalOT HOPMaTHBHBbIe 
9KOJIOrM4eCKHe TpeOoBaHHA K KaYeCTBYy BO3yxa IIpH3eMHO"O COA AaTMOC(epsl. 


Ksrouesblie c10Ba: 3kONOTMYeCKad Oe30MaCHOCTb, MbUIeMOaBIeHHe, YCTPOiCTBO OUMCTKH BO3yxa, MOBbIMIeHHe 
93ddeKTHBHOCTH 


BaarogapHoctu. Astroppl OaroqapaT MoOKTOpa TexXHH4YeCKHX Hayk, Mpodeccopa, 3aBesyroulero Kadexpori 
«II pou3BoycTBeHHad Oe30racHocTb» C.JI. lymenko 3a coyelicTBue B OpraHH3allHu JaOopaTOpHBIX IKCIICPHMCHTOB. 
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Aa wntTapospanus. becnarop B.U., FyposaO.C. [lospmmenve skonormyeckoi Oe30nacHocTH mpesznpusaTui 
CTpOMMHAYCTpHM Ha OCHOBe COBPeMeHHOM TexXHOJOFHH MbienoqaBlenua. Besonacnocmb npupoouvix u mexHozeHHix 
cucmem. 2024;8(3):19—28. https://dot.org/10.23947/2541-9129-2024-8-3-19-28 


Introduction. Currently, dry construction mixes are in high demand among various construction-related consumers. 
In particular, the production of highly dispersed binding materials such as gypsum, cement, tile adhesive, and facade 
adhesive occupies a special place [1, 2]. During the preparatory stage of production, raw materials such as clinker are 
sieved and crushed (ground) in accordance with standards. General manufacturing process of any dry building material 
includes filling with crushed raw materials, mixing different ingredients, and packaging the mixture. However, the 
specific technologies may vary depending on the recipe for the mixture, the initial product, the number and type of 
ingredients used, and the corresponding equipment. 

From the perspective of ensuring the required environmental standards for dust particle content in the air at 
industrial sites of companies producing building materials and binders, the areas where the most intense dust formation 
occurs are during the crushing of raw materials [3]. It is during this process that the main types of construction dust are 
formed, including cement, gypsum, and sand, with SiO, content ranging from 20% to 70%, and with particle sizes 
primarily of PM2.5 and PM10. With subsequent release, this dust leads to an excess of MPC in the air of the working 
areas of construction industry enterprises and maximum single MPC (average daily MPC) in the air of the surface layer 
of the atmosphere of both at the industrial sites and in adjacent residential areas. The negative effects of this dust 
include its potential to enter the human body via the respiratory system, gastrointestinal tract, skin, and mucous 
membranes, causing various health problems. At the same time, it is the smallest particles, with sizes of PM2.5 and 
PM10 that pose the greatest danger [1, 4]. 

As aresult, for the main types of industrial dust listed above, there is an excess of the corresponding MPC values by 
5-25 times. This ranges from 10 to 300 milligrams per cubic meter (mg/m*) without the use of engineering dust 
suppression measures. This state of the air environment has a negative impact on employees of enterprises and the 
population in adjacent territories [5—7]. It should be noted that while the use of modern dust suppression devices, such 
as dust collection devices (exhaust hoods, umbrellas, etc.) effectively meet sanitary and hygiene requirements by 
removing dust from industrial premises, it also creates high concentrations of dust that even advanced air purification 
systems with high efficiency (up to 95.0%) cannot completely eliminate. Thus they do not ensure the compliance with 
environmental regulations. This is a scientific problem related to improving engineering methods for removing dust 
from air emitted into the atmosphere, with the aim of increasing the efficiency of dust removal (over 96.0%). Therefore, 
the goal of this research is to develop highly effective and modern technologies and tools for dust suppression in order 
to improve the environmental safety of construction industry sites and adjacent residential areas. 

Materials and Methods. The study used an analytical method for studying accumulated experience in the 
scientific and technical field, as well as methods for constructing a physical model combined with a mathematical 
description of the resulting characteristics of this process. In addition, methods of statistical processing of the results 
of laboratory studies obtained by the authors and comparing them with the results of similar studies by other 
scientists were used. 

At the same time, a device was selected as the object of research for purifying the air from dust emitted by 
construction industries, which is one of the main stages in the dust suppression process. The effectiveness of this 
process depended on the basic physical and chemical properties of the dispersed phase and the dispersion medium of 
the dust aerosol, as well as on external factors that could destroy it. The subject of the study was to improve the 
efficiency of air purification devices in order to ensure environmental safety in industrial sites and adjacent residential 
areas of construction enterprises. 

The most suitable approach for the development of a device for purifying air from dust with a concentration 
of 20-70% SiOz was based on the use of the physical and energy concept [5]. This approach allowed for establishing 
physical connections between all components of the pollution reduction process, including dust aerosol, cleaning 
device, and external forces. It also allowed for outlining technologies to improve the efficiency of the cleaning process 
and developing the design of an effective air purification device for specific conditions and types of dust generated by 
construction industry enterprises. 

Results. The development of a highly efficient and economical air purification device from construction dust was 
based on the physics and power engineering scientific approach proposed by the authors. This approach allowed us to 
describe the processes of pollution and air pollution reduction [5—7]. This concept was based on the consideration of the 
dispersed “pollutant” system, which changed the parameters of its state in the process of air pollution and passed from 
one quality (dust material) to another (dust aerosol) [5, 8]. Thus, when processing raw materials (construction materials) 
on technological equipment, the formation of dust particles and the formation of dust material was observed. Then the 
formed dust material was released into the air of production room and a dust aerosol was formed. And finally, the dust 
aerosol, spreading in the space of the production room, was released into the air of the surface layer of the atmosphere 
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of the territories of industrial sites of construction industry enterprises and adjacent residential areas with subsequent 
dispersion. 

At the same time, it should be noted that the stages of dust formation and internal release allowed dust particles to be 
returned to the initial technological material, which was advantageous from an environmental and economic 
perspective, but not always feasible in terms of the requirements of technological regulations. Other stages were 
associated with the aerosol state of dust, where dust particles were suspended in air and could not be easily separated 
from the aerosol for subsequent return to the technological raw material, or cause significant difficulties. 

A step-by-step analysis of the air pollution process formed the basis for a scientific justification and description of 
how to reduce pollution from the considered types of dust in the air surrounding construction industry facilities. At the 
same time, there was a clear correlation between the stages of pollution reduction and the stages of atmospheric 
pollution [8, 9]: 

— the first stage: binding of dust particles formed during the processing of raw materials on technological equipment; 

— the second stage: detention of unbound dust particles in the area where processed raw materials weare located, 
including those formed within the internal volume of the production facility; 

— the third stage: capture of dust aerosols released into the internal space of the production area in order to prevent 
the spread of dust particles within a designated limited area. Removal of these particles from the zone and transportation 
to a cleaning area; 

—the fourth stage: purification of air (dispersion medium) from dust particles (dispersed phase) of dust aerosol 
captured and released into the surface layer of the atmosphere through maximum separation; 

— the fifth stage: dispersion of the remaining amount of dust particles after purification, immediately before their 
release into the surface layer of the atmosphere. This was done by intensively separating dust particles during their 
release and accelerating gravitational seeding in a pre-selected, strictly limited area on the industrial site. This additional 
measure helped to reduce the concentration of dust particles in the atmosphere to levels below the MPC maximum 
single (MPC mean daily). 

The main goal of each stage in the pollution reduction process was to decrease the stability and, ultimately, the 
destruction of the dust aerosol as a dispersed system by using pre-determined parameters of external influences applied 
to it of various physical natures. 

The analysis conducted by the authors has allowed them to examine the process of air pollution reduction, which 
was implemented in two main cycles [8, 9]: 

Cycle I was the reduction of pollution of technological raw materials (technological equipment), which included the 
development of new or improvement of the existing basic production equipment and the organization of technological 
processes that excluded the stages of formation and release of pollutants; 

Cycle II was the reduction of air pollution, which included the use of additional engineering devices, structures, and 
devices in the current or projected technological process that localized the spread of dust aerosol and ensure its 
destruction as a dispersed system. 

It should be noted that activities related to the first cycle were often not possible due to violations of requirements 
for raw materials and technical processes. Therefore, the authors have laid the foundation for further research and 
development of a second cycle of measures to reduce air pollution. 

Thus, the main goal of the second stage of the air pollution reduction process was to eliminate dust aerosol particles 
by separating them from the air. This was achieved through the consistent implementation of several stages, including 
dust capture, air purification, and dispersion of the remaining dust in the atmosphere. Let us consider the physical 
foundations of each of the stages of Cycle II. 

As a result of the research, the authors found that the physical essence of the dust capture process consisted in 
purposeful exposure to the released dust aerosol with pre-prepared parameters, or additional (JI—-II.1) dispersed system, 
or a force field leading to the formation of two dispersed systems [8, 10]: 

— residual (O-II.1) dispersed system, which contained a minimum amount of dust particles as a dispersed phase 
(focused on compliance with the MPC maximum single), and which spatially remained and spread in the internal 
volume of the production room (air of the working area); 

— intermediate (II-II.1), which contained the maximum amount of dust particles trapped and removed from the 
emission zone, and which had increased stability in the dust aerosol state. 

Further research by the authors also made it possible to reveal the physical essence of the air purification process 
from dust. This process involved the purposeful exposure to solid particles of dust aerosol (intermediate (II-II.1) 
dispersed system) in the active cleaning zone after capture with pre-prepared parameters or additional (J]-II.2) dispersed 
system, or a force field leading to the formation of two dispersed systems [8, 10]: 

— residual (O-II.2), which contained the maximum amount of dust particles as a dispersed phase and has increased 
stability after passing into the state of a dust material, accumulated in special dust collectors (accumulators); 
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— intermediate (II-II.2), which contained a minimum amount of dust particles as a dispersed phase (aiming for compliance 
with the MPC maximum single or MPC mean daily). It was then released into the surface layer of the atmosphere. 

Further research by the authors has also allowed them to reveal the physical nature of forced dispersion of remaining 
dust particles in the atmospheric surface layer, which occurred when the purification process failed to achieve a 
concentration of dust at environmentally significant points in the surface atmosphere that corresponded to the MPC 
maximum single (MPC mean daily). Thus, the physical essence of the process of scattering dust particles consisted in 
the purposeful effect on solid particles of a dust aerosol (intermediate (II-II.2) dispersed system) in the active 
dispersion zone after cleaning with pre-prepared parameters, or an additional (JI-II.3) dispersed system, or a force field 
leading to the formation of two dispersed systems [8, 10]: 

— residual (O-II.3), which contained the main amount of emitted dust particles as a dispersed phase, and which in 
the airspace outside ecologically significant zones was subject to intensive deposition on the underlying surfaces, 
having increased stability during the transition to the state of dusty material; 

— residual (O-I1.4), which contained a minimum amount (aiming for compliance with the MPC maximum single or MPC 
mean daily) dust particles as a dispersed phase, and which remained floating in the surface layer of the atmosphere. 

Based on the analysis of the reduction of air pollution caused by various types of construction dust, the authors have 
developed a block diagram of a physical model of this process, taking into account the two cycles discussed above for 
the conditions of implementation of technological processes at enterprises of the construction 
industry (Fig. 1) [8, 11, 12]. 

A visual representation of the flowchart for the physical model of air pollution reduction allowed us to draw several 
conclusions. Firstly, despite the numerous advantages, the initial cycle of the pollution reduction process under real- 
world conditions and the organization of technological processes at construction industry enterprises were 
overwhelmingly not implemented due to violations of technical regulations. 

Secondly, within the framework of Cycle II, the capture stage determined the effectiveness of ensuring sanitary and 
hygiene standards in the air in work areas of industrial premises. In modern conditions, technological processes at 
construction industry enterprises were provided with very efficient and economical engineering solutions, such as 
exhaust hoods, panels, and other structures. 

Thirdly, within the framework of Cycle II, the stage of forced dispersion of the remaining dust particles in the 
surface layer of the atmosphere was auxiliary to the air purification process and was used in very rare cases. 
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Fig. 1. Physical model of the process of air pollution reduction 
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Thus, the authors based their practical developments on the stage of air purification from various types of 
construction dust, for which the possibilities of increasing efficiency were far from exhausted. Improving the efficiency 
of cleaning agents was possible on the basis of the theoretical research results presented above and, in particular, the 
flowchart of the physical model for air pollution reduction [13-15]. 

The study of the behavior and properties of dust aerosol and external dispersed systems or force influences directed 
at it during the cleaning process allowed the authors to outline the main directions, appropriate technologies and 
engineering means to increase the efficiency of the cleaning process. One of the brightest representatives of such means 
was a highly efficient and economical device developed by the authors, designed for hydrodynamic purification of 
ventilation air (Fig. 2). 

The main structural element of the developed device is its cylindrical body (1), which ends in conical section (2). 
Partially inside and partially outside body (1) there is cylindrical chamber (3) with bottom (4) in the shape of a cone. In 
this case, chamber (3) is divided by solid hollow bump cone (5) into two parts: the lower and the upper. Slotted air 
intakes (6) are located on the inner side surfaces of these parts. Inlet tangential inclined branch pipe (7) and outlet 
tangential branch pipe (8) are connected to the side surfaces of the upper and lower parts of chamber (3). Branch 
pipe (7) in plan enters body (1) in its upper part “counterclockwise”, and branch pipe (8) — in its lower part 
“clockwise”. In this case, branch pipes (7) and (8) face the same side. 


Dusty air 


Irrigation 
liquid 


Dusty air 


Purified air 


Purified air 


Sludge in the drainage 


a) 6) 


Fig. 2. Device for hydrodynamic purification of ventilation air from poorly wetted clumping dust formed at enterprises 
of the construction industry: a — front view; b — top view 
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Slotted air intakes (6) mentioned above are made in the form of rectangular slotted holes. Moreover, in the upper 
part of chamber (3), the edges of slotted air intakes (6) are bent inside chamber (3), and in the lower part — outwards so 
that the air flow is captured in both the upper and lower parts. 

The lower part of chamber (3) is equipped with cone (9), which is combined with conical section (2), and the base is 
located along the lower edge of air intakes (6). Hydrodynamic cleaning system in the device includes three stages: 

— two nozzles (10), which are tangentially directed along the incoming flow of dusty air; 

— annular perforated pipeline (11) installed under the upper wall of body (1) in an annular cavity between the walls 
of body (1) and chamber (3) with exit holes directed vertically downward; 

—a hydrofilter formed by a continuous liquid film flowing from the edges of cone (9). 

The principle of operation of the device is as follows. The dusty air flow from the technological equipment enters 
inlet tangential pipe (7), and then go into the inner cavity of the upper part of chamber (3) and is irrigated with droplets 
of liquid, which moisten, bind and remove a certain amount of dust particles from the stream (the first stage of 
purification) and which are formed using nozzles (10). As a result of irrigation, the sludge moves through chamber (3) 
from top to bottom onto bump cone (5). And the dust and gas-liquid mixture, thanks to air intakes (6) with inward- 
curved edges and installed solid hollow cone-bump (5), is removed from the upper part of chamber (3) into the annular 
cavity between it and body (1), falling into a dense annular drip-liquid curtain, which also captures a certain amount of 
dust particles (the second stage of purification) formed by annular perforated pipe (11). 

At the same time, flowing down from the surface of bump cone (5), the sludge forms a dense annular film curtain 
(the third stage of purification), which moistens and binds a significant part of dust particles. After passing through this 
curtain, the residual dusty flow is captured by the outward-bent edges of air intake (6) in the lower part of chamber (3) 
and returns to its inner cavity. 

Ultimately, the total sludge flow from the annular cavity between chamber (3) and body (1) flows down conical 
section (2) of body (1), and then along cone (9), forming another annular film curtain with different film thicknesses 
(fourth stage of purification), which increases towards the outlet The sludge is discharged from the device through 
conical bottom (4). Thus, after passing four stages of purification sequentially, the air stream, as free from dust particles 
as possible, is released into the atmosphere through outlet pipe (8). All the above-described design features of the 
developed device determine its integral efficiency in cleaning the air from dust. 

To investigate the range of variations in the efficiency values, the authors performed a series of experiments in 
laboratory settings. During these experiments, the overall efficiency of air purification from dust containing from 20 to 
70% SiOz (sand dust) was measured. The average median diameter of dust particles was 50 um, and the bulk density of 
dust material was 1,860 kg/m. The dust had a weak adhesion with a breaking strength of 200 Pa and an angle of natural 
inclination of 57°, while the marginal wetting angle was 10°. The researchers changed the design and parameters of 
bump cone (5) as well as the design and position of slit air intake (6) to study their effects on the efficiency. The results 
of the research are presented in Tables | and 2. 


Table 1 
Experimental values of integral efficiency E,», %, of air purification from dust containing from 20 to 70% S102, 
depending on the design of bump cone (5) and the location of slit air intakes (6) with other optimal design solutions 


Design of the bump cone (5) 


Location of the slit 


Th f th Th f th 
aie atanen (Gyan The edges of the bump cone e edges of the bump cone e edges of the bump cone 


eacouraatak coincide with the walls of the protrude beyond the form a gap with the inner walls 
‘ aia G3) chamber (3) chamber (3) of the chamber (3) 
conic | spherical} ellipsoid conic |spherical| ellipsoid | conic | spherical | ellipsoid 
Along the entire 
height of the 86.9 85.7 83.9 98.7 98.5 91.8 85.2 84.8 83.1 
body (1) 
On the upper and 
lower parts of the 
charey 84.1 | 83.8 83.5 95.3 | 94.9 88.6 83.2 82.9 | 82.6 
partially along the 
height of the 
body (1) 
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Table 2 
Experimental values of integral efficiency Ead, %, of air purification from dust containing from 20 to 70% SiO2, 
depending on the design of slit air intakes 


At the top of the camera (3) 
Design of the slit air intakes (6) in the plan 
with the edges bent outward in the with the edges bent inward 
direction of flow towards the flow 
— erik pent 95.8 98.7 
At the bottom of the 
pamere With the edges spread 
93.4 97.2 
outwards 


Discussion and Conclusion. The analysis of the experimental results in the laboratory leads to the following 
conclusions: Based on Table 1, we can see that the maximum value of integral Ey, with SiO2 content between 20 and 
70%, is 98.7%. This occurs when slit air intakes (6) are positioned in the upper part of chamber (3), along the entire 
height of body (1). 

According to Table 2, it can be seen that the same maximum value of integral E,4 containing from 20 to 70% SiOz. 
amounting to 98.7%, is ensured by the fact that in the design of slit air intakes (6) in the plan in the upper part of 
chamber (3) the edges are bent inward towards the flow, and in the lower part of chamber (3) the edges of slit air 
intakes (6) are bent outward. 

In conclusion, it should be noted that an increase (up to 96.5—-98.7%) of E,) containing from 20 to 70% SiO>2 is 
provided in the proposed device due to a number of design changes leading to an intensification of wetting, binding and 
removal of dust particles from the air. 

For example, the installation of nozzles (10) and annular perforated pipe (11) increases the likelihood of meeting 
and trapping dust particles by droplets of dispersed liquid. At the same time, the aerodynamic characteristics of the dust 
and gas-liquid flow during irrigation are maintained constant. 

In addition, cylindrical chamber (3) coaxially passed through body (1) of the device helps to maintain a uniform 
distribution of the swirling air flow when it exits chamber (1) through slit air intakes (6). 

The design of bump cone (5) makes it possible to evenly distribute the air coming from the volume of chamber (3), which, 
in turn, contributes to the formation of a dense curtain in the form of an annular film, which acts as an additional cleaning 
filter (the third stage of purification) installed in the path of a dust and gas-liquid stream swirled in the annular cavity. 

The sequential movement of the dust-air flow into the cavity of the device through all air purification zones from 
dust is provided by air intakes (6). At the same time, the shape and location of the edges of the slots allow to stabilize 
the aerodynamics in the cavity of the device. 

Moreover, an additional contribution to improving efficiency is made by cone (9), the shape and location of which 
create an additional annular film curtain with different film thicknesses (the fourth stage of purification). It is created in 
the path of the air flow due to the runoff of sludge from the edges of the smaller base of cone (9) and increases in 
thickness towards outlet pipe (8). Also, the design of cone (9) ensures the removal of sludge from the device in the area 
of removal of purified air with a significant reduction in drop entrainment into outlet pipe (8). At the same time, the 
slope of outlet pipe (8) helps to reduce drop entrainment. 

It should be noted that in order to ensure stable, reliable and all-season operation of the device, it is necessary to use 
aqueous solutions as an irrigation liquid that do not freeze even at negative ambient temperatures. If water is used, the 
device must be kept in closed, heated rooms. 

In conclusion, it should be noted that the developed air purification device from dust with all the design features 
described above provides the required integral efficiency, due to high values (96.5—98.7%), which, in turn, complies 
with regulatory environmental requirements for the air quality of the surface layer of the atmosphere. 

Thus, as a result of the research, the final goal was achieved — the possibility of improving the environmental 
safety of industrial sites of construction industry enterprises and adjacent residential areas was determined by 
developing and applying highly effective (at least 96.0%) modern technologies and dust suppression tools, which 
included the device proposed by the authors for cleaning air from dust containing from 20 to 70% SiOb. 
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Abstract 

Introduction. The introduction of high-tech equipment and specialized software makes it possible to improve the 
quality of labor operations without attracting additional labor, which contributes to the rational use of time and 
resources. As a result of the implementation of this approach, the prevention of possible errors and delays caused by the 
human factor is achieved. By integrating digital technologies, it is possible not only to simplify management 
procedures, but also to reduce the level of occupational injuries and incidents by monitoring the compliance with the 


requirements for the use of personal protective equipment by personnel in real time. This work aims to reduce the level 
of occupational injuries by improving the micro-trauma prevention system and implementing integrated solutions for 
accounting for the issuance of personal protective equipment using software tools. 

Materials and Methods. The paper examined the existing methods and technologies for accounting and issuing 
personal protective equipment in order to determine their effectiveness and applicability, taking into account the 
industry characteristics of enterprises based on the requirements of the legislative and regulatory framework of the 
Russian Federation. A questionnaire was developed to assess the need to improve the personal protective equipment 
used among employees of a construction organization in the Belgorod region. The survey of employees was conducted 
in the form of a checklist, where it was necessary to note the shortcomings and inconsistencies of the occupational 
health management system (OHMS) in the field of issuing PPE. 

Results. The results of analyzing the completed questionnaires from the respondents who participated in the study 
suggested the importance of transitioning to a digital format for managing and issuing PPE in order to enhance the 
efficiency and effectiveness of providing employees with necessary personal protective equipment. The patent search 
conducted revealed the primary flaws in current methods and systems for distributing PPE, addressing which would 
enhance the reliability of the procedure for equipping personnel with protective equipment, indicating the significance 
of further research in this field. A model has been developed to improve the system for providing employees of 
construction companies with personal protective equipment by implementing the StroyKontrol+ software package to 
automate the accounting and issuance of these resources. This software solution integrated with the existing enterprise 
information systems and could be customized to meet the specific needs of an organization. The model included the use 
of monitoring tools to identify the need for replacing personal protective equipment and the creation of accounting 
documents to help increase safety and protect workers from harmful and dangerous industrial factors. 

Discussion and Conclusion. The introduction of the Stroykontrol+ software package has made it possible to reduce the 
level of micro-trauma among construction workers due to their improper use of PPE, lack of necessary PPE and 
insufficient knowledge on how to use these tools. In addition, the authors emphasize, it is necessary not only to record 
applications from employees for certain protective equipment or violations identified, but also to reduce the time 
response of responsible parties when it comes to replacing defective personal protective equipment. 


Keywords: occupational safety, industrial injuries, personal protective equipment, questionnaires, software for 
accounting and issuing personal protective equipment 
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AHHOTalna 

Beedenue. Bueapenue BbICOKOTeXHOJOrH4YHOrO OOOpyAOBaHHA MU CiielWasM3MPpOBaHHbIX IIPOrpaMMHBIX cpejiCcTB 
TIO3BOJIACT TOBbICHTb KAYCCTBO BBIMOJHCHHA TPYAOBbIX Olepallui 6e3 MpHBIeYeHHA JONONHUTeIbHOTO padouero 
KOHTHHTeHTa, YTO CHOCOOcCTBYeT pallMOHaIbHOMY HCIIOb30BaHHIO BPeMeHH HU pecypcos. B pe3yubTaTe pearu3alnu 
WaHHoro MozxXoMa WOcTuTraetTca MpeAOTBpallleHHe BO3MO2XKHBIX OIHOOK MW 3aepxKeK, CBA3AHHbIX C YeIOBeUYCCKHM 
dbaxtopom. Ilytem uHTerpallHu WHpoBbIx TeXHOJOrMi BO3MOXKHO He TOKO YUPOCTHTb yipaBsleHdeckHe Mpornely- 


Pbl, HO HW CHH3HTb YPOBeCHb IpOH3BOACTBCHHOFO TpaBMaTH3Ma HM HHUMACHTHOCTS 3a CUCT MOHMTOPHHTa COOMIOAeCHHA 
TpeOoBaHHit MO UCMOMb3OBaHHIO HepCOHaJIOM CpeCTB HHAMBUAYasIbHOW 3allHTbI B pexKHMe peasIbHOrO BpeMeHH. B 
JjaHHoH padoTe Oblia MOCTaBIeHa Web OMPeACUTb BO3MOXKHOCTH COBEPIICHCTBOBaHHA CHCTeMbI MpodustakTHKH 
MHKpOTpaBMaTH3Ma IlyTeM BHEPeCHHA KOMIVICKCHBIX PeCLICHHM 10 yueTy BbIAAaYH CpeACTB MHAMBULyabHOH 3all[HTbl 
C HCIHOJIb30BaHHeM IIporpaMMHBIX CpeJcTB. 

Mamepuanoi u memooot. B padote uctiomb30BaHbl Oa3HpyrollHecd Ha TpeOOBaHHAX 3aKOHOAaTeIbHOM HU HOPMaTHBHO- 
TpaBoBol Oa3b1 PD MeToAbI HM TEXHOJOrHH y4eTa H BbIAWH CpeACTB HHAMBULYaIbHOH 3alMTbI C WesIbIO ONpeseeHHA 
UX 3:PPeKTHBHOCTH HM IIpHMeCHHMOCTH C y4eTOM OTpacieBbIX OcOOeHHOCTeH NpesupuATHuH. [11 OleHKH MOTpeOHOCTH B 
YJIYYMICHHH IIpHMeHACMBIX CpeACTB HHAMBUAYaIbHOM 3alMTbI Opa paspadoTaHa aHkeTa. AHKeTHpOBaHHe TIPOBOAH- 
JIOCb Cpe paOoTHHKOB CTpONTeIbHOK opraHu3anuu benroposcKoi obacTu B POpMe 4eK-JINCTa, B KOTOPOM HeoOxo- 
JMMO ObIIO OTMETHTb HeOCTaTKH CHCTeMbI yupaBIeHHA OxpaHol Tpyya (CYOT) B oOnacTu BEI_aWH CpeACTB HHAMBH- 
TyasbHoH 3amuTs! (C3). 

Pe3ynemamot uccnedosanua. Pe3synbTaTbt OOpaooTKH 3alOJIHCHHBIX aHKET PCCIOHCHTOB, YYACTBYIOINMX B UCCIeN0- 
BaHHH, CBHJCTCJIbCTBYIOT 0 BaXKHOCTH Tepexoyja K UMpoBomy (opmarty yuyeta u BEIZayH CV3 c Wemb1O NOBbIMIeHHA 
3(dbeKTHBHOCTH M OMepaTHBHOCTH OOecHeyeHHA paOOTHHKOB HEOOXOAHMBIMM CpeCTBAaMH MHAMBULyaIbHOM 3al{HTBl. 
IIpopeyqeHHblit MaTeHTHBI MOHCK MO3BOJIMJI BLIABHTb OCHOBHbIe HeOCTaTKH CYICCTBYIOLWIMX MCTOOB HM CHCTeM BbIja- 
uu CV3, yctpaHeHue KOTOpPbIX NO3BOJIMT IOBbICHTb Hajje2%KHOCTb polecca obecneveHHA NepcoHasa 3al[MTHbIMH Cpell- 
CTBaMH, 4TO YKa3bIBaeT Ha aKTYaJIbHOCTb JaIbHeMMMX MCCIeqOBaHHM B WaHHOM oOmacTH. PaspadoTaHa MOj[eJIb 110 
YJIYYLICHHIO CHCTeMBI OOecrIe4eHHA COTPYAHHKOB CTPOHTCIBHBIX OpraHH3alHi CpesCTBaMM MHAMBHAyaIbHO 3allMTbl 
IyTeM BHepeHua WporpaMMHoro Komiiiekca «CrpoHKoutposb+) Mo aBTOMaTH3alHM MpoeccoB yyeTa HU BbI_adH 
93THX cpeycTB. JJaHHoe mporpaMMHoe pellleHve MpesloaraeT MHTerpal{Hio C CyLeCTBYIOWMMH HHPOpMallHOHHEIMU 
CHCTeMaMH TIpesMpHATHA HW MOXKeT OBITS aallTHpoBaHO MOA KOHKpeTHbIe WOTpeOHocTH U TpeOoBaHHaA OpraHH3alHn. 
Pa3spaboTaHHad MOJesuIb IpeyCMaTpuBaeT HCHOb30BaHHe CpeJCTB MOHUTOPHHTa JIA OTCIeKUBAHHA HEOOXOAMMOCTH 
3aMCHBI CpeACTB HHAMBULyaIbHOH 3allMTbI C MOcHeLyIOWMM POpMupoBaHHeM OTYeTHOM AOKYMeHTAMH, YTO cmocob- 
CTBY€T MIOBbILICHHIO YpOBHA Oe30MacHOCTH MH COXpaHeHHIO 300pOBbA paOOTHHKOB B YCIIOBHAX BO3AeHMCTBHA Ha HUX 
BPeHBIX HW OMACHbIX IPOM3BOACTBEHHBIX (pakTOPOB. 

O6cyotcoenue u 3akiio“uenue. BHeapeHve TporpaMMHOro KomiMieKca «CTpoHKouTposb+» MO3BOIMJIO COKpaTHTb ypo- 
BeHb MHKpOTpaBMHpoOBaHHA paOOTHHKOB CTPOUTeJIBHBIX OpraHv3alHii 10 IpH4uHHaM HelpaBHJIbHOTO IpHMeHeHHA HMM 
CPpeACTB MHHBULYaIbHOM 3alMTbl, OTCYTCTBHA y HHX HeoOxosMMBIX CH3, HeqocTaTOUHbIx 3HaHH B OOMacTH HC- 
TIOIb3OBaHHA MOOOHBIX cpeyzcTB. Kpome Toro, HOXYePKUMBaIOT aBTOPbI, HEOOXOAMMO He TOJIbKO (PUKCHPOBAaTb 3adBKH 
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OT paOoTHHKoB Ha TOJTY4YeHHe ONpPeTCsICHHBIX CpeCACTB 3al{HTbI WJM BbIABJICHHbIC HapyuieHHsA, HO HW YMCHbINHTb WepH- 
O pearupOBaHHA OTBCTCTBCHHBIX JIM Ha HeoOXOJMMOCTB 3aMCHBI HCHCIIPAaBHbIX CpeCTB YHMBUAyasIbHont 3alMTBbI. 


Korouesbie = cJ10Ba: OxpaHa Tpy/a, MIpOv3BO]CTBeHHbIN TpaBMaTH3M, Cpe{CTBa YH IMBUAyasIbHou 3alJUTBbI, 
aHKeTHpOBaHne, IpOorpamMMHoe oOeciieueHHe 10 yuerty H BbIWadH CpeACTB HH IMBUAyabHoui 3alHTbI 


BuaarogxapHocru. ABTOPbI BbIpaxkKaroT OaroapHOcTE peaqakuHoHHOH KOJIICrHH OKYpHasIa HW peleH3eCHTy 3a 
TIpodeccHoHasIbHbIii aHasIn3 HW peKOMCHaunu NO KOppeKTHPOBKe CTaTbBH. 


@unancuposanne. Padota BbimouHeHa B paMKax UporpamMb! «IIpuoputet-2030» Ha Oa3se benropoycKoro 
rocylapcTBeHHOro TexHosIorMyeckoro yHuBepcnteta uMeHH B.I’. Ulyxopa c ucnomb30BaHHem oOopygzoBaHua Llentpa 
BbICOKHX TexHoOrHii BETY umeuu B.T. Lyxosa. 
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Introduction. The use of personal protective equipment (PPE) is one of the most reliable ways to ensure safety of 
health and protect employees from exposure to harmful and dangerous factors. As part of the government's strategy to 
integrate a risk-based approach into occupational health and safety, a systematic risk assessment process is 
implemented. This process takes into account the specific characteristics of the workplace, including the potential 
hazards associated with different types of work, as well as the subsequent development of appropriate safety measures. 
An important step in this process is the transition to uniform standard norms (USN) for the provision of PPE. This 
involves replacing the current system of providing PPE based on the type of work performed by an employee with a 
system that is based on a special assessment of working conditions and occupational risks. Properly selected and 
effectively used personal protective equipment helps to reduce the risk of occupational diseases and accidents, as well 
as increase labor productivity and improve employee health [1, 2]. 

One of the key elements of the strategic personnel safety management system is high-quality employee training. 
Conducting training sessions aimed at consolidating theoretical knowledge and developing practical skills in the 
use (application) of personal protective equipment is a determining factor for the effectiveness of measures to prevent 
occupational injuries, occupational diseases and eliminate their consequences. The legal basis for regulating the use and 
provision of personal protective equipment to employees in the Russian Federation is a set of regulatory legal acts. In 
particular, Orders of the Ministry of Labor No. 767N! and No. 766N? define the criteria and procedures for PPE use. 
There are also regulations establishing mandatory requirements for PPE quality, certification, and safety guarantees 
when using PPE [3, 4]. 

An urgent area of focus in occupational safety management is increasing the level of safety culture in the workplace. 
This implementation allows for ensuring the effectiveness of personal protective equipment (PPE) use and application 
processes. To achieve this, a comprehensive approach is required, including training and educating employees on the 
importance of compliance with safety regulations, actively involving them in the selection and testing of PPE, and 
regularly analyzing and improving the Occupational Health and Safety Assessment System. As part of this effort, the 
authors aim to develop methods for reducing industrial micro-trauma occurrences by improving the prevention system 
for construction organization personnel. This involves introducing integrated solutions that utilize digital technologies 
to track PPE distribution and usage. 

Materials and Methods. The work uses methods and technologies based on the requirements of the legislative and 
regulatory framework of the Russian Federation for accounting and issuing personal protective equipment in order to 
determine their effectiveness, taking into account the industry characteristics of enterprises. The evaluation of personal 
protective equipment used by employees of a construction organization in the Belgorod region was conducted using a 
questionnaire developed based on the methodology for evaluating PPE effectiveness presented in Federal Law 
No. 426-FZ?. Indicators reflecting the degree of PPE compliance with regulatory requirements were also taken into 
account (Table 1). 


' On Approval of Uniform Standards for the Issuance of Personal Protective Equipment and Flushing Agents. Order of the Ministry of Labor of the Russian 
Federation No. 767N dated 29.10.2021. URL: https://www.consultant.ru/document/cons_doc_LAW_405226/ (accessed: 14.05.2024). (In Russ.) 

2 On Approval of the Rules for Providing Employees with Personal Protective Equipment and Flushing Agents. Order of the Ministry of Labor of the 
Russian Federation No. 766N dated 29.10.2021. URL: https://docs.cntd.ru/document/727092798 (accessed: 14.05.2024). (In Russ.) 

3On Special Assessment of Working Conditions. Federal Law of the Russian Federation No.426-FZ dated 28.12.2013. URL: 
https://www.consultant.ru/document/cons_doc LAW_156555/ (accessed: 14.05.2024). (In Russ.) 
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Table 1 
Questionnaire offered to respondents of the Belgorod region construction company 


Content of the question Answer options * 


Do you have enough time to replace unsuitable PPE before the start 
of your next shift? If not, please specify how long you have waited 
for the replacement on the back of this questionnaire. 


personal protective equipment and safety instructions at work? If so, 
please share them with us on the back of this questionnaire. 


The collection of statistical data was conducted through a survey of employees. The aim was to obtain direct 
information from those involved in the work process in order to evaluate the current level of protective equipment 
provision and identify areas that needed improvement. Choosing protective equipment that was comfortable and met 
individual preferences could increase its acceptance among employees, which was essential for motivating them in the 
field of occupational health and safety. 

In today's technological landscape, there has been a significant increase in the number of computer programs 
designed to automate and ensure the safety of work processes, as well as increase labor productivity [5, 6]. As an 
example of the successful market entry and implementation of digital technologies in industrial practice, we can 
consider specialized distribution systems for personal protective equipment — automatic issuing devices (vending 
machines), developed by a large holding company — Vostok-Service Group. Vending machine model 540 issues PPE 
with a short service life; model 34 produces large-sized protective equipment; the machine for accepting PPE for 
cleaning, model 640, is equipped with a trolley or durable bag that can hold up to 40 pieces of workwear; and storage 
model 140 is a device for separate disposal of various types of PPE consisting of sections with touch screens. 
Information kiosk model 740 is a device that allows employees to log into their personal accounts and find information 
about their personal protective equipment (PPE), the status of their workwear in the laundry, and the expiration dates 
for their work garments. 

The analysis of promising scientific directions in the field of digitalization of accounting processes and personal 
protective equipment issuance was carried out based on a study of patent and technical information resources [7, 8]. The 
relevance of developing digital solutions in this area is confirmed by the annual increase in the number of registered 
utility models and inventions. This can be seen from the data presented on the digital platform of the Federal Service for 
Intellectual Property. As examples, the following developments can be mentioned: utility model for 
patent RU165544U1 “Automatic machine for issuing and monitoring personal protective equipment (PPE)”; utility 
model for patent RUI83254U1 “Device for storing and issuing personal protective equipment and tools”; patent for 
invention RU2742980C1 “Container for collecting and disinfecting used personal protective equipment”. 

Vending machines are widely used in enterprises located on construction sites and have all necessary personal 
protective equipment in abundance. However, integrating these devices with corporate software and electronic 
accounting for PPE remains a significant challenge. For instance, vending machines provided by Vostok-Service 
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Group have their own information system connected via the Internet, which may not always work on remote 
construction sites. The software of these devices can be integrated with enterprise systems (1C or SAP), which would 
be convenient if such systems are already implemented in the organization. It is better to use cloud-based software 
on construction sites, as this would allow for real-time tracking of each piece of issued PPE. All employees would 
receive plastic RFID cards that would allow the system to identify them and record their personal protective 
equipment. The main advantage of these devices is that, as a supplier, Vostok-Service Group provides all the 
necessary personal protective equipment at once. 

The analysis of patented utility models and inventions has revealed that these machines and containers cannot be 
synchronized with the information systems of enterprises, which is a significant disadvantage [9, 10]. 

Currently, in most organizations, the traditional system of providing personal protective equipment is used. Under 
this system, PPE is purchased in advance and stored in a warehouse. Employees are then given PPE when they need it. 
However, this method has several drawbacks. It limits the choice of PPE available and provides only a limited number 
of types. This can slow down the process of introducing new PPE and adapting it to specific working conditions. 
Additionally, it can take time to deliver new PPE to workplaces, which can further delay the implementation of new 
safety measures [11, 12]. 

The material for the study consisted of the results of a survey conducted among employees using a developed 
questionnaire, as well as statistical data on micro-injuries (micro-traumas) recorded in the company's logs. Based on the 
survey results, the problems were identified regarding the provision of personal protective equipment and its improper 
use during work, which was confirmed by data from accounting documentation related to the registration of micro- 
traumas. 

In order to reduce the number of micro-traumas among workers in the construction industry due to improper use of 
PPE, lack of necessary protective equipment, insufficient knowledge on their use, it was decided to change the process 
of issuing personal protective equipment to employees by introducing a digital product for smartphones 
Stroykontrol+ (Fig. 1) 


a CTpon CTpon 


KoHTponb+ KoHTponb+ 


Fig. 1. User registration and authentication module in the Stroykontrol+ application 


An employee of the organization needs to install this app on their mobile device. After that, the account will be 
verified by an occupational health and safety specialist. The account must be linked to the employee's phone number, 
which minimizes the risks of personal data leakage and digital hacking, and prevents unauthorized persons from 
using the application. This verification technique is widely used in various digital applications and has demonstrated 
high efficiency. 

The application provides employees with the opportunity to take both mandatory and voluntary tests. To use this 
feature, you need to familiarize yourself with the program's interface. An important part of this is the built-in chat 
function, which allows managers and employees to communicate during working hours. This chat is used to quickly 
resolve production issues and problems. The use of chat communication facilitates the efficient exchange of information 
about issues and needs that arise during work, as well as allows managers to receive timely notifications about the lack 
of personal protective equipment on their smartphones, which helps speed up its delivery to the workplace (Fig. 2). 
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Fig. 2. Personal account design and presentation of the list of dialog channels 


The section of the application for notifying managers and other responsible parties about problems with the use of 
personal protective equipment will be created to address issues related to its replacement due to technical issues. The 
implementation of this feature will reduce problem-solving time by 35%, as information is processed as soon as 
possible and decisions are made within a few seconds. This section can be useful for employees due to the convenient 
way of writing off personal protective equipment (Fig. 3). 


ae ae 
~ Mactep cTponTenpHbix 
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Fig. 3. Design of the screen for operations to obtain and control the availability of PPE 


The introduction of a mobile app has significantly improved the process of providing personal protective equipment 
in the construction industry. It has provided a more convenient and transparent system for monitoring and managing 
PPE, as well as an effective way for employees to obtain the necessary equipment. The app allows employees to easily 
access the PPE they need, while also providing an efficient system for employers and authorized personnel to submit 
and process requests. This helps to increase security levels and reduce time spent on PPE issuance. Additionally, the 
app keeps a more accurate record of PPE provided and helps prevent problems related to stock shortages. Using mobile 
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apps like this to improve safety awareness among employees contributes to a stronger overall safety culture in the 
workplace. The application provides instructions on the proper use of personal protective equipment, as well as 
educational materials, videos, and guides on safe usage of these products. This helps to reduce the risk of injuries and 
accidents in the workplace. 

Results. An important responsibility of employers is to provide construction workers with personal protective 
equipment that ensures safety and health in the workplace [13]. The traditional method of providing PPE involves 
purchasing it from suppliers or stores and then distributing it directly to workers [14]. This is followed by training the 
workers on how to use the equipment safely to reduce the risk of accidents and potential hazards on the construction site. 

The survey was conducted among 300 employees of a construction company in the Belgorod region. The 
participants included a construction and mechanical foreman, an operator of lifting equipment, a bricklayer, a carpenter, 
an electric and gas welder, a tower crane operator, a plasterer-painter, a tiler, a welder and others. The average age of 
the respondents was 40-55 years and they had more than 10 years of work experience. Eighty percent of the 
participants were male and 85 percent had secondary vocational education. Their work schedule was 5/2, which means 
an eight-hour working day. 

The results of the survey among employees of the construction company in the Belgorod region revealed that 80% 
of them were provided with necessary personal protective equipment from warehouse managers with mandatory 
recording and filling out of personal PPE cards. 

To obtain admission to independent work, employees undergo introductory training on labor protection and training 
on labor protection in the workplace [15]. During this training, they are informed about maps of a special assessment of 
working conditions and an assessment of occupational risks. According to the results of a survey, about 70% of 
employees expressed dissatisfaction with the results of replacement and renewal of personal protective equipment due 
to the length of the process. In their notes, the employees mentioned that they had been unable to change unsuitable 
protective equipment for months. After analyzing the questionnaires of the respondents, several reasons for the delayed 
replacement of personal protective equipment were identified: the geographical distance between the warehouse and the 
construction site, the absence of necessary protective equipment, and the presence of intermediaries between the 
employee and the storekeeper. These factors all contributed to the delay in replacing personal protective equipment. 
These problems increased the risk of injuries and occupational diseases. 

The issue of microtraumatism among workers was primarily due to their failure to use personal protective 
equipment. This was caused by several factors, including ignorance of the need to use PPE, lack of formal training on 
its use, improper usage, delayed replacement and updates. This was confirmed by the statistical data collected based on 
documentation on the recording and accounting of micro-injuries in construction organizations in the Belgorod region 
for 2022 and 2023 (Fig. 4). 


Microtrauma 


Fig. 4. Distribution of types of micro-traumas among construction workers by the causes of their occurrence in 2022 and 2023: 
1 — fatigue, physical overstrain; 2 — ignoring the use of PPE by an employee; 3 — improper use of PPE by an employee; 4 — lack 
of knowledge about the proper use of PPE among employees; 5 — lack of necessary PPE for employees; 6 — performing work that 
is not part of official duties; 7 — unsatisfactory condition of floors, including uneven, slippery and sunken surfaces 


It was found that there were 350 microtraumas recorded in 2022. After the introduction of the developed digital 
product Stroykontrol+, there was a decrease in the number of microtraumas in 2023 by 64 cases. This decrease was due 
to several factors: 1. Ignoring the use of personal protective equipment (PPE) by employees. 2. Improper use of PPE by 
employees. 3. Lack of knowledge among employees on the correct use and application of PPE. 4. Absence of necessary 
PPE for some employees. 
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Discussion and Conclusion. As part of the construction activities in the Belgorod region, different approaches are 
used to provide personnel with personal protective equipment. This includes both the traditional PPE distribution 
system and a hybrid model that eliminates the need for a warehouse and transfers the supply and storage functions to a 
technical engineer. 

The distribution of PPE is done as necessary, taking into account the level of completion of work. One of the most 
common problems faced by construction companies is the lack of sufficient PPE, which can be attributed to several 
factors: inefficient planning and inventory management due to a lack of systematic analysis of PPE needs, as well as 
imperfections in ordering and receiving goods. 

As a result of inadequate adaptation, non-compliance with needs, and lack of control over PPE use, untimely 
updating, traditional systems for their issuance cannot ensure effective employee safety. To minimize the risk of 
occupational injuries, it is essential to implement a continuous analysis and update system for PPE. The optimal 
solution is to develop and implement a digital platform based on a mobile app with advanced features and an intuitive 
interface. This platform should integrate key aspects of digital construction in Russia, including the introduction of 
building information modeling (BIM) technology and automation/robotization of production. 

Thanks to the introduction of the digital product Stroykontrol+, which automates the accounting of PPE distribution, 
the process of providing personal protective equipment to employees has been improved. This has led to improvements 
in the indicators presented in Table 2. 


Table 2 
Effectiveness evaluation of the Stroykontrol+ application implementation 
— : : 2022 2023 
peas ae pa i peeneees Distribution of PPE according to | Distribution of PPE using the 
digital solutions ae ee: 
the traditional method Stroykontrol+ application 
Number of microtraumatic injuries caused by: 350 286 
— improper use of personal protective equipment 
(PPE) by personnel; 50 42 
— insufficient qualifications of employees in the field 
of application of personal protective equipment; 45 37 
—lack of necessary PPE for employees 55 30 
Number of correct answers when checking the 
knowledge of employees during testing according to 65-72% 85-99% 
the training program for the use (application) of 
personal protective equipment 
av ettiee time to neDIaee defective PPE from 30 days 10 days 
application to receipt 
Average response time for responsible parties to 
address identified comments or issues related to the 10 days 2 days 
use of PPE by employees 


For the methodological content of the Stroykontrol+ digital product, training materials have been developed to work 
with personnel, including instructions on the use of PPE, illustrated memos on the rules for using protective equipment, 
and test tasks to test knowledge. 

In the future, it is planned to improve the PPE issuance system by integrating with data on dynamic assessment of 
occupational risks and special assessment of working conditions. This will help to improve the efficiency of our 
occupational safety management system. 
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Abstract 


Introduction. Mathematical models and methods are widely used to study natural phenomena, replacing more 
expensive field experiments. However, one of the main challenges in modeling processes in complex systems is the lack 
of available input data and difficulty in selecting model parameters. The use of observational data assimilation methods 
is one of the ways to provide mathematical models with input data and parameter values. The aim of this study was to 
predict the development of complex natural systems under conditions of pollution using mathematical modeling 
techniques. To achieve this, several tasks were completed: a method for assimilating observational data was selected, a 
mathematical model for biological kinetics was updated, it was integrated with a hydrodynamic model, and a software 
package was developed. The significance of the work lies in the to the implementation of a model of the dynamics of 
phytoplankton populations (eutrophication) of the Azov Sea in the presence of pollutants, based on the use of 
variational methods for assimilating data obtained during expeditionary research. 

Materials and Methods. The spread of pollutants was modeled using a three-dimensional mathematical model based on a 
system of convection — diffusion — reaction equations. The vector of movement of the aquatic environment was the input 
data for the model. The components of the current velocity vector in the coastal system were calculated using a mathematical 
model of hydrodynamics, based on three equations of motion and the equation of continuity. The software package developed 
based on these models received full-scale data collected during expeditionary research as input, and allowed us to refine the 
model of pollution in the aquatic environment and biota using variational methods for data assimilation. 

Results. A short-term forecast for the spread of pollutants at the outlet of the Taganrog Bay was developed. The 
conducted computational experiment reflected the dynamics of pollutant spread from sources of contamination over a 
period of 3 to 12 days. 

Discussion and Conclusion. The variational methods of assimilating observational data discussed in this study allow 
for the refinement and supplementation of mathematical models of phytoplankton population dynamics and pollutant 
spread. The software based on these mathematical models enables the creation of short- and medium-term forecasts for 
the spread of harmful substances, assessment of their impact on the growth of major phytoplankton species in the Azov 
Sea, and determination of strategies for sustainable development management. 


Keywords: eutrophication model, hydrodynamics model, variational methods, dangerous phenomena, assimilation of 
observational data 
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AHHOTalna 

Beedenue. Matematuueckue MOJeM UM MeTOJbI MOBCEMECTHO HCIOMb3YIOTCA JIA HCCHEOBAHHA TIPHPOAHBIX OOBeK- 
TOB, 34MeHAA Ooee AOporue HaTypHble 9KCTepHMeHTHI. OFHHMU U3 TpyAHOCTeH, BOSHUKAaIOWIMX Ip MOJeHpoBaHHn 
TIPOLECCOB B CJIOKKHBIX CHCTeMaX, ABJIAIOTCA HaJIM4Me BXOAHBIX JaHHbIX MH MOAOop napameTpos Moyen. IIpumenenve 
MCTOJOB YCBOCHHA JaHHbIX HaOIOACHH ABIACTCA OJHUM H3 cIOCOOOB OCHaleHHA MaTeMaTHYeCKHX MOsesel BXOJ- 
HbIMH JaHHbIMH WM 3HaYeHHAMH Mapametpos. Llemb HacTOAMero UcceqOBAHHA COCTONT B MIPOrHO3HpOBaHHH Ha OCHOBe 
MCTOJOB MaTeMaTHYeCKOrO MOJCIMPOBaHHA Pa3sBUTHA COMKHBIX MIPHPOAHBIX CHCTeM B YCIOBHAX 3arpA3HeCHHA Bpel- 
HbIMH BeLecTBaMH. J[If JOCTIDKeHHA eM Ob peWIeHbI cuexyoulue 3aqayH: BbIOpaH MeTOA yCBOeCHHA aHHBIX 
HaOMOCHHH, aKTyaIM3HpoBaHa MaTeMaTH4ecKad MOJeb OMOMOTHYCCKOM KHHETHKH, aHHad MOJelIb CKOMIIJIEKCHpO- 
BaHa C MOJe@JIbIO THAPOAMHAaMHKH, paspadoTaH MporpaMMHbIi Komiiekc. AKTyaJIbHOCTb paOoThI 3akIIOUaAeTCA B IIpH- 
MeHeHHH HOBOTO MOAXONa K pearH3allMH MOJeIM THHAaMHKH (PUTOMIAHKTOHHBIX NOMyIAHH (SBTpopuKayun) A30B- 
CKOFO MOps IPH HaIM4MH 3arpsaSHAIOWIUX IpUMecel, OCHOBaHHOrO Ha IPHMeCHCHHH BapHallMOHHbIX MCTOOB YCBOeCHHA 
JAHHBIX, MOJIYYCHHBIX B XOJ[e KCIeAMIMOHHBIX MCcCeqOBaHHi. 

Mamepuanoi u memoooi. Paciipoctpanenve 3arpa3HAIOWIMX BeELICCTB MOJeuIMpyeTcA Ha OCHOBe TpeXMepHOl MaTema- 
THYCCKOM MO eM, OCHOBaHHOM Ha CHCTeMe ypaBHeHHi KOHBeKUMU — Auddy3nu — peaxuun. Ha Bxoye Moses M0- 
WjaeTCA BEKTOP ABWXKCHHA BOAHOM Cpeybl. CocTaBaloujue BeEKTOpa CKOPOCTH TedeHH B IpHOpexkHOH CucTeMe paccuH- 
TbIBAIOTCA Ha OCHOBE MaTeMAaTHYeCKON MOJeIM THAPOAMHaMUKH, Oa3sHpyrollelica Ha TpexX ypaBHeHHAX JBWKeHHA UM 
ypaBHeHuH Hepa3pbiBHocTH. Pa3spadoTaHHbIi Ha OCHOBe OMMCaHHbIX MOJeseH MporpaMMHbIii KOMIVIeKc MouyyaeT Ha 
BXOle HaTYPHble JaHHble, COOpanHble B XOAe IKCICAMUMOHHBIX HCCIeAOBaHHH, U MO3BOIIACT YTOUHAT MOJCIIb 3arps3- 
HeHHA BOAHOM cpeybI U OMOTEI OarosapsA MPHMeHeHHIO BapHal|MOHHbIX MCTOOB YCBOCHHA JaHHBIX. 

Pesynomamoi uccnedoeanua. WoctpoeH KpaTKOCpOuHbIit MpOrHo3 pacipocTpaHeHHsA 3arpsA3HALOWMX BeLeCCTB Ha BBI- 
xoge u3 Taranporckoro 3amBa. IIpopeqeHHbIii BBIYMCIMTCJIbHbIM IKCICPHMeHT OTpaxkaeT JHHAMHKy pactipocTpaHe- 
HHA 3alpA3HAIOIUMX BELICCTB OT HCTOUHHKOB 3apaxKeHHA Ha BPCEMCHHOM HHTepBalie OT 3 Wo 12 WHe#. 

O6cystcoenue u 3aKii0“enue. PaccMoTpeHHbie B JaHHOM HCCJIeOBaHHH BapHall[MOHHbIe MeTOALI YCBOCHHA JaHHbIxX 
HaOOACHHM WO3BOJIAIOT YTOUHAT HU JOMOMHATL MaTeMaTHYeCKHe MOeIM THHAMUKM (PUTOMIAHKTOHHBIX MOMMyIAWHH 
WM paciipocTpaHeHua 3arpa3HAIOWHx BeulecTB. IIporpamMHoe oGecrieyeHHe, OCHOBaHHOe Ha OMMCaHHBbIX B aHHOl pa- 
OoTe MaTeMaTHYeCKHX MOJeIAX, ACT BO3MOXKHOCTL CTPOUTb KpaTKO- MH CpeHECpOuHbIe MpOrHo3bl paciipoctpaneHusr 
BPeJHBIX IIPHMecel, OLCHMBaTb HX BIMAHMe Ha pa3s3BHTHe OCHOBHBIX BUAOB (PUTOMIAHKTOHHBIX MOMMyIAWHH B A30B- 
CKOM MOpe H OlpeylesIATb CTpaTerHu yupaBsIeHHA YCTOMYMBIM pa3sBHTHeM. 


Ksrouesple cJ10Ba: MO/JICJIb 3BTpoduKallMn, MOJCJIb THAPOTWHaMUKH, BapHalMOHHble MeTOJbI, ONACHbIe ABJICHHA, 
YCBOCHHE JaHHbIX HaOHOeHHii 
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Introduction. Mathematical models and methods have been successfully used for decades in conducting research in 
various fields of science and engineering. These models provide fast, convenient, and relatively inexpensive tools for 
studying and predicting processes in complex natural systems, compared to expeditions and field experiments. They are 
used to solve a wide range of scientific and practical problems, such as predictive modeling of siltation of shipping 
lanes, which is important for safe navigation, as well as predicting the consequences of emergencies and man-made 
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disasters. An example is the severe storm on November 11, 2007 in the Azov-Black Sea basin, as a result of which 
more than 20 ships were wrecked, and the Kerch Strait area became the site of an environmental disaster. Several tons 
of fuel oil and sulfur got into the water, as a result of which the coastline and sediment layer were contaminated with 
petroleum compounds. Its consequences were observed for several more years. Another example of adverse processes is 
the transport of bottom materials from the mouth of the Don River to the Taganrog Bay, which affects the habitats of 
aquatic organisms, promotes intensive eutrophication and leads to the reproduction of Chironomidae Newman. 

According to Decree of the Government of the Russian Federation No. 2451 dated December 31, 2020', researchers, 
decision makers, and representatives of water protection services have only four hours from the moment of detection or 
from the moment of receipt of information about a spill in a reservoir to calculate changes in the concentration of oil 
and petroleum products and their localization. According to the above and other regulatory documents adopted by the 
Government of the Russian Federation, responsible persons and structures must make a decision and take actions to 
eliminate a dangerous environmental situation of a natural and man-made nature within a few hours or days. Based on 
this, the time for making forecasts and scenarios for the development of an emergency situation is limited. This 
requirement determines the relevance of developing a set of mathematical models of hydrodynamics and hydrobiology 
that would take into account the features of coastal systems (the effect of winds on the structure of currents, the Coriolis 
force, the complex geometry of the computational domain, turbulent exchange, evaporation, wind-driven effects, river 
flows, etc.) and make it possible to obtain forecasts in a minimum time. 

When forecasting the development of natural systems and describing a real physical phenomenon through 
mathematical modeling, it is not enough to simply construct a function of the process state. The use of conjugate 
problems for mathematical models and algorithms based on variational principles can increase the accuracy of 
solutions. These principles allow us to establish a connection between the model and field data [1]. This methodology is 
effective for solving applied problems, including computationally intensive tasks, such as variational and optimization 
problems in mathematical and nuclear physics [2]. G.I. Marchuk and his colleagues used conjugate equations [3], which 
made it possible to improve the efficiency of solving problems of aero- and hydrophysics for the atmosphere and deep- 
water reservoirs. The theory of building conjugate operators for linear and nonlinear models has also been improved [4]. 

A variational approach to solving combined direct and conjugate problems using assimilation methods has improved 
the relationship between mathematical models and field data. Methods of data assimilation, which have been 
developing since the 1960s, are based on the construction of inverse and optimization problems using two approaches: 
the classical Lagrange variational principle using conjugate problems [4] and optimization methods such as weighted 
least squares [5]. 

The assimilation of observational data is a tool that can significantly improve the accuracy of predictive modeling of 
natural processes. It has long been successfully used by the scientific community [6]. Here, the urgent task is to develop 
new methods that would significantly reduce the calculation time. 

Materials and Methods. When building models for predicting natural phenomena and processes, one of the main 
problems was the correspondence of the solution obtained using a mathematical model to the real process occurring in 
the natural system and reducing the percentage of uncertainties. 

When constructing mathematical models of hydrodynamic and hydrobiological processes, information about the 
initial conditions and parameters of the model was required, which could be obtained using observational data. Thus, 
when constructing predictive scenarios of natural or man-made emergencies, it was very important to assess the 
adequacy of the mathematical model itself. The next stage of modeling included checking the correctness and stability 
of the task. The study of a mathematical model at a continuous level involved the study of the influence of input data on 
the solution of a model problem. The perturbation of the right-hand sides of the equation used or the system of partial 
differential equations in the Cauchy problem under consideration made it possible, with known operators, to investigate 
the properties of the constructed mathematical model. The study of stationary and special points of a continuous 
function or several functions — solutions to the task, for example, the concentration of one or more pollutants in the 
aquatic environment, allowed us to develop scenarios, from pessimistic to optimistic ones, in order to develop measures 
for effective management of a complex aquatic ecosystem. 

For the first time, the method of polynomial interpolation of data from a constantly replenished database of 
environmental measurements in the two-dimensional case was used to analyze field data. Areas of influence have been 
identified for observations. When implementing the algorithm for calculating the current background, the data from the 
previously received forecast was used as input information. 


' On Approval of the Rules for the Organization of Measures to Prevent and Eliminate Oil and Petroleum Product Spills on the Territory of the Russian 
Federation, with the Exception of the Internal Sea Waters of the Russian Federation and the Territorial Sea of the Russian Federation. Decree of the 
Government of the Russian Federation No. 2451 dated 31.12.2020. URL: https://docs.cntd.ru/document/5733 19208 (accessed: 21.05.2024). (In Russ.) 
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The OI (Optimal Interpolation) method has brought a new level of sophistication to the methodology for solving 
problems of data assimilation. This method was based on statistical interpolation techniques. 

The next stage in the development of the considered methods was associated with the development and 
implementation of variational methods, including the theory of optimal control. These methods were based on 
minimizing the functionality built in a special way, with the help of which a connection was established between 
solutions and observations (field measurements, expedition data, GIS geographic information system databases). 

This theory and methods were widely used in the implementation of the tasks of meteorology [5] and dynamic 
oceanography [7]. In the process of minimizing the constructed functional, it was necessary to calculate its gradient, for 
which conjugate equations were successfully applied, which was described in [8, 9]. 

Model of the Dynamics of Phytoplankton Populations. A mathematical model of the dynamics of phytoplankton 
populations describes the process of active growth of microalgae in the presence of a sufficient number of biogenic 
elements. If the development of phytoplankton populations becomes too intense, it is referred to as the process of 
eutrophication. The causes of eutrophication can be both natural (climatic changes) and anthropogenic in nature 
(the entry of a significant amount of nutrients into the reservoir from river drains). System C; contains the concentration 
values of the i-th substance [10, 11]: 


(uC O(vC O((w+ we, JC, 
OG @ dy U an (( ct) t) (ut) Ree: Efe blew, (1) 
Ot Ox oy Oz Ox ox oy oy Oz OZ 
where u= {u, v, w} — velocity vector of the medium (water flow); wc, — gravitational deposition of the k-th 


component, if it is in a suspended state; u,, ve — horizontal and vertical components of the coefficient of turbulent 
exchange for the k-th componen; w; — chemical-biological source (drain) or term describing aggregation (sticking- 


splitting), if the corresponding component is a suspension, index k indicates the type of substance, k =1,15: 

1 — hydrogen sulfide (2S); 

2 — element sulfur S; 

3 — thiosulfates (and sulfites); 

4 — sulfates (SOu); 

5 — total organic nitrogen (JN); 

6 — ammonium (NH4 — ammonium nitrogen); 

7 — nitrates (NO3); 

8 — nitrites (NO2); 

9 — phytoplankton; 

10 — zooplankton; 

11 — silicates (SiO; — metasilicate; SiO, — orthosilicate); 

12 — dissolved oxygen (O2); 

13 — ferrum (Fe?*); 

14 — phosphates (POs); 

15 — silicic acid (H2SiO4, H2SiO3 — orthosilicic and metasilicic acids, respectively); 

16 — microplastic. 

System (1) contains equations that can be attributed to the convection — diffusion — reaction type. As a 
computational domain, let us consider enclosed basin G. Undisturbed surface of basin 2, is bounded from above 
by G, X»= (x, vy) — bottom surface from below, co — cylindrical surface limits G from the side. We will use the 


following notation: 2 =X») Uo UL, — piecewise smooth boundary of domain G, time interval 0<t<To. We assume 
that n and un — vector of external normal and is the normal component u to surface =. 


We consider that initial conditions of system (1) are as follows: CiH-0 = Cio(x, y, z), k = 115. 


We combine (1) with the following combined boundary conditions: 


for o: if un<0, then C,=0; if un>0, then <9; for Xo: Ft = 9(C,); at the bottom »;;: Ft --2,Cy, 
IZ IZ 


k =1,16 , we define g as the coefficient of absorption of the k-th impurity by bottom sediments. 

When there is no wind, especially in summer, almost anaerobic conditions may occur in the bottom layers of 
shallow reservoirs, such as, for example, the Azov Sea, the Taganrog Bay, and the Gelendzhik Bay. The reduction of 
water-saturated surface sludge entails the release of iron, phosphates, sulfates, manganese, ammonium and silicates, as 
well as organic compounds into the solution. Complexed models of type (1) (developed by the team of authors the 
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model of hydrodynamics [12]) were used to study the mechanisms of manganese oxidation and reduction, NH4 
assimilation, nitrification, nitrate reduction (denitrification), ammonification, H2S oxidation, sulfate reduction, etc. 
Experiments with model (1) made it possible to study biogenic and oxygen regimes of the coastal system, to analyze the 
mechanism of formation due to anthropogenic eutrophication of marine phenomena of fish and other aquatic organisms. 
Variational Approach for a Three-Dimensional Spatial Mathematical Model of Water Eutrophication. Let us 
write down mathematical model (1) for the computational domain (the Azov Sea) in the form of an operator equation: 


L(CY)= DS +5(C¥)-y-1=0, (2) 


we define C as a vector function of the state of the studied aquatic ecosystem C = {c ,(X,t),k = 1,16} , C=C(x,t)eO(U,), 
Wf, =Gx (0,7, 0) : (x,t) eff,; J (S,Y) — differential nonlinear spatial operator; D — diagonal matrix; 
w= {y k (x,1),k = 1,16} — vector the components of which are source functions; r = {ry (x,1),k = 1,16} — vector the 


components of which contain functions of uncertainties and errors of mathematical model (1) with initial and boundary 
conditions. Dependencies (observation models), coefficients and parameters wc4, Lu, U, V, W, Vs, Input data of initial and boundary 


conditions for model (2), k = 1,16 ; internal parameters of the operators are included in Y € R (i, ). 
Let ¢ = 0, then the initial conditions for (2) take the form: 
C=Ci+h, Y=YV) +6 (3) 


where C? and Y° — a priori estimates of the vector function of the state and the vector of parameters, respectively; 


the uncertainty functions are denoted using € and ¢. 
Let us consider the integral identity: 


I(C,Y,C*)= | E(cy).c )acar =0, (4) 
I, 
here C* — functions conjugate to C(C* € O*(II,)). (4) is a variational formulation of model problem (2), (3), or an 
energy-type functional. Let us rewrite (4) in the following form: 
16 
i(cy.c’)=>" (4c.c’), - [ (ys +n Jciacar 0. (5) 
a Ll, 

The operators of turbulent exchange and transfer are included in terms (AC, C’). 

Hydrodynamics model [12] will be considered as a model of the process. In hydrobiology models, parameterization 
of parameters and the resulting functional dependencies, for example, for describing production and destruction 
processes or the growth of phyto- or zooplankton, will be considered submodels, or observation models. Let us define 
the relationship between measurements and state functions: 

@n =| W(C)] +n(%0), (6) 
where [W(C)],, — vector of submodels (observation models); n(x, 4) — vector of errors and uncertainties; @,, — values 
that we are monitoring. 


m 


Let us define @», on Li)" € L,. In (6), the operation of transferring information from I], to L;” is indicated by 


square brackets. 
Let us expand the modeling system with data from field measurements (we consider them close to accurate), while 
the “quality” functionality will have a look: 


04(€)={(.-[W(C)], J Mxo(0n-[W(C)],)} = ("enn o 
yy 
we define yo as a weight function for determining the configuration of the observation carrier L]”” in L, and the 
integrals over domain L],, representing a measure for (7) in the form C; = Myo(x, 4), where M — weight matrix. 
Let us consider functionals representing generalized characteristics of hydrobiogeocenosis behavior: 
Oy (C)= | Fe(C) te (xt) dGdt = (Fearty)s x <0 (H,). k= ER. 
UW, 
F,(C) — limited and differentiable relative to C € O(I],) functions that we will evaluate. 
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Let us define a functional to minimize uncertainties: 


h 
5} (C)=0} ()+4(n'enn),, (Grr), +((C°-C2)'s(C*-Ch)) + 
: (8) 
(ve -¥2)'C,(¥° -¥!)} sae) /24+I"(GY,C*), £21. 
Re (uy 
We assume that C; — weight matrices, i = 1,4. Let us consider the system: 
a} 
ane = DA,C+J*(C,Y)-w-r=0; (9) 
xh 
ee =(DA,)'C, + A™(C,Y)C; +d, =0; 
oC 
* 0 F, Tt 
Ci (x)|_,, = 0 de = (1 (C)+0.5(n'Cin)): 


C° =C)+Cz'C; (0), t= 0;r(x,t) =Cy'C; (x0); 


0 
a -l ‘ os h Lan 
Y=¥, tC l=! (C,Y,C;); 


t 0 ' 
A(C,Y)C' = a" (C+aC.Y)}] .k21 


a=0 
A\(C’, Y), A; we define as operators of the conjugate problem and derivatives or their discrete approximations in 
time; I’, — functions of the sensitivity of models to changes in parameters; C’= 5C; a — set number. 
Let us consider algorithms for assimilation of data from successive observations coming from various observational 
tools into a real-time modeling system. To do this, we will use the methods of splitting and decomposition: 


N,-1 N,-l p 
P= Ot Hh, = 6" x[t tn O(CCLY.e)= >) > oh, (10) 
n=1 n=l] /=1 
here @!, — part of functional (9) for ([t1,t,] on the l-th stage of _ splitting, 


n=1,N,,p we define as the total number of splitting steps. We will carry out the discretization on the basis of additive- 


averaged splitting schemes. We will use an algorithm to find a solution in domain I! with regular uniform time grid 


o' = {tq.n =0,N i} . For research, we will use a structure with phase spaces: 


Pp 
{cr, C7", r7.1=1p} =| Joh (ut) co* (ui). 
i=l 
Method of Solving the Problem. For solution (9), we consider that n =1,N, . Let us describe the algorithm of the 


method used step by step. 
1. Switch to the subgrid decomposition structure, while t = ¢,,_,: 


Pp 


fen" <o"(u)}. Ufer' <ot(u)}, er <en 


i=l 
2. In the subgrid structure, obtain solutions to direct and conjugate problems: 
A'C} -w} -r! =0, 1=1p, p21. 


n-l 


OD, (C 
APC" = [Pel sure (0, -[w(c)], ) a 
I 


* ale sé 
Cr =0, 7 =(CZ) Cy", t, <tst,. 
Functions y7' include C7"'. rj’ takes into account all the uncertainties in the step [ty1, tu]. 


3. Return to main structure QO" (11") att=th 
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P P 
n n ui n 1 n 

Utci <a?(ur)} = {e" eo" (ur)}, c= dic. 

[=1 [=1 

We believe that the last stage of splitting can be implemented using formula: 


A,” =Wp-k, =0; (11) 
here A,,C” — approximation operator part of the model at the p-th stage; w’, — source functions; r;, — function of 
uncertainties of model (2) and the splits introduced into the discrete model at a step. We believe that matrices of 
weights C), and C2, are known. 

Let us consider the following task: 
Nyy C™" = O1y,Cy, ("1 -C""); (12) 


pn 
n_ -l *n 

F, =(C;, (ay, |C™ (13) 
For the solution, we will use the following method, the algorithm of which we will describe step by step: 
1. Calculate C*” using (12). 
2. Find r; , using (13). 
3. Find C’, using formula (11). 
The problem that arises during the implementation of the algorithm of the system of linear equations method will be 


solved by the sweep method. 
Let us consider the transformed algorithm: 


AS,C™ = O4,Cin(@" -C"), (14) 
A pC" —" - (Cz, / 09, )C* =0. (15) 


We will solve the system by the sweep method. For the modifications considered, the stability of the splitting 
schemes ensures the stability of the data assimilation schemes used. If in (8) C* = const, then it gives a balance ratio of 
the first order. If C” = C, then we obtain the equation of the energy balance of the analyzed system. 

Let us write out the quality functionality for the new subsequent modification: 


®,, (C) = 0,5] a, (niin) + oo (15Maut) |. (16) 
r, = Rags Wns Mn = 9), =O), OQ) +A) = L 1), > 0. (17) 
We find the minimum of the functional relative to function C”: 
* n n a n n n 
A'nCin (ApnC” — 8 )+—" Cn (C"-@")=0. (18) 
2n 


We obtain a uniquely solvable system with a five-diagonal matrix. Let us solve the resulting system of linear 
equations using the sweep method. 

A new class of real-time assimilation methods includes a scheme of additive sequential assimilation. Due to the 
large amount of computational work, the built modifications are focused on supercomputing systems, including cluster 
systems and graphics accelerators. 


Measurements @,, are used in the form of maps and digital images. This representation gives a significant density 


of data in domain I], measurements are information fields. The planning of observations is based on the values of the 
uncertainty function. If these values are high, additional field measurements or observations are scheduled. 

Results. To solve the problem of modeling the eutrophication of the Azov Sea waters (1), a set of parallel programs 
has been developed, including: 

—a module of hydrodynamic processes that calculates the flow field of a water stream based on a mathematical 
model for a shallow reservoir [12]; 

—a module for the spread of pollutants in the aquatic environment and changes in the concentration of basic aquatic 
organisms (1), which allows us to assess the effect of pollutants on the biological productivity of the water area; 

—a map of depths of the Azov Sea for the construction of computational grids for the numerical implementation of 
the developed algorithms; 

—a database of expedition data, which allows refining the model of pollution of the aquatic environment and the 
spread of biota through the use of methods of data assimilation described above. 
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The numerical experiment was conducted using the developed software. The velocity vector of the water flow 
was calculated using a hydrodynamic model with an easterly wind at a speed of 5 m/s and fed into the input 
for calculating the movement of pollutants containing microplastic particles based on convection-diffusion equations. 
Figure 1 a shows the results of the numerical experiment to calculate water flow current fields under specified 
meteorological conditions. Vortex structures of currents were observed in the region of spits, in the northeastern part 
of the sea in Taganrog Bay. The color gradient in Figure | a represents the distribution of water flow velocity, with 
the maximum value at 4.822 m/s. Figures | b, c, and d show the results of calculations for a hypothetical scenario of 
the spread of microplastic contamination in the aquatic environment, considering the input of microplastics into the 
Azov Sea through the drains of the Don and Kuban rivers and the presence of a source of hazardous substances 
including microplastics at the outlet of Taganrog Bay. The figures also include a short-term forecast for the spread of 
contaminants 3, 6, and 12 days after the initial input. The initial concentration of pollutants was 5 mg/L, and after 
3 days, the maximum concentration at the Taganrog Bay outlet was 1.363 mg/L. After 6 days, it decreased 


to 0.83 mg/L and after 12 days, it dropped to 0.336 mg/L. 
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a) 
Fig. 1. Currents in the Azov Sea and the spread of pollutants, time interval: 


°) 


a — initial concentration; b — 3 days; c — 6 days; d— 12 days 


Discussion and Conclusion. The computational experiment shows that, despite the easterly wind, vortex structures 
in the currents captured pollutants and transported them to the Taganrog Bay. Stable vortices have the potential to 
capture and retain microplastic particles that enter the sea from river drains. They also contribute to the accumulation of 
pollutants in the lower layers due to biofouling by microplastic particles and their sinking. 

As mentioned above, when creating mathematical models to predict natural phenomena and processes, one of the 
main challenges is to validate their accuracy by analyzing the outcomes obtained from them to ensure they match the 
behavior of the natural system under study. When creating mathematical models of hydrodynamic and hydrobiological 
processes, information on initial conditions and parameters (input data) is needed, which can be acquired through 
observations. Therefore, when creating predictive scenarios, it is essential not only to assess the quality of the 
developed mathematical model but also to incorporate observational data and investigate the sensitivity of these models 
to variations in input data. 

The paper presents an approach to implementing a model of phytoplankton population dynamics (eutrophication) in 
the Azov Sea using variational methods for assimilating data obtained during field studies. The software package 
developed uses materials from the field studies, constantly updated environmental databases, and GIS, and allows 
refining the model of aquatic pollution and the spread of aquatic organisms using variational data assimilation 
techniques. The developed software makes it possible to forecast the spread of pollutants in the coastal system, 
including biogenic substances that act as a nutrient medium for the growth of dangerous microalgae, leading to 
eutrophication. This forecast enables the development of strategies for sustainable management of the natural system 
and its protection. 
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Abstract 


Introduction. Assessment of the level of urban air pollution and its impact on public health is a crucial scientific task. 
Ensuring the environmental safety of urban areas is impossible if the air quality does not meet the established standards. 
Despite well-developed methodologies for assessing the health risks of urban environments, the results of such research 
in the regional context are insufficient. Currently, almost half of the population of the Russian Federation lives in cities 
with high or very high levels of air pollution. Among these cities, Novocherkassk in the south of Russia was identified 
as one of the most polluted in the period from 2014 to 2021. This necessitates conducting scientific research to assess 
the health risks associated with atmospheric air pollution in Novocherkassk. The aim of this study was to evaluate the 
health risks posed to the population of Novocherkassk due to air pollution. 

Materials and Methods. The study used data from annual reports on the state of air pollution in cities in Russia from 
2014 to 2021, which were prepared by the Federal State Budgetary Institution “Voeikov Main Geophysical 
Observatory” !. The authors used literary methods and methods of mathematical and statistical analysis in their work. 
Results. The level of atmospheric air pollution for the period from 2017 to 2021 reached dangerous values for public 
health. Suspended solids and carbon oxide contributed most to the risk of health problems. The values of the complex 
indicator P, estimated by average annual concentrations, showed that the level of atmospheric air pollution in 
Novocherkassk was 1.68 times higher than in the largest city in the region, Rostov-on-Don. The highest level of 
atmospheric air pollution in Novocherkassk was noted within Post I, located at the intersection of highways and close 
to the impact zone of industrial enterprises. 

Discussion and Conclusion. The calculations showed that exposure to polluted atmospheric air could cause symptoms 
of chronic intoxication in 240-280 out of every thousand people. When the maximum concentrations of pollutants in 
the atmospheric air of Novocherkassk were reached, from 579 to 692 people out of a thousand residents might 
experience adverse reflex reactions. In light of the identified health risks from air pollution, it is recommended to 
increase the number of green spaces and establish two additional monitoring stations for atmospheric pollution: one in 
the city's residential area and one near the Novocherkassk GRES power plant in the Donskoy district. 


Keywords: level of atmospheric air pollution, aerogenic risks to public health, non-carcinogenic effects, carcinogenic 
health risks, intoxication, acute and chronic effects 


Acknowledgements. The authors would like to express their gratitude to the colleagues and specialists of the Federal 
State Budgetary Institution “Voeikov Main Geophysical Observatory” for providing materials for the research. 


For citation. Klimov PV, Andreeva ES. Assessment of the Level of Air Pollution and Aerogenic Risk to the Health of the 
People of Novocherkassk. Safety of Technogenic and Natural Systems. 2024;8(3):49-56. https://doi.org/10.23947/2541- 
9129-2024-8-3-49-56 


© Klimov PV, Andreeva ES, 2024 


' Yearbooks. 2014-2021. URL: http://voeikovmgo.ru/index.php (accessed: 23.05.2024). (In Russ.) 


Technosphere Safety 


49 


https://bps-journal.ru 


50 


Klimov PV, et al. Assessment of the Level of Air Pollution and Aerogenic Risk to the Health of the People of Novocherkassk 


Opuzunanbuoe IMNUpULeECKOe uccjledoeanue 


Ouenka ypoBHa 3arpsa3HeHHA ATMOCHepHOrO BO3LyXa H AIPOTeHHOLO PHCKA 30POBbIO 
HacesleHua ropoxza HopouepKaccka 


II.B. Knumos®, E.C. Aunpeesa® 
HjoucKkolt rocyapcTBeHHbIM TexHHuecKui yHuBepcurTet, r. Pocros-Ha-Jlony, Poccuiicxaa Deyepayna 


meteo0717@yandex.ru 


AHHOTalna 

Beedenue. Oueuka ypoBHA 3arpa3HeHHA BO3yxXa FOPOCKol cpebI UM OOycIIOBIICHHOTO MM PHCKa 30POBbIO HaceyIeHHA AB- 
JACTCA AKTYAIbHOM HayyHOH 3aqayei. Kak mpeycTaBsiaeTCA, HEBO3MOXKHO OOECHeYMTb IKOMOTHYECKYIO Ge30racHOCcTb ypba- 
HU3HpOBaHHBIX 30H, €CJIM KaYeCTBO BO3yxa B HX peyewax He COOTBETCTBYeT YCTAHOBJICHHbIM CTaHyaptTamM. Hecmortps Ha 
XOPOIIO pa3paOoTaHHbI MeTOAMYeCKHH alllapaT, MO3BOJIAIOLMM ONCHUTb PHCK 3{OPOBbIO HaceJIeHHA TOPOACKOM cpezbl, 
pe3yJIbTaTOB NOJOOHBIX HCCIeOBaHH B PperHOHaJIbBHOM acrieKTe HeyocTaTouHo. B To xe BPeMA MOUTH NOJIOBHHa BCX 2KH- 
Teme Poccuiickoi Degepalun B HACTOAIee BPEMA TIpOXKUBaeT B TOpOax C BbICOKHM HM OUCH BbICOKHM YPOBHEM 3arps3He- 
Hua Bo3—yxa. Ha tore Poccuu B YMcCIO TopoyoB c HanOosee 3arpa3HeHHOM BO3TYUIHOM cpeyo B UccieqyembIli Mepuoy 
2014-2021 rr. Obi BKTOUeH rT. HopoyepKacck, YTO HU OOyCOBHIIO HEOOXOAHMOCTL MIpOBeeCHHA COOTBETCTBYIOWIMX Hay4- 
HBIX H3bICKaHUM. Lem TaHHOroO UcceqOBAHHA — OL|eCHUTb NoOKazaTesIM PUCKa 30POBbIO HaceeHHa r. HopouepKaccka, BBI- 
3BaHHOTO 3alpA3HeHHeM aTMOC(PeEpHOrO BOSsLyxa. 

Mamepuanoi u memooot. B padote Mciob30BaHbI JaHHbIe CKCTOAHMKOB O COCTOAHHH 3arpA3HeHHA ATMOC(ephI B To- 
poyjax Ha TeppuTopuu Poccun 3a 2014-2021 rr., MoqroToBIeHHBIX B DefepalIbHOM rocyapcTBeHHOM O10/>KeTHOM 
yapexyeHun «I mapHaa reod@u3snyeckad oOcepBatopua uM. A.M. Boetikopa». B aucie IpHMeHeHHEIX aBTOpaMH MeTO- 
OB JIUTepaTypHble, METOAbI MATEMATHKO-CTATHCTHYeECKOrO aHasI3a. 

Pezyiemamol ucciedoeanua. YpoBenb 3arpa3HeHHA aTMOCHepHOrO BO3zyxXa 3a Mepuor 2017-2021 rogoB yocTuran 
OMaCcHBIX JIA 300POBba HacelIeHua 3HaueHHi. HanOonbuiMii BKa B PUCK HapyUIeHHA 30POBbA BHOCAT B3BCIICHHbIC 
BelWeCcTBa HW OKCHA yruiepofa. 3HaveHHA KOMIMIeKCHOTO NoKas3atesaA P, OLCHEHHOTO 110 CpeHeErOOBbIM KOHIeCHTpalli- 
5M, 10Ka3aJIM, YTO YPOBeHb 3arpa3HeHHA aTMOcdepHoro Bo3szyxa Br. Hopoyepxaccke B 1,68 pa3a BbIe, 4eM B Kpyri- 
HelilueM ropoyze pervoHa Poctose-Ha-Jlony. HanOonsummi ypoBpeHb 3arps3HeHHa aTMocdepHoro§ Bo3zyxa 
r. Hopoyepkaccka OTMe4eH B IIpeyemax nocta II, Haxoqaujeroca Ha MepeceyeHuu aBTOMarucTpase HW MpHOMKeHHOrO 
K 30HE BO3JeHCTBUA MPOMBILMICHHbIX NpesnpuAaTui. 

O@cystcdenue u 3zakuouenue. Ipopeyenuble pacueTbI MOKa3asI, YTO BO3elCTBHe 3arpA3HeHHOTO aTMOc(epHOrO BO3yxa 
MO?KeET BbI3BATb CHMIMTOMBbI XPOHHYecKOM WHTOKcHKalMM y 240-280 yesloBeK v3 TbICTY, TPH WOCTWKeHHH MaKCHMaJIbHBIX 
KOHICHTpalluii 3arpa3HAFOMIMX BelecTB B aTMOCc(epHoM Bo3syxe Tr. HopoyepKaccka oT 579 lo 692 YemOBeK 13 THICTUM 2KUTE- 
Jleli MOryT HCIIbITaTh HeOaronpHATHble pedpeKTOpHble peakWHH. B cBa3H C BbIABJICHHBIM OMAaCHBIM JIA 310POBbA HacesIeHHA 
3arpA3HeHHeM aTMOc(epHOro BO3TyXa PeKOMeHyeTCA pacliMpeHHe MWIOWMAaM 3eICHbIX HAaCMKICHHM M Co3qaHHe JByX JOTOJI- 
HHTCJIBHBIX TOCTOB HaOJIOJCHHA 3a 3arpx3HeHHeM aTMOc(PepHOro BO3LYXa: B CeIMTeOHOH 30He Topora HM BOM3H HopoyepxKac- 
cxoii TP9SC, B Mukpopatioue «J[oHcKoID». 


Ksnouesbie CJIOBAa: YpOBCHb 3arpxA3HCHHA aTMociepHOro BO3Tyxa, adpOreHHble PHCKH 3/JIOPOBbIO HaceJICHHaA, 
HeKaHieporenHsie 3dextTEI, KaHUeporeHHble PHCKH 3OpOBblO, HHTOKCHKaWHA, OCTpoe HW XPOHHYCCKOe TevicTBue 


BuaarogqapHocrn. ABTODBI BbIpaxKaroT OaroqapHOCTB KOJWICraM, CHemWwasIuCTaM @MeyepasbHoro rocyapCTBeCHHOroO 
OroJDKeTHOTO yuapexK Tena «l 1aBHaa reodu3nuueckaat oOcepBaTopu4a um. A.V. Boetikosa» 3a Tipe OCTaBJICHHBbIe 
MaTepHaJibl JIA McculeqOBaHHl. 


Aaa uuTupospanus. Kaumos Il.B., AnazpeepaE.C. Onenka ypoBHa 3arpa3HeHHa aTMocdepHoro Bo3ayxa 
aPOreHHOLO PHCKa 30POBbIO HacelleHuaA ropowa Hopoyepxaccka. bezsonacnocmb mexnozennolx u NPUPOOHbIX cucmem. 
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Introduction. The quality of life and health of the population is related to environmental factors, particularly those 
caused by human activity. In the Russian Federation, 63.6% of the population experiences a significant impact on their 
health from various natural, environmental, and socio-hygienic factors”. 

For urbanized areas, the main factor causing such an impact is physical and chemical transformation of the lower 
atmosphere due to pollution. According to the World Health Organization (WHO), 99% of the global population lived 
in areas with high concentrations of air pollutants in 2022. Air pollution also caused premature deaths of about 7 million 
people worldwide in the same year. It is important to note that the analysis of the effects of environmental factors in 
Russia shows that about 70% of non-communicable diseases can be attributed to atmospheric air pollution [1]. 


2On the State of Sanitary and Epidemiological Welfare of the Population in the Russian Federation in 2021. State Report. URL: 
https://www.rospotrebnadzor.ru/documents/details php7ELEMENT_ ID=21796 (accessed: 20.04.2024). (In Russ.) 
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As practice shows, concentrations of pollutants that are dangerous to public health are often found in central parts of 
large cities and territories located near industrial facilities or transport routes. Therefore, the assessment of air pollution 
in these areas is still a pressing issue in the field of environmental research. A reliable way to measure air pollution is 
through the use of risk indicators that can help to determine the impact of pollution on public health. This approach 
allows for a comprehensive understanding of the scale of air pollution's impact on the population, which can 
complement the current Russian system for assessing effects of pollution on health. 

Currently, slightly less than half of the total population of the Russian Federation lives in urbanized areas with high 
and very high air pollution’. The convenient transport location and the labor potential of Novocherkassk contributed to 
the formation of a diversified industrial complex that has a significant impact on the environment and public health. In 
2021, Novocherkassk was added to the list of cities of the Russian Federation with the highest level of atmospheric air 
pollution [2]. Due to its status as a major production and logistics hub in the Rostov region, Novocherkassk is the focus 
of this study, as it has the highest level of air pollution among all cities in the region. 

Most of large industrial enterprises in Novocherkassk are located in an industrial area, away from the historical city 
center along the floodplain of the Tuzlov River. The only exception is the Novocherkassk GRES, which is located near 
the Donskoy district, which was incorporated into Novocherkassk in 2004. In the eastern wind direction, the air from 
the Novocherkassk GRES flows into the city and pollutes the air. In the western and southwestern directions, it affects 
the air in the Donskoy district. It is important to note that the self-purification coefficient of the atmosphere in this area 
is 4.39 per year. This does not contribute to the dispersal of anthropogenic pollutants [3, 4]. This is due to the high 
frequency of meteorological events that lead to the accumulation of harmful substances to dangerous levels in the 
surface air. In addition, the amount of green space in the urban area of Novocherkassk only accounts for 44% of the 
recommended amount, which is not enough to effectively purify the air. 

It seems to the authors that there has not been a comprehensive assessment of surface air pollution in urban areas 
recently. Only in 2017, three stationary monitoring stations for surface air quality began operating here, and before that, 
route observations were the only method used to monitor the air quality within the city. This study aims to assess the 
health risks posed to the population of Novocherkassk due to pollution of the upper layers of the atmosphere. 

To achieve this goal, we have carried out the following tasks: 

1. We have assessed the level of air pollution in the city. 

2. We have calculated numerical values of coefficients and indices related to non-carcinogenic effects on public 
health in acute and chronic situations. 

3. We have conducted calculations of public health risks caused by chronic intoxication and the immediate effects of 
various pollutants. 

4. We have identified the contribution of pollutants to the formation of public health indicators. 

Materials and Methods. The study was based on data from stationary air pollution monitoring posts operated by 
the Federal State Budgetary Institution “North Caucasus Department of Hydrometeorological Service”. These posts 
collected data on the concentrations of various airborne pollutants in Novocherkassk between 2017 and 2021 [5]. Three 
of these posts were operational in Novocherkassk since 2017. They were designated as Posts I, II, and III in the study. 
Post I was located in the city center, at the intersection of major highways. Post III was in the area influenced by 
industrial enterprises. Post II was also in the impact zone of industrial activity, but was located at an intersection of 
highways as well. 

Due to the insufficient number of monitoring posts for atmospheric air pollution, it was recommended to create two 
additional posts, one of which, conventionally designated as Post 1, should to be placed in a residential area on 
Petrovskaya Street, 1. To monitor atmospheric air pollution near Novocherkasskaya GRES, it was proposed to create a 
post in the Donskoy district, conventionally designated as Post 2. The existing stationary monitoring posts for 
atmospheric air pollution (designated as numbers I, II, and III) and recommended for monitoring the city's air quality 
(designated as numbers | and 2) are shown in Figure 1. 

In order to achieve the goal of the study, we calculated the multiplicity of the average annual and maximum single 
concentrations of airborne pollutants analyzed, which corresponded to the maximum allowable hygienic standards. We 
also calculated the level of outdoor air pollution using indicator P’. 

Calculation of indicator P was carried out according to formula: 


Poly x7, () 


where, K — multiplicity of exceeding the MPC of substances of various hazard classes reduced to the third class. 


3On the State and Environmental Protection of the Russian Federation in 2021. State Report. URL: 
https://www.mnr.gov.ru/docs/gosudarstvennye_doklady/gosudarstvennyy doklad_o sostoyanii_i_ob_okhrane_okruzhayushchey_sredy_rossiyskoy f 
ederatsii_v_2021 /?ysclid=lwoteqy14b32 1565566 (accessed: 19.04.2024). (In Russ.) 

4 Guidelines for Assessing the Risk to Public Health from Exposure to Chemicals that Pollute the Environment. R2.1.10.192-04. URL: 
https://docs.cntd.ru/document/1200037399 (accessed: 28.03.2024). (In Russ.) 
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Fig. 1. Monitoring posts for atmospheric air pollution in the city of Novocherkassk5 


The choice of non-carcinogenic effects as risk indicators was determined by the list of harmful substances of non- 
carcinogenic action®, the concentrations of which were monitored at stationary monitoring posts for atmospheric air 
pollution in Novocherkassk. 

The method of calculating coefficients and indices of non-carcinogenic effects in chronic and acute exposure was 
used as the main method of risk assessment [6, 7]. As an additional procedure, the risks of chronic intoxication and 
immediate action were determined?, 

Results. Increased emissions from motor vehicles and industrial enterprises led to dangerous air pollution in 
Novocherkassk. Thus, from 2017 to 2021, the average annual concentrations of suspended solids, nitrogen dioxides, 
carbon oxides, formaldehyde were exceeded, which have both carcinogenic and non-carcinogenic effects on public 
health. At the same time, the greatest multiplicities of exceeding the average daily MPC over the studied period of time 
were revealed for average annual concentrations of suspended solids (from 1.8 to 6 MPC), formaldehyde (from 0.7 to 
2.7 MPC), nitrogen dioxides (from 0.4 to 2.2 MPC), carbon oxides (from 0.63 to 2.17 MPC). 

It is important to note that the greatest multiplicities of exceeding of the maximum single MPC were also detected in 
the case of suspended solids and carbon monoxide, amounting to 2.0—-13.2 MPC and 1.25—10.0 MPC, respectively. The 
excess of MPC of formaldehyde in the surface air of the city reached 1.44—3.74, nitrogen dioxide — 0.45—1.85. The 
average annual and maximum single concentrations of sulfur dioxide and nitrogen oxides during the studied time 
interval, as shown by the conducted studies, did not exceed the values of the corresponding MPC. 

Based on the average annual concentrations of the substances assessed, we calculated the values of complex 
parameter P, which ranged from 4.0 to 5.0 over the specified period. This allowed us to conclude that there was a 
dangerous level of surface air pollution. 

Calculations of parameter P, based on the maximum single concentration of the substances studied in this work, 
revealed a worrying level of contamination of the surface layer, since the values of parameter P were 22.0-28.5. 


5 Ecological Bulletin of the Don.URL: _https://xn--dlahaoghbejbc5k.xn--p1ai/about/projects/all/19/?ysclid=lwotyc7mh7723274679 (accessed: 
28.03.2024). (In Russ.) 

®R2.1.10.192-04. Guidelines for Assessing the Risk to Public Health from Exposure to Chemicals that Pollute the Environment. Electronic fund of 
legal and regulatory documents. URL: https://docs.cntd.ru/document/1200037399 (accessed: 28.03.2024). (In Russ.) 

7 Cancer. World Health Organization (April 21, 2024). URL: https://www.who.int/health-topics/cancer#tab=tab_1 (accessed: 28.03.2024). 
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Within the limits of Post II, the highest values of parameter P were identified, estimated by the average annual and 
maximum single concentrations of pollutants considered in this study. As shown by the analysis of values of risk 
indices of chronic exposure calculated in the work, depending on the location of the observation post, their values 
varied from 33.5 to 37.1. The range of values of the acute exposure index was 15.9-22.6. 

According to medical statistics, the respiratory system was the most vulnerable to acute and chronic health effects. 
The proportion of respiratory disorders ranged from 38.22% to 42.37%. The contribution of the above-mentioned 
threats and failures in the human respiratory system to the overall level of the acute exposure index reached maximum 
values — from 45.47 to 49.81%. Therefore, it was obvious that the increased level of pollution of the surface air layer 
posed a greater risk of acute exposure, which was consistent with both theoretical models and practical observations. 

The value of the total risk of chronic intoxication varied depending on the location of the observation post — from 
0.24 to 0.28. The risk level of chronic intoxication, as calculations showed, was mainly formed due to concentrations of 
suspended solids, the contribution of which caused a wide range of values (from 35.27 to 47.81%) depending on the 
location of the observation post of the atmospheric environmental monitoring network. Significant values of maximum 
risk for individual impurities led to high levels of the total risk from pollutants identified in the studied composition 

It is interesting to note that within observation Posts I and II located near highways, the value of the total risk of 
immediate action was significantly influenced by the maximum risk level in terms of suspended matter concentrations, 
reaching values of 0.58 and 0.69, respectively. 

Near Post III, high concentrations of carbon monoxide, causing a significant level of maximum risk, led to an 
increase in the total risk values to 0.58. 

The air pollution analysis results in Novocherkassk were compared to data from the monitoring of surface air 
pollution in Rostov-on-Don of the same range of pollutants for the period from 2017 to 2021. 

The assessment of air pollution levels in Rostov-on-Don was based on the analysis of data collected from three air 
pollution monitoring stations located in different parts of the city by the Federal State Budgetary Institution “North 
Caucasian Department of Hydrometeorological Service” (Posts 51, 52, 55), which had the most representative spectrum 
of substances taken into account [8]. 

Thus, Post 51 was located in the central part of Rostov-on-Don, at the intersection of highways with heavy traffic; 
Post 52 was close to the location of industrial enterprises; Post 55 was located in the residential area of the city. 

Table | presents the results of the comparative assessment of the levels of air pollution in urbanized and industrial 
territories of Novocherkassk and Rostov-on-Don for 2017—2021. Indicators illustrating the level of air pollution turned 
out to be more than 1.5 times higher in Novocherkassk than in Rostov-on-Don. 

In Rostov-on-Don, the contribution of suspended solids to the immediate health risk was 24% higher than in 
Novocherkassk. However, in Novocherkassk, the contribution of carbon oxide concentration to this type of risk was 
2.5 times more significant than in Rostov-on-Don [9]. 


bl 
Assessment of atmospheric air pollution levels in Novocherkassk and Rostov-on-Don _ 
Indicator Novocherkassk Rostov-on-Don 
P parameter for average annual concentrations 4.42 2.63 
P parameter for maximum concentrations 24.59 23.52 
Hazard index for chronic exposure 35.70 24.34 
Hazard index for acute exposure 19.47 20.94 
Risk of chronic intoxication 0.25 0.18 
Risk of immediate action 0.61 0.53 


The results of the assessment of contributions of various airborne pollutants to the risk of immediate action are 
presented in Figures 2 and 3. 
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Nitrogen dioxide 
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Suspended solids 
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Fig. 2. Contribution of pollutants to the risk of immediate health effects for the population of Novocherkassk 
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Fig. 3. Contribution of pollutants to the risk of immediate health effects for the population of Rostov-on-Don 


Meanwhile, there were no significant differences between these two cities in terms of the contribution of pollutants 
to the risk of chronic intoxication. 

Discussion and Conclusion. The calculations and analysis of the findings in this study reveal that the level of 
surface air pollution in Novocherkassk, which is harmful to public health, is caused not only by the significant 
emissions from industrial plants and vehicles but also by a combination of such natural and human-made factors as 
insufficient rainfall against the backdrop of frequent meteorological conditions that facilitate the accumulation of 
human-made pollutants in the surface layer, with a decrease in the proportion of green spaces, including urban forests 
and park areas [10]. 

Among the most significant results of the study are the following: 

1. The state of the surface air layer within Novocherkassk is unfavorable, since the established pollution levels 
exceed permissible sanitary and hygienic standards. The highest danger to the health of the city's population is posed by 
suspended solids and carbon oxides in the surface layer. 
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2. The analysis of the results of calculations of indicator P within Novocherkassk allowed us to establish a 
dangerous level of air pollution. At the same time, the accumulation of pollutants in the atmosphere of Rostov-on-Don 
was assessed as causing concern. 

3. Exposure to polluted air can lead to symptoms of chronic poisoning in 240 to 280 out of every thousand people. 
When maximum concentrations of pollutants are reached, 579 to 692 residents may experience adverse reactions. 

4. The most significant concern is the pollution of air space in Novocherkassk, particularly within the boundaries of 
Post II, which is located at the junction of highways and near the impact zone of industrial enterprises. 

5. Due to the dangerous level of atmospheric air pollution, it is recommended to expand the area of green spaces and 
create two additional monitoring posts for atmospheric pollution: in the residential area of the city and near 
Novocherkassk GRES, in the Donskoy district. 
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Abstract 

Introduction. The emergence of new vector-borne diseases necessitates the development of adequate medical 
regulations, prevention measures, rehabilitation programs, etc. Among all these measures, timeliness is the most crucial 
element, which cannot be achieved without reliable forecasting of the epidemic situation. In fact, the situation can 
deteriorate when two epidemics occur simultaneously, emphasizing the need for predicting the corresponding time 
intervals accurately. The aim of this study is to scientifically predict the periods when traditional influenza and 
COVID-19 epidemics may overlap. 

Materials and Methods. The scientific research was based on the analysis of statistical data, which was processed using 
Fourier decomposition and autoregression techniques to study and predict various processes. The original mathematical 
model of COVID-19 dynamics was adjusted with new statistical data. The resulting scale-time and random 
characteristics of COVID-19 within the model were compared with known parameters of traditional influenza. 

Results. It was established that the dynamics of the COVID-19 epidemic had a pronounced seasonal character with a 
frequency of three times a year. It was found that the method of forecasting COVID-19 incidence using Fourier 
decomposition was not reliable, but it allowed for a good description of the observed dynamics of the epidemic. 
Autoregressive analysis, on the other hand, was only suitable for short-term forecasting of coronavirus epidemics. The 
features of the two seasonal diseases, COVID-19 and influenza, have been compared, and the moments when their 
combined effects on a person would be particularly harmful have been predicted. 

Discussion and Conclusion. All methods of mathematical analysis have convincingly demonstrated that the frequency 
of COVID-19 outbreaks occurs three times per year, while influenza occurs annually. During times when the activities 
of both viruses (coronavirus and influenza) coincide, special attention should be paid and measures taken to reduce the 
risk of contracting a seasonal viral infection, including through regular vaccination. 


Keywords: epidemic, pandemic, COVID-19, epidemiological characteristics of the virus, counteracting the spread of 
COVID-19, mathematical model of epidemic process, omicron 
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AHHOTalna 

Beedenue. lossnenve HOBbIX TpaHCMHCCHBHBIX 3a00JeBaHH TpebyeT paspaOOTKH COOTBETCTBYIOINMX JIedeOHBbIX periaMeH- 
TOB, Mep IIpeqynpexyeHHa OouesHH, CXemM peaOwIMTalMn UT. 0. BaxkHeiitHM 3JIeMeHTOM BCeX OO03HaYeHHBIX BBILIe Mepo- 
IIPHATHHM ABIIACTCA CBOCBPEMEHHOCTS, KOTOpad HEBO3SMO%KHA Oe3 HaGKHOrO NPOTHOSHPOBaHHA STIMACMHMYeCKOM OOCTAHOBKH. 
@akTH4ecKH STIMAeMHMYeCcKad CHTyalA MOXKeT OOOCTPHTCA IPH HAIOXKeHHUM BYX IIMeMHi, YTO aKTyaJIM3yeT TIpOrHO3Hpo- 
BaHHe COOTBETCTBYIOLNMX BPCMeHHBIX MHTepBaos. Llemb TaHHoli padoTbl — HayyHo OOocHOBaHHOe TipeycKa3aHHe MepHoros, 
OTBCYAIOLNIMX HasIOXKCHHIO STIMCMMM TpayMUMOHHOrO rpuiiiia W BHOBb HosBuBIeroca COVID-19. 

Mamepuanoi u memoooi. Hayuusie u3bICKaHWA OCHOBBIBAIOTCA Ha aHaIM3e CTATHCTHYCCKHX JJaHHBIX. JIA W3y4yeHHA U 
TIpOrHO3HpOBaHHA TIPOWeCcOB HCHOMb3OBaHbI TEXHUKU Dypbe-pa3zloxKeHHA HW aBTOperpeccuu. CkoppekTupoBaHa OpH- 
THHaJIbHad MaTeMaTH4ecKad MOJeb THHamMuKH COVID-19 c yyeToM HOBBIX CTaTHCTH4eCKHX JaHHbIx. ComocTaBJIeHbl 
pe3yIbTHpyrollve MaciiTaOHO-BpeMeHHBIe H CiIyualiHble XapakTepucTuKu COVID-19 B pamkax MojeuIM C H3BeECTHBIMU 
llapaMeTpaMu TpadMuUMoHHOro rpuna. 

Pezyibomamol ucciedoeanua. YcTaHoOBeHO, YTO WHHaMuKa smMyemun COVID-19 umeer apko BbIpaxKeHHBI Ce30H- 
HbIMf XapakTep C IePHOAM4HOCTHIO TPH pa3a B To. BpIABIeHO, 4TO aIrOpHTM MporHo3a 3adoeBaemoctu COVID-19 
MeTOJOM Dypbe-pa3sIOKCHHA HE ABJIACTCA Hae%KHbIM, OHAKO MO3BOIACT XOPOLWIO OMMCaTh HaOmIOWAaeMy!O AHHAaMUKy 
pa3sBHTHA 91MemMun. ABTOperpecCHOHHBIM aHasIM3 NMOAXOAUT JMIb Id KpaTKOCpOuHOro MpOrHO3HpOBaHHA KOpoHa- 
BUpycHon smufAemMun. ConocTaBseHbI OCOOeHHOCTH TeYeHHA AByX 3a00JIeBAHH Ce30HHOTO XapakTepa — COVID-19 u 
rpunna. CiporHo3sHpoBaHbl MOMEHTHI, Kora HX COBMECTHOE JeHCTBHe Ha YeOBeKa OKAKETCA OCOOCHHO MaryOHEM. 
O6cystcdenue u 3aKjuoY4enua. Bce MeTOAbI MaTeMaTHYeCKOrO aHasIM3a yOeAUTeIbHO WOKa3aIu, YTO TepHOAH4YHOCTS 
Bcrbiek COVID-19 — TpwxabI B roy, a rpunnma — exerogHo. B nepHoysi, korga WelvicTBua JByx BUpycoB (KopoHa- 
Bupyca HM rpulina) HakabIBaIOTCA, CleqyeT ObITh OCOOO OCTOPOXKHBIMH UH COOMIOZaTb Mepbl, HalipaBJIeHHble Ha CHH- 
2KeHHe PHcKa 3a00eTb Ce30HHOM BUPyCHOM HH(PeKUMeH, B TOM YHCIe MpOBOAMTS perysIApHY!O BaKIMHAaLHI0. 


Kunouesble copa: svyemua, NaHyemus, COVID-19, snuqemuonormueckne XapaKTepHCTHKM BUpyca, MpoTuBOLeH- 
cTBHe paciipoctpaHenuro COVID-19, MaremaTuyeckad MOJesIb STIMJEMH4ECKOrO TIpolecca, OMUKPOH 


Baarojapuoctu. ABToppl BbIpaxKaloT Ocobyio OsarosapHOCTb KOHCyIbTaHTy Hay4Horo upoexta O.B. AyeHko, JOUeH- 
TY, KaHquUyaTy PU3HKO-MaTeMaTHYeCKHX HayK, KOTOPbIM BHEC HEMaJIOBaXKHbIM BKIa], B COMOCTaBsIeHHe XapaKTepHCTHK 
Bupycos rpunna uw COVID-19 u gan WeHHbIe 3aMeuaHHaA Ipu O*OpMIIeHH WaHHO paooTsl. 


Aisa WuTHpoBannsa. Asumosa H.H., 3auposa JI.X., Epmaxos A.C., Jlanoma E.H. Yrounenve mporno3a 3a00s1eBaeMo- 
ctu COVID-19 c HanoxxKeHHeM Ha Ce30HHBIe BCIIBIINKH puna. bezonacHocmb mexHozeHHbIx U NPUPOOHbIX CucmeM. 
2024;8(3):57-66. https://doi.org/10.23947/2541-9129-2024-8-3-57-66 


Introduction. Harmful effects of epidemics on humans and their livelihoods as a whole are prevented through the 
constant improvement of preventive measures. These measures aim to break the chain of disease transmission, reduce 
its severity, and reduce the risk of infection. These elements have been carefully developed for seasonal viral diseases, 
such as SARS and influenza, in particular. The emergence of new vector-borne diseases requires the development of 
new measures, such as medical regulations, prevention strategies, rehabilitation plans, medications, and specialized 
medical facilities. An example of this is the recent COVID-19 pandemic and the response from global governments and 
healthcare systems [1]. The most important aspect of these measures is their timeliness, which requires reliable 
forecasting of epidemic situations. 

The aim of this study is to identify the periods of overlap between traditional influenza epidemics and the recently 
emerged COVID-19 pandemic. This information will help us prepare for future outbreaks, minimizing the severity and 
impact of the diseases. 

Materials and Methods. The emergence of new epidemiological data for the period from September 23, 2021, to 
March 3, 2023, requires a radical revision of the previous scenario for the development of the disease. Specifically, the 
previous scenario assumed that the pandemic would continue indefinitely, with an average daily incidence of 600,000 
people, fluctuating three times per year with an amplitude of +300,000. This corresponded to what was referred to as 
the “pessimistic” scenario. However, the emergence of new viral strains has led to an increased fitness between the 
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virus and human hosts, redirecting the dynamics of COVID-19 towards an “optimistic” trajectory. This development 
necessitates adjusting the mathematical model in order to accurately predict the timing and magnitude of disease 
outbreaks [2, 3]. To accomplish this, the following objectives should be addressed: 

1. to clarify the results of parametric identification of the external model based on new data [4]; 

2. to assess the impact of the regular component and random factors on the dynamics of the pandemic; 

3. to make a forecast of the epidemic situation using both a stochastic model (adjusted based on new data) and new 
algorithms — Fourier analysis and autoregression; 

4. to compare the resulting time-scale and random characteristics of COVID-19 within the framework of the model 
with the known parameters of traditional influenza. 

As a template function describing the dynamics of COVID-19, we take 


Al a+cos(Br+y) | 
ch? (Bt+C) 


®(t, 4,B,C,D,E,F,a,B,7,5,) = + D[1+th(Et+F)|(&+cos(8t+e)). (1) 
The first term of this function corresponds to a high peak caused by the Omicron strain. The second term represents 
the scenario where morbidity exits to an average level of 500,000 people, oscillating around this value with a frequency 
of B/(2x). The parameters included in equation (1) have an obvious meaning of duration, frequency, amplitude and 
initial phase of individual disease modes. 
To find all the parameters of model (1), according to the updated WHO data for the period from 01.04.2022 to 
03.03.2023, we solved a significantly nonlinear mathematical programming problem: 


Ub =, (Ig O(t;, A,B,C, D,E, F,0,B,7,8,6)—lg®;) > min. (2) 


The results of parametric identification (1) are shown in Table | and in Figure 1. 


Table 1 
Numerical characteristics of the COVID-19 template morbidity model 
A B Cc D E F Pi B y 3 € ® 
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Fig. 1. Results of calculating the number of cases by date 
According to the calculations performed, formula (1) takes the form: 
ete? a +cos (0.0431 -1.827) | 
ch? 0.036t — 25.085 


Js 159[ 1+ th(0.009 — 1.280) |(4.346+ cos(0.043¢ +1.767)). (3) 


Oscillation period is 147 days versus 120-125 in the previous version of model [2]. However, this increase appears 
to be an artifact (Fig. 1) and is the result of a failure of the morbidity phase in an outbreak of omicron. Value (y — ) 
characterizes the phase shift between the incidence of traditional COVID-19 and omicron modification. 
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The removal of the trend and oscillatory components from the data prevented us from obtaining a purely noise 
background (Fig. 2) [5]. This is due to the presence of some non-linear interaction in reality that does not fit within the 
framework of our model (3). 
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Fig. 2. Error in the approximation of WHO data by model (3) 


The inability to accurately describe the dynamics of COVID-19 with 11-parametric function (1) encourages the use 
of alternative approaches for this purpose. 

The results of representing the observed dynamics of the epidemic using Fourier decomposition with 40 and 100 
harmonics are shown in Fig. 3. 
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Fig. 3. The initial dynamics of the epidemic and its Fourier approximation. The initial data is shown in blue. The Fourier 
decomposition with 100 harmonics is shown in yellow, and the decomposition with 40 harmonics is in red 


Comparison of the data in Figures | and 3 shows that considering a larger number of modes allows for a better 
description of the real dynamics of the epidemic. This is supported by both the slower decrease of a; coefficients in the 
decomposition (Fig. 4) and the more dispersed nature of the residual random component (Fig. 5). 
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Fig. 5. The result of the elimination of the Fourier image from the source data: 


a — Fourier decomposition into 40 harmonics; b — Fourier decomposition into 100 harmonics 


According to the data in Figure 5, the residual relative noise is random. In practice, knowledge of the Fourier 
expansion coefficients a; [6] makes it possible to synthesize a regularly random function for forecasting [7]. To make 
the result more transparent, only the trend is included in the forecast line (brown in Fig. 6) and compared with new 
statistical data [8]. The comparison suggests that the proposed algorithm does not provide long-term forecasts [9]. 
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Fig. 6. Forecast of epidemic situation based on Fourier decomposition in comparison with new WHO data. Orange indicates a model 
based on the Fourier decomposition of a time series; brown indicates the predicted development of the coronavirus; blue indicates the 
initial data; dark blue indicates the real data compared to the predicted values 


In this regard, the possibility of improving the quality of forecasting based on the autoregressive approach is 
investigated. The autoregression procedure is regulated by the following algorithm: 1) initialization of the initial data; 
2) a suitable model is selected, depending on the characteristics of the time series and the requirements of the forecast; 
3) training the model on a training sample; 4) validation of the model (checking the quality of the forecast on a test 
sample); 5) forecasting. 

The dynamics of the epidemic have been predicted from March 4, 2023 until the present, comparing the results with 
current WHO data [6-8]. The results of this comparison are shown in Figure 7. As it can be seen, the autoregression 
technique is only suitable as a tool for short-term forecasting. 
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Fig. 7. Forecast of epidemic situation based on the autoregression method in comparison with new WHO data. The blue dots indicate 
the source data; orange — predicted values; green — real data compared to predicted values 


Due to the fact that COVID-19 has rapidly evolved into a seasonal viral disease, it is interesting to compare its 
epidemic characteristics with those of influenza, as well as to analyze the combined effects of two virulent diseases on 
the human population. 

To successfully compare the characteristics of the COVID-19 and influenza epidemics, statistical data on the 
incidence of influenza on a global scale from 03.01.2000 to 03.20.2023 were used, which can be found on the resource 
and shown in Figure 8. 
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Fig. 8. Actual data on the influenza incidence according to WHO data 
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The logistic dependence was used as a trend model for the influenza epidemic [10] (Fig. 9): 
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(4) 

Initialization of the model using mathematical programming methods gives the following parameter values: 
u = 6,847 thousand people/day (the maximum average incidence of influenza); n = 0.29 years"! (the rate of increase in 
the coverage of patients with the global morbidity control system); y= 2,013.9 year (the moment of half coverage of 
patients with the accounting system). Within the framework of this trend model, the incidence of influenza is reaching a 


historical plateau, and its recorded growth is associated exclusively with informatization in healthcare. 
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Fig. 9. Initialization of the influenza incidence trend. The blue color represents the incidence of influenza on a logarithmic scale; the 
orange line shows the assumed exponential trend; the yellow one shows trend model (4) 


If you know the trend you can exclude it from the observed statistics and thereby highlight the oscillatory 
component: 
P(t)=A-sin® (Bt+o). (5) 
The degree of sine chosen here equal to 6 is responsible for the “blurring” of the outbreak of the disease over time. 
To find the coefficients of the model, optimization problem should be solved 
¥,(F-P)° > min, (6) 
where F’; — incidence; P; — model value; 7 € [1,1212]. 
The results of the calculations are shown in Figure 10 and can be calculated using the following formula: 
P(t) =5.03-sin® (3.2-t-0.29). (7) 
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Fig. 10. The result of solving the optimization problem for the improved trend. The blue color shows the initial data cleared from the 
trend; the yellow color shows the curve corresponding to the random component 
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The presented data indicate that the influenza epidemic is a seasonal process that occurs annually [11, 12]. This 
means that, depending on the timing of the initial stages of epidemics, overlapping periods of high morbidity can occur. 
To determine these moments, the dynamics of influenza and COVID-19 incidence is presented in parametric form 
based on the results of [2]: 


G(t) =5.03-sin® fs 15+ 2,022.4 +s }-0. 8] — Ma rpurina,; (8) 


K()=1402-sin(0.043-1-4 — qa COVID-19. (9) 


In formulas (8, 9), time ¢ is counted from moment fp = {03.01.2000} in units of one day. The standard representation 
of these data in Figure 11 is not informative, which prompts them to be converted into a parametric form (Fig. 12). 
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Fig. 11. Comparison of the dynamics of incidence of COVID-19 and influenza in relative units. The curve corresponding to the 
incidence of COVID-19 is shown in green, and the incidence of influenza is shown in orange 


Since all methods of mathematical analysis have convincingly proved that COVID-19 outbreaks occur three times a 
year and influenza occurs annually, we will plot the data in Figure 11 in a parametric form (Fig. 12) 
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Fig. 12. Comparison of the dynamics of incidence of COVID-19 and influenza in parametric form 


The joint display of the incidence of influenza and COVID-19, as shown in Figure 12, allows us to identify the most 
challenging moments when the effects of these two viruses overlap. During these periods, it is especially important to 
be cautious and follow all regulations for sanitary and epidemic control [13-15]. Currently, we are in a situation 
indicated by a yellow dot on the graph. From the most severe moment in terms of the epidemic (the red area), we are 
separated by approximately 580 days. 

Results. As a result of our research, we have reached the following conclusions: 

1. We have made significant adjustments to align the existing model with new data. 

2. Previous estimates of the severity of COVID-19 were overly pessimistic. 

3. We used new methods, such as Fourier analysis and autoregressive techniques, to increase the information 
content and reliability of our analysis and epidemic forecasting. 

4. Even with the combined use of these methods, we can only make a short-term forecast. 

5. We compared the features of two seasonal diseases, COVID-19 and influenza. 

6. We predicted the moments when the combined effect of these diseases will be most harmful to humans. 


Safety of Technogenic and Natural Systems. 2024;8(3):57-66. eISSN 2541-9129 


Discussion and Conclusion. The authors substantiate the need to reliably predict the coincidence of peaks in the 
incidence of influenza and COVID-19. It is shown that the visibility of the coincidence is achieved by presenting the 
dynamics of both diseases in a parametric form. It has been established that due to the multiplicity of the period of both 
epidemics, the maximum and minimum danger of their imposition is also periodic. Numerical indicators of the cyclical 
nature of epidemics were revealed according to experimental data by direct approximation, Fourier decomposition and 
autoregressive algorithm. A computer experiment has shown that even the combined use of these methods allows only a 
short-term forecast of the epidemic situation. The authors predicted the moments when the peaks of the incidence of 
influenza and COVID-19 will coincide. 
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Abstract 

Introduction. Heat treatment is a common post-processing operation applied to powder steel (PS) after deformation. 
The fundamental principles of heat treatment theory, developed for solid materials, also apply to PS. However, the 
specific structure of PS introduces quantitative and qualitative differences in the kinetics of heat treatment processes. 
Therefore, it is important to understand the effect of heat treatment on the structure and properties of PS when 
developing new materials. The aim of this study is to investigate phase transformations in sintered powder steels during 
cooling and to determine their mechanical properties after heat treatment. 

Materials and Methods. The study used domestic powders of brands PZHRV 2.200.28 (TU 14-1-5365-98) 
and PL-N4D2M (TU 14-5402-2002) produced by PJSC Severstal (Cherepovets). During the mixing process, ultrafine 
additives of silicon nitride (Si3N4) and nickel oxide (NiO) manufactured by Plasnotherm (Moscow) were added to the 
charge. Before use, the powders were tested on a universal laser particle size measuring device (FRITSCH 
ANALYSETTE 22 MicroTec plus) and a submicron particle analyzer (Beckman COULTER No. 5). To prepare the 
charge, we used a two-cone mixer RT-NMOSS (Taiwan) and an ultrasonic station for sieving and mixing powders with 
ultrafine particles Assonic SPC (China). Static cold pressing was carried out in laboratory molds on a hydraulic press 
model TS0500-6 (China) with a maximum force of 50 tons. Homogenizing sintering was performed in the laboratory of 
heat treatment at the Department of Materials Science and Technology of Metals at Don State Technical University in a 
muffle electric furnace model 6.7/1300 in the temperature range of 900-1150°C, in a protective gas 
environment — dissociated ammonia. Sintering time was 15—180 minutes. Heat treatment of sintered powder steels was 
also performed in these furnaces. Quenching of sintered samples was carried out at a temperature of 800°C. The initial 
porosity of sintered samples was 10.15.25%. Sintered samples were cooled at a temperature between 100 and 300°C. 
Tensile testing was conducted in accordance with GOST 18227-851, using a floor-mounted servohydraulic tensile testing 
machine MGS-V15 in an automatic mode, with the help of a personal computer. Hardness was measured using a Rockwell 
hardness tester TK-2M with a diamond cone indenter under a total load of 1471 N. 

Results. The study conducted allowed us to identify the patterns of phase transformation in powder-sintered steels with ultra-fine 
particles during cooling after quenching. We experimentally determined the values of critical cooling points for powder-sintered 
eutectic steels at cooling rates of 60-400°C per minute. Additionally, we determined the mechanical properties of sintered 
powder steels with ultrafine particles depending on the temperature range of transformations 

Discussion and Conclusion. The research has allowed us to establish the effect of ultrafine particles on the temperature 
of the critical points of sintered eutectoid PS, to construct diagrams of isothermal transformation of austenite, as well as 
to determine the mechanical properties of powder-sintered steels containing ultrafine particles. The analysis of the 
results obtained from the research has shown a multifaceted impact of nickel oxide and silicon nitride particles on phase 
transformations in powder-sintered steel. 


© Egorov MS, Egorova RV, Lopatin VYu, 2024 


' GOST 18227-85 (ISO 2740-86). Powder materials. Tensile test method. URL: https://docs.cntd.ru/document/1200010599 (accessed: 12.04.2024). 
(In Russ.) 
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AHHOTalna 


Beedenue. Tepmuueckaa oOpaborka sBsIAeTCA HanOosIee paclpoctpaHeHHOH MocreyqesopMal|HOHHOH OMepaluel, IpHMe- 
HACMOM K TOPOWIKOBBIM cTaaM (JIC). pununnuanbyble 1oso%KeHHA TeOpHH 3TOTO TIpolecca, paspaOoTaHHBle JIA KOM- 
TlaKTHBIX MaTepHaioB, ClipaBeAIMBbI H [Id paccMaTpuBaembIx ITC. OnHako cnemMduKa CTpyKTypbI MOCIeAHUX BHOCHT 
KOJIM4ECTBEHHBIC HU KAYeCCTBCHHbIC H3MCHCHHA B KHHETHKY TMpOWeccoB, NpOHCXOAMIUX IPH pa3sIM4HbIX Bax TepMHye- 
ckoH oOpadotku. Tlostomy mpu pa3spadoTKe HOBBIX MaTepHasIoB HeOOXOAMMO yyeATb OoNbuIOe BHHMAaHHe BJIMAHHIO 
TepMH4YecKoH OOpadoTKH Ha UX CTpyKTypy H cBolicTBa. B cBAaA3H C ITHM LeJIbIO JaHHOTO HCCHeAOBAaHHA ABIIACTCA AHAJIN3 
(pa30BBbIX IIpeBpallleHHii B MOPOUIKOBBIX CIe4eHHBIX CTaJIAX TIpH OXIAKCHHH U OMmpeyesyeHHe UX MCXaHHYeCKHX CBOHCTB. 

Mamepuanot u memoooi. B padote ucnob30BaHbl OTeYeCTBeHHBbIe MOpowkH MapoK IDKPB 2.200.28 (TY 14-1-5365-98) u 
TUI-H4J12M (TY 14-5402-2002) nponsBoyctBa TAO «Cepepctasb» (r. Uepertoser). [pu cmewmBaHHu B WHXTy 200aBiA- 
JIMCb yJIbTpaycriepcuble WOOaBKH HUTpuya Kpemuns (Si3N4) H oKcHya HuKeIA (NiO) npousBoycTBa KomMaHHH «I L1a3H0- 
Tepm» (r. Mocxsa). Ilepey, ucrtob30BaHHeM MOPOLWIKH MIpOXOAHIM KOHTPOJIb Ha YHMBepCasIbHOM JIa3epHOM IpHOope 13Me- 
peHHa pa3mepa uacTruy (Mogemb FRITSCH ANALYSETTE 22 MicroTec plus) 4 aHamm3atope cyOMMKPOHHBIX 4acTHI 
(Beckman COULTER Ne 5). J[na mpurotopmeHHa UIMXTbI HCHONb30BaIHCb JIBYXKOHYCHbIM cMecHTeb MapKu RT- 
NMOS5S (Taiigans) 4 yIbTpa3ByKOBad CTAHLMA JIA IpOCeMBaHHA HM CMCLUMBaHHA MOpOllkKa C yiIbTpayqHciepCHbIMM YacTHa- 
mu Assonic SPC (Kuraii). Crarmueckoe xosloqHoe TpeccoBaHe MIpoBOAMIOCb B JIadopaTOpHBIx mpecc-ctbopMax Ha rHypaB- 
JIM4eCKOM IIpecce Moyen TS0500-6 (Kutaii) ¢ MaKCHMaJIbHBIM ycrstHem B 50 ToHH. TomoreHH3upyroulee CiieKaHHe MIpoBe- 
J{eHO B JaOopaTopHu TepMuyecKoli OOpaboTKH KadezpEl «MatepvasiopeyeHue WM TexHouoruM MetaioB» JITTY B mydesp- 
HOM 9eKTponewH Moyen SNOL 6,7/1300 B quana30He Temneparyp 900-1150 °C B cpege 3ammMTHOro rasa — WMccommupo- 
BaHHOro aMMvaka. Bpema criekaHua — 15-180 muuyrt. B takux 2Ke Teyax NpOUB3BOAWIAacb U TepMHyecKkad OOpaborkKa crie- 
YeHHBIX MOPOWKOBBIX CTaslei. 3akaJIKa OCYIIeCTBIAIaCh Ha CIe4CHHBIX OOpazyax pH Temmepatype 800 °C. Ucxonnaa 
TIOpHCTOCTb cCIeYeHHbIX oOOpa3loB coctaBiata 10,15,25%. Ormyck creyeHHbIxX oOpa3ll0B Mpoxoyu upH 
tTemuepatype 100-300 °C. Ucnprranua Ha pacts>KeHHe TpOBOAMJIMCb B CooTBeTcTBHH Cc TOCT 18227-85 c ncnomb30BaHHeM 
CepBOrMApaBIM4eCKON HanOsbHOM pa3pbIBHOM MawiMHbI MT'C-B 15 B aproMaTH4ecKOM pexKHMe C TOMOLIbIO MepCOHAJIbHO- 
ro KoMubroTepa. Jd H3MepeHHA TBEPAOCTH HCMOb30BasICA TBepqOMep PoxsBeswia TK-2M c WHeCHTHPOBaHHBIM aJIMa3HbIM 
KOHYCOM Ip oOulei Harpy3Ke 1471 H. 

Pe3yivmamot ucciedosanua. B padote BbINOJHeHbI HCCICOBaHHA, KOTOPbIe MO3BOJIMIIM OMMpeeIMTb 3aKOHOMEpHO- 
CTH (a30BbIx IpeBpaleHHii B MOPOWIKOBbIX CIMeCYCHHBIX CTAIAX C YIbTpayHMcCiHepCHbIMH YaCTHWAaMH Ip OxTaKTeHHH 
Tocue ONepaluu 3aKaIKH. OKCHePHMeHTAJIbHO ONpeeeHbI 3HAYCHHA KPHTHYeECKHX TOUeK OXIAKTCHHA JIA cieueH- 
HBbIX IOPOWIKOBBIX CTasleil IBTEKTOHAHOTO CocTaBa JIA CKOpocTet oxsaKyeHu1 60-400 °C/mun. Onpeyemensl TakoKe 
MeXaHH4ecKHe CBOHCTBa CIICYCHHbIX NOPOUIKOBBIX CTasieH C yIbTpayUCiepCHbIMM YaCTHIaMH B 3ABHCHMOCTH OT TeM- 
llepaTypHOro HHTepBalla TIpeBpaljeHui. 

O6cyorcoenue u 3akmouenue. ViccneqoBaHva NO3BOJIMIIM YCTAaHOBUTb BIMAHHE YIbTpagquCcnepcHbIX YaCcTHI, Ha TeMIIe- 
patypy Kputwyuecknx ToueKk cneyeHHBIX TIC sBTeKTOMAHOrO COCTaBa, HOCTPOHTb MarpaMMbl H3OTeEPMH4eCKOrO Tpe- 
BpalljeHuA AayCTeHUTA, a TakKe Ope eIMTb MexaHWuecKHe CBOMCTBa CIC4CHHbIX MOPOMIKOBBIX CTaslel C yIbTpauc- 
TepCHbIMH YacTuWaMHv. AHaIIM3 MOJYYCHHBIX pe3yJIbTATOB HCCIeAOBAaHHM NOKa3all pasHOHalipaBeHHoe BIIMAHMe Ya- 
CTHI OKCHa HUKeJIA HM HATpHla KpeMHHA Ha (pa30Bble MpeBpallleHHA B MOPOLIKOBBIX CIICUCHHBIX CTAJIAX. 
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KoroueBble c10Ba: CIICYCHHbIe TIOPOMKOBBbIC CTaIH, YIbTpayqHCHepcHble WacTHUbI, KODUTHYCCKHE TOUKH OXJIaxKICHHA, 
W30TCPMHAeCKOe IIpeBpalteHe, MCXaHHecKHe CBOMCTBa 


Buarogapuoctu. 3a oMolb B HOuyYeHHH uM OOcCyxKTeHHH pe3yIbTaTOB MCCIIeOBaHHA AaBTOPbI BbIparKalOT 
MCKPeCHHIOIO MPH3HaTeIbHOCTb coTpyaqHuKamM Kadenppr WIMu®Il] HUTY MMCuC wu smmuno youenty, Kanaquaaty 
TexHuueckHx Hayk B.FO. Jlonatuny, corTpyqHukaM Kadeypsr «Matepuanopeyenve u TexHOIOorMM MeTasIoB» JITTY 
JOKTOpy TeXHHYecKHX HayK, wUpodeccopy B.H.Ilycrosoiiry, oxropy TexHw4uecKHx HayK, lmpodeccopy 
¥O.M. JlomOposckomy. 
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Introduction. Heat treatment is understood as a set of heating, holding at high temperatures and cooling operations 
in order to change the structure and workability of the material, improve the combination of its mechanical and physical 
properties without changing the shape and size of the product. Heat treatment is an effective method of increasing 
physical and mechanical properties and wear resistance of steel [1]. 

Specific features of sintered steels (porosity, heterogeneity of structure, high oxidation capacity, etc.) make it 
difficult to use the technological modes of heat treatment developed for cast steels, although the main patterns of 
processes occurring during heating and cooling of compact steel can be transferred to sintered materials [2]. 

Studies of powder materials, including heat treatment, show a significant effect of porosity, as one of the features of 
their structure, on the development of phase transformations both during heating and cooling [3]. The presence of pores 
in powder materials and powder steels, as well as a high content of non-metallic inclusions, including those that modify 
the structure and density of dislocations, facilitate the formation of nuclei of new phases. This statement is supported by 
the results of thermodynamic analysis of phase transformations conducted on the basis of relevant data [4]. 

The aim of this work is to identify the features of the kinetics of phase transformations in powder sintered steels 
with ultrafine particles during cooling, to determine their mechanical properties depending on the temperature range. 
The main task of the study in this regard is to analyze the effect of porosity and cooling rate on the change in the 
position of critical points Ar; and Ar3, as well as the effect of ultrafine additives on the initial phase of austenite 
decomposition and the mechanical properties of sintered powder steels 

Materials and Methods. Powders of PZhRV 2.200.287 and N4D2M? brands by PJSC Severstal (Cherepovets) and 
ultrafine particles of nickel oxide and silicon nitride from Plasmotherm were used in the work*. Table 1 presents data on 
the total chemical composition. 


Table | 
Chemical composition of powders 


Mass content of components, % 
Powder grade 
| 


PZhRV 
N4D2M 0.400—0.500 | 3.600—-4.400 | 0 : 0.050 0.150 0.020 | 0.020 


Technological properties of PZhRV 2.200.26 powder: bulk density was from 2.4 to 3.0 g/cm’, fluidity was no more 
than 37 sec/50 g, density at P = 700 MPa was 7.0-7.05 g/cm}, strength at density of 6.5 g/cm? was more than 
14. N/mm?. The analog was the powders of the Swedish company Héganis: AHC 100.29, NC 100.24, SC100.26, 
ASC100.29. Scope of application: shock absorption group parts, transmission parts, body parts, gears, connecting rods, 
couplings, bushings, etc. 

According to TU 14-5402-2002, the powder of PL-N4D2M brand produced by Severstal contained 4% of nickel, 
1.5% of copper and 0.5% of molybdenum. It was developed by specialists of Central Research Institute chermet named 
after Baikov. It was based on the iron powder of the PZHRV line. The final product was a partially alloyed mixture with 
excellent compaction (at a compacting pressure of 600 MPa, the density values were at least 7.1 g/cm’). 


> TU 14-5365-98. Iron powder, sprayed with air. (In Russ.) 
3 TU 14-5402-2002. Diffusion-doped iron powder. (In Russ.) 
4 Plasmotherm LLC company. Metal Nanopowders. URL: https://plasmotherm.ru/catalog/metal/item_4.html (accessed: 12.04.2024). (In Russ.) 
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Figure | provides the morphology of the studied powders. 


Fig. 1. Powder particles: a — PL-N4D2M; b — PZhRV 2.200.26 


Figure 2 shows a SEM image of ultrafine nickel oxide particles. Table 2 shows the properties of nickel oxide 
particles. The powder had a wide particle size distribution and represented individual spherical particles>. 


Fig. 2. SEM images of ultrafine NiO particles 


Table 2 
Main properties and characteristics of ultrafine nickel oxide powder 
Production technology Plasma chemical synthesis 

Powder color black 

Particle size, nm 50-85 

Average size of agglomerates, um 30-80 

Specific surface area, m?/g 5-20 

Content of the main component, % 99.8 

Table 3 shows the characteristics of ultrafine nitride powder’®. 

Table 3 


Characteristics of ultrafine silicon nitride powder 


Parameter Value 
Particle size, nm 10-30 
Specific geometric surface, m?/g 50-140 
Content of the main component, % 99.75 


5 TU 14-5402-2002 Diffusion-doped iron powder. (In Russ.) 
6 Td. 
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Ultrafine particles had a shape of needles (Fig. 3), formed fleecy flakes after contact with water and did not change 
size after ultrasonic treatment’. 


Fig. 3. Image through a scanning electron microscope of ultrafine Si3Na particles: 
a — general view of the particle; b — particles at magnification 10° 


Experiments. Pressing was carried out using laboratory molds and a hydraulic press model TS0500-6 (China) with 
a maximum force of 30 tons. The prismatic blanks were molded in a mold shown in Figure 4. This mold consisted of 
container (1), two semi-matrixes (2), punch (3), inserts (4), which were made of tool steels U8, U10OA. Their hardness 
after heat treatment reached 55-62 HRC. The residual porosity of the samples after pressing, depending on the applied 
pressure, was 10-40%. The prismatic blanks after molding had dimensions of 9.5x54.3 mm. 


Fig. 4. Diagram of the mold for cold pressing of prismatic samples 


7 TU 14-5402-2002 Diffusion-doped iron powder. (In Russ.) 


Chemical Technologies, Materials Sciences, Metallurgy 


https://bps-journal.ru 


72 


Egorov MS, et al. Phase Transformations in Powder Sintered Steels during Cooling 


Figure 5 shows a mold used for the production of tensile strength test samples. 


Ln 


Fig 5. Laboratory mold for the manufacture of tensile test samples according to GOST 8227-98 
for cold-pressed and sintered samples 


Sintering and heat treatment were carried out in the laboratory of heat treatment at the Department of Materials 
Science and Technology of Metals at Don State Technical University in a chamber electric furnace with protective 
atmosphere PKZ-1.0-7 (Russia) in a temperature range 900-1150 °C in a protective gas environment — dissociated 
ammonia (Fig. 6). Sintering time was 15—180 minutes. 


Fig. 6. Laboratory chamber electric furnace with protective atmosphere PKZ-1.0-7 


Results. Let us imagine the process of phase transformations of powder sintered steels depending on their structural 
state. The dependence of the location of points A,; and A,;3 was established depending on such parameters as cooling 
rate (Voxx), porosity of samples and the introduction of ultrafine particles into the steel (Fig. 7). These parameters have 
different effects on the temperature ranges of phase transformations and the kinetics of austenite transformation [5]. A 
higher cooling rate slowed down, and greater porosity accelerated the transformation of austenite, shifting temperature 
ranges in opposite directions. 

The effect of nickel oxide and silicon nitride additives was multidirectional [6]. If the first additive lowered the 
temperature of critical points, then the second one increased it. Table 4 provides the values of critical points for 
sintered PS of eutectoid composition for cooling rates of 60-400 °C/min. For PS based on N4D2M powder, the 
temperature of critical points was lower than that of iron powder, due to a slowdown in diffusion processes in the 


alloyed matrix [7]. 
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Ai(A3) ———— Ai(As) 
Tan 
(Tar) 
Cooling rate Porosity 
a) b) 


Fig. 7. Dependence of the position of points Ar; and Ar3 for powder steels: 1 — clear; 2 — PS + 1 % NiO, 3 — PS + 0.2 % Si3N4; 
a — on cooling rate; b — on porosity 


Table 4 


Temperature points Ar, and Ar3 of powder steels 


Base of the alloy Carbon content Porosity, % Point A,;temperature, C Point A;3temperature 

10 695*; 693**; 690*** 725; 722; 719 

0.5 20 705; 702; 698 730; 727; 720 

30 712; 710; 708 737; 735; 732 
PZhRV 2.200.26 10 715: 713: 710 = 
0.8 20 718; 713; 708 — 
30 720; 716; 712 — 

10 693; 690; 688 723; 720; 717 

0.5 20 703; 700; 696 728; 725; 718 

PZhRV 2.200.26 30 710; 708; 705 735; 732; 728 
+ 1% NiO 10 712; 710; 708 = 
0.8 20 716; 711; 705 = 
30 723; 720; 716 = 

10 700; 695; 693 730; 726; 722 

0.5 20 710; 707; 702 736; 732; 726 

PZhRV 2.200.26 30 718; 715; 712 740; 737; 735 
+ 0.2% Si3N4 10 720; 722; 724 — 
0.8 20 723; 720; 717 = 
30 725; 722; 718 = 

10 692; 690; 687 723; 719; 715 

ee ad 20 700; 698; 695 726; 723; 716 

30 708; 705; 702 734; 730; 728 
10 710; 708; 702 = 
0.8 20 714; 711; 706 — 
30 717; 712; 708 = 

10 690; 686; 682 720; 717; 713 

0.5 20 700; 696; 692 725; 722; 716 

N4D2M + 30 705; 703; 697 730; 728; 722 
1% NiO 10 707; 704; 698 - 
0.8 20 711; 708; 706 = 
30 715; 710; 706 = 

10 696; 692; 688 724; 720; 718 

N4D2M 0.5 20 706; 702; 698 732; 728; 722 

+ 0.2% Si3Na 30 714; 710; 706 736; 730; 725 
0.8 10 716; 714; 710 = 
20 718; 720; 722 = 
30 720; 722; 726 — 


Note: cooling rates, °/min: *-60,; **—200,; ***—400 
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Upon slow cooling, austenite decomposed into a eutectoid ferrite-cementite mixture, the dispersion of which 
depended on the degree of supercooling [8]. During the incubation period, supercooled austenite remained stable, but 
after that, its decay began. C-shaped curves were used to describe the decay of austenite (Fig. 8) [9]. 

The analysis of the diagrams of isothermal transformation of austenite of powdered steels PZhRV 2.200.26 + 0.8%C 
and N4D2M + 0.8%C showed that with increasing porosity, the stability of supercooled austenite decreased, as 
evidenced by the displacement of C-shaped curves to the left. The area of minimum stability of austenite moved 
towards elevated temperatures. The total time of isothermal decomposition of austenite increased. 


uae 30% ae 
700 We cieesie = 700 
C {Ti 20%, 10% 
500 SSAC 
ae call 500 
300 SSHISSH 300 sien 
100 
10 10? 10° 10* Igt(t, s) HOM 10 10? 10° 10% Igt(t, s) 
1 10 100 1 10 100 
t, min t, min 
a) b) 


Fig. 8. Diagram of isothermal transformation of austenite samples with porosity of 10, 20, 30%: a — from steel PZhRV 2.200.26 + 
0.8% C; b — from steel N4D2M + 0.8 % 


When using an alloyed powder, the C-shaped curves shifted to the left and to the region of lower temperatures, which 
confirmed the theoretical position about the diffusive nature of the formation of a ferrite-cementite mixture during the 
decomposition of austenite. How did ultrafine additives (0.2 % Si3N4 and 1 % NiO) affect the decomposition of austenite? To 
determine this, experiments were conducted in the field of minimal austenite stability. The results are shown in Figure 9. The 
solid line is steel based on PZhRV 2.200.26 powder, the dashed line is steel based on N4D2M powder. 


T, °C 
640 : 
620 


600 al 
580 
560 a 
540 
520 = 


500 
480 
460 a O-Si:N, 


440 
let (t, s) 10 20 
Fig. 9. The effect of ultrafine additives in steel based on PZhRV 2.200.26 powder (dashed markers) and in steel based on N4D2M 
powder (unshaded markers) on the initial phase of austenite decomposition 


The addition of silicon nitride promoted the decomposition of austenite, increasing the temperature of the minimum 
stability of austenite, and shortening the incubation period [9]. This was due to the creation of areas of facilitated appearance 
of ferrite and iron carbide nuclei by the inclusions of the additive. The addition of nickel oxide led to an increase in the nickel 
content in the solid solution, which slowed down the diffusion processes and the decomposition of austenite. 

It was shown in [10] that in the temperature range 700-600 °C austenite decomposed into lamellar perlite. At a 
temperature of minimal stability, the product of austenite decomposition was troostite, and in the temperature range 
from 500 to 250 °C, austenite transformation occurred with the formation of bainite. 

In proeutectoid steels, the decomposition of austenite was preceded by the release of ferrite. At the same time, the 
pore surface was an area of predominant release and growth of ferritic inclusions, compared with high-angle 
boundaries [11]. Such a mechanism of nucleation of ferrite grains caused the absence of a Widmanstatten structure that 
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reduced mechanical properties. The release of the excess ferritic component occurred in stages. First, a micro-volume 
with a crystalline structure close to the equilibrium structure of ferrite was formed. Then this micro-volume was 
transformed into a stable center of a new phase by diffusive changes in the chemical composition [12]. 

The peculiarity of the powder structure of steel, namely the presence of free pore surfaces with increased diffusion 
mobility of atoms, led to the predominant nucleation of the ferritic phase on these surfaces, which was reflected in the 
displacement of C-curves of austenite transformation in the diagrams. Table 5 shows the mechanical properties of 
sintered PS (porosity 10%) depending on the temperature range of transformation [13]. 


Table 5 
Mechanical properties of sintered powder steels 
Steel composition Temperature range, °C ini a 
Oz, MPa HRB 6, % 
700-680 220 70 11 
PZhRV 2.200.26 + 0.8% °C 650-630 260 82 13 
600-550 280 88 13 
700-680 222 71 11 
PZhRV 2.200.26 + 0.8% °C + 1% NiO 650-630 262 83 12 
600-550 281 89 12 
700-680 270 85 10 
PZhRV 2.200.26 + 0.8% °C + 0.2% Si3Na4 650-630 290 90 10 
600-550 310 95 9 
680-660 780 80 8 
N4D2M + 0.8% °C 630-600 795 83 9 
570-540 800 87 10 
680-660 850 92 11 
N4D2M + 0.8% °C + 1% NiO 630-600 860 103 11 
570-540 880 106 12 
680-660 810 102 7 
N4D3M + 0.8% °C + 0.2% Si3Na 630-600 860 105 8 
570-540 880 108 8 


Discussion and Conclusion. As a result of the studies, it was found that increasing the cooling rate reduced the 
temperature range of austenite decomposition. This, in turn, led to an increase in the discreteness of the ferrite- 
cementite mixture, which resulted in an increase in tensile strength and hardness [14]. The addition of nickel oxide to 
the charge based on PZhRV 2.200.26 powder had a negligible effect on the mechanical properties of steel. The 
beneficial effect of this additive was manifested at the sintering stage, during which the oxide was reduced and nickel 
dissolved in the iron matrix. Cooling after sintering led to the formation of a pearlitic structure without 
metallographically detectable dispersed hardening inclusions. Therefore, during subsequent heat treatment based on 
austenite-pearlite transformation, there was no hardening effect from additional inclusions. When using N4D2M 
powder, the effect of the nickel oxide additive introduced into the charge was more noticeable. This circumstance was 
explained by the concentration of nickel in the ferritic component up to 5% and an increase in the efficiency of ferrite 
hardening with an increase in the nickel content in solid solution [15]. Unlike nickel oxide, silicon nitride particles that 
were added to the charge remained as inclusions in the steel's structure, contributing to the formation of new phase 
nucleation during austenite decomposition. This contributed to increased tensile strength and hardness through the 
effect of dispersion hardening [16]. The analysis of diagrams of isothermal transformations of austenite of powdered 
steels PZhRV 2.200.26 + 0.8%C and N4D2M + 0.8% with a porosity of 10, 20, 30% was carried out. When using an 
alloyed powder, the C-shaped curves shifted to the left and to the region of lower temperatures, which confirmed the 
theoretical position about the diffusive nature of the formation of a ferrite-cementite mixture during the decomposition 
of austenite. The dependencies of the mechanical properties of sintered powder steels with ultrafine particles on the 
temperature range of transformations were determined. 
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Abstract 

Introduction. High-strength aluminum-based alloys of the Al-Zn-Mg-Cu alloying system are commonly used in aircraft 
manufacturing. However, there is a need to address the issue of achieving the desired level of mechanical properties in 
large-scale parts made from these alloys during heat treatment. Additionally, studies on the evaluation of corrosion 
resistance during heat treatment are also essential. The aim of this work was to determine the modes of heat treatment to 
achieve the necessary values of mechanical properties and resistance to corrosion cracking of parts made of large-sized 
deformed blanks of alloys of the Al-Zn-Mg-Cu alloying system. 

Materials and Methods. The research was conducted on parts made from forged 1933 alloy forgings and B93pch 
stamped blanks. The influence of heat treatment on the mechanical properties (strength, ductility, hardness) and 
microstructure, as well as electrical conductivity, was determined. Tensile tests were carried out both on samples 
subjected to heat treatment after cutting from forgings and stamped blanks, and on samples cut from massive templets 
that were heat treated together with the products. Electrical conductivity allowed us to assess the level of solid solution 
supersaturation and predict resistance to corrosion cracking. 

Results. The results of the study showed the necessity of a differentiated approach to assigning the duration of aging 
stages, depending on the alloy grade, configuration, and dimensions of the products, as well as the requirements for the 
level of properties. Variants and modes of heat treatment were proposed for products made from alloys 1933 and 
B93pch, providing the necessary level of mechanical properties and resistance to corrosion cracking. 

Discussion and Conclusion. Cases of inconsistency in strength properties in the longitudinal and transverse (in width) 
directions of the fiber of parts made from large-sized blanks of alloys 1933 and B93pch have been established. Modes 
and options for heat treatment of parts were proposed, allowing the achievement of the required values of mechanical 
properties and corrosion resistance. This provides for a halving of the aging time for alloy 1933 or an increase of 25% 
for alloy B9Spch. 


Keywords: aluminum alloys, large-sized products, heat treatment, structure, properties 
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AHHOTalna 

Beedenue. Bricoxonpounble ciiaBbl Ha asIKOMMHHeBOH OCHOBe CHCTeMbI JIerHpoBaHua Al-Zn-Mg-Cu umpoxko Hcnolb3y- 
IOTCA JIA W3FOTOBICHHA eTalei aBMallMOHHOM TexHuKu. TpeOyeT pelieHua mpoOsema JocTwKeHuA HeOoOxoszMMOrO 
YpOBHA MexXaHH4ecKHX CBOMCTB KpyMHoradapHTHBIXx JleTaei H3 CIWIaBOB ITOM CHCTeMBI JIerHpoBaHHA IIpH TepMuyecKol 
oOpaboTke. AKTyaJIbHbI TakKxKe HCCIIeqOBAaHHA 110 OL|eHKe OCOOeHHOCTel (POPMHpOBaHHA KOPpO3HOHHBIX CBOMCTB B IIpO- 
yecce peaiu3aljvn Onepalui TepMuyeckon oOpaboTKn. Lem WaHHo padoTEl — onpeyeIUTb pexKHMbI TepMHyecKON 06- 
paOoTKH JIA WOcTwKeHHA HEOOXOAHMBIX 3HaYeCHHM MeXaHHYeCKHX CBOMCTB H CTOMKOCTH K KOppo3HOHHOMYy pacTpecKH- 
BaHHIO JeTaslel 43 KpyHOraOapHTHBIX JePOpMHpOBaHHBIX 3aPOTOBOK CIIaBOB CHCTeMBI JIerupoBaHusa Al-Zn-Mg-Cu. 
Mamepuansi u memoooi. ViccneqopaHua BbINOsIHeHbI Ha JeTaJiax, W3OTABJIMBaeMBIX M3 MOKOBOK criiaBa 1933 u 
IITAMMOBaHHBIX 3arOTOBOK criaBa B93my. OnpeseaIOch BIIMAHHe PeyxKHMOB TepMHYeCKON OOpaOoTKH Ha KOMIIJICKC 
MeXaHH4eCKHX CBOHMCTB (XapaKTepHCTHKM MPOUYHOCTH, IWIaCTHYHOCTH, TBEPAOCTH), MHKPOCTpyKTypy H 9JIeKTporpo- 
BOJHOCTE criaBoB. UcnbitaHud Ha pacTwKeHHe PeaM30BbIBaJIMCh KaK Ha OOpa3lax, MOABeprHyTbIX TepMHYecKoH 06- 
paOoTKe Tlocie BbIPe3KH M3 MOKOBOK H IWITAMIMOBaHHBbIX 3afOTOBOK, TaK HM Ha OOpa3ilax, BbIPe3aHHbIX H3 MaCCHBHBIX 
TEMIWICTOB, KOTOpbIe NOABeprasiHcb TepMHYeCKON OOpaboTKe BMECTE C H3ACHAMH. QCKTPONPOBOAHOCTS NO3sBOAIA 
OWeCHHBaTb CTeMeHb MepecbIMeHHOCTH TBepAOTO pacTBOpa MH MPOrHO3SHPOBAaTb COMPOTHBIIACMOCTh CIIIaBa KOPpO3HOH- 
HOMY pacTpeCKHBaHH10. 

Pezynemamot uccnedoeanua. Wloxa3aHa HeOOxoAMMOCTS AuddepeHuUMpoBaHHOrTO MOAXoNa K Ha3HaveHHIO JVIMTeIbBHOCTH 
CTyMeHei CTapeHHA B 3aBMCHMOCTH OT MapKM cIVIaBa, KOH(urypauHu uM radOapvHToB U3eNMi, TpeOoBaHHii K ypOBHIO 
cBolcTs. IIpeqoxKeHbI BapHaHTbI M PexKHMbI TepMHYecKOM OOpaooTKH JIA H3AeunH v3 crulaBoB 1933 u B93n4, obecre- 
YMBaIOlHe HEOOXOAMMBIM ypOBeHb MeXaHHYeCKHX CBOMCTB MH COMPOTHBJIACMOCTH KOppO3HOHHOMY pacTpecKHBaHHI0. 
O6cystcOenue u 3aKIo“enue. YcTaHOBIIeHb! CilyYa HECOOTBETCTBHA NPOUHOCTHBIX CBOHMCTB B TIPOAOJIbHOM HM Torepe4- 
HOM (110 WWHpvHe) HallpaBJIeHHAX BOJIOKHA JeTaslei, H3rOTaBJIMBaeMBbIX 3 KPyMHOradapuTHBIX 3arOTOBOK CIuIaBoB 1933 vu 
B93. [peaoxKeHbI pexkKHMbI H BapHaHTbI TepMiYecKOH OOpaboTKH eTasel, MOZBONMIOWMe OCTHraTb TpeOyeMbIx 
3HaveHHH MeXaHH4eCKHX CBOMCTB HM KOppO3HOHHOM CTOMKOCTH, KOTOpbIe IpeyCMaTpHBaIOT COKpallleHHe B Ba pa3za (UIA 
craBa 1933) wim yBemmuenue Ha 25 % (a0 cryiaBa B9Sr4) BpeMeHH BbIDepxKKH Mp CTyMeHAX CTapeHHA. 


Kunr0ueBble CJIOBa: asIKOMHHVeBEIC CIJIaBBI, KpymHoraOapuTHBle V3 eJIMA, TCDMH4eCKaA oOpadorTka, CTpyKTypa, CBOHCTBa 


BaarogqapHocrn. ABTODBI BbIpaxKalot OarolapHOcTB peqakKiMH HU penweH3eHTaM 3a BHHMaTeCJIbBHOe OTHOMICHHeE K 
CTaTbe HW YKa3aHHble 3aMedaHHA, YCTpaHeHHe KOTOPbIX NO3BOJIMJIO HOBbICHTb Ce KayeCcTBO. 


Jia waTupopanua. Mypatos B.C., Akumos H.C. BamaHne pexumMos TepMiyeckol oOpadoTKH Ha CTpyKTypy HM CBOLCTBa 
KpyuHoraOapHTHBIx V3{eIMi MepcieKTHBHOM aBHalj[MOHHOM TexXHHKH v3 cryiaBoB cucTembl Al-Zn-Mg-Cu. Bezonacuocmo 
MeXHOZEHHbIX U NpUpOOHoIx cucmem. 2024;8(3):78-87. https://doi.org/10.23947/254 1-9 129-2024-8-3-78-87 


Introduction. In the production of modern and promising aircrafts and helicopters of new generation, first and 
foremost, attention should be paid to the reliability and safety of flights and transportation [1], as well as the reduction 
in product weight [2]. This requires the use of high-strength alloys [3] with good fatigue resistance [4], fracture 
toughness [5], and corrosion resistance [6]. In recent years, high-strength aluminum alloys, in particular alloys 1933 and 
B93pch, have been widely used for the production of new promising civil aircrafts such as SSJ-NEW, MS-21, Tu-214, 
Il-96, etc. They are designed for the manufacture of critical power components of the aircraft — frames, traverse, 
fittings, rods, frames, housings, spars [7]. Aluminum high-strength alloys [8] of Al-Zn-Mg-Cu alloying system [9] are 
one of the main structural materials [10] for the manufacture of aviation equipment [11]. This group includes alloys of 
grades B93 [12], B93pch [13], B95 [14], B95och [15], B9Spch [16], 1933. Alloy 1933 is a modification of alloy B93, 
not differing from B93 in terms of content of the main components. Alloy 1933 contains 0.12% Zr instead of Fe as an 
additive. Such a change in composition provides higher strength, fracture toughness and fatigue resistance, but 
alloy 1933 has a lower hardenability than alloy B93 [17]. 
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One of the challenges in ensuring the successful operation of products made from alloys based on the Al-Zn-Mg-Cu system is 
ensuring sufficient corrosion resistance. Analysis of the corrosion damage processes in aluminum alloys has shown that the 
development of structural deterioration under the main corrosion mechanisms — corrosion cracking (CC) and intergranular 
damage — occurs in a similar manner. It should be noted that CC is mainly inherent in dispersion-hardened aluminum-based 
alloys. CC is not typical for alloys characterized by a reduced supersaturation of solid solution. The sensitivity to CC of 
alloys [15] of a certain alloying system depends on the number of alloying elements [17]. 

Susceptibility of aluminum alloys to CC reliably correlates with the degree of supersaturation of solid solutions and 
is significantly less dependent on the electron concentration and inhomogeneity of electrochemical potential that occurs 
during the decomposition of supersaturated solid solutions. The process of delayed destruction, occurring in mildly 
aggressive environments (for example, in air having a relative humidity of about 50%), develops at sufficiently high 
values of atomic concentration of elements used for alloying. Aluminum alloys of the Al-Zn-Mg-Cu alloying system 
have a 10 CC score, which means corrosion damage in mildly aggressive environments on uncut samples. At the same 
time, the main way to increase resistance to dangerous types of corrosion is the development and implementation of 
stepwise modes of softening aging (T2, T3)!. 

According to [18], reliable correlations of mechanical properties (yield strength oo, strength os, elongation 4) and 
values of specific electrical conductivity y were obtained for aluminum alloys hardened during heat treatment. It has 
been revealed that with a decrease in the specific electrical conductivity of such alloys, strength increases and ductility 
decreases. It should be borne in mind that the values of electrical properties are determined not only by the chemical 
composition of alloys, but also by the peculiarities of the state of the crystal lattice structure, which are formed by the 
modes of deformation and thermal treatments. All of the above makes it possible to evaluate corrosion resistance based 
on electrical conductivity values. 

There is a problem with the formation of specified properties in large-sized parts made from alloys 1933 and 
B93pch, which are used for SSJ-NEW and Tu-214 aircraft, after heat treatment. It is also necessary to conduct research 
to assess the characteristics of how the level of mechanical and corrosion properties is formed in critical power 
components during heat treatment operations. 

The aim of the authors of this article is to determine heat treatment modes to achieve the necessary values of 
mechanical properties and resistance to corrosion cracking of parts made of large-sized deformed blanks of alloys of the 
Al-Zn-Mg-Cu alloying system. 

Materials and Methods. The research was conducted on parts made from large-sized forgings of the 1933 alloy 
produced at the Kamensk-Ural Metallurgical Plant, and stamped blanks made of the B93pch alloy produced at the 
Arkonik SMP (Samara). Figure | provides the dimensions of the forgings. The overall dimensions of the stamped 
blanks were 1790x980 mm. Chemical composition of the studied alloys is shown in Table 1. 

Heat treatment of the products was carried out in electric furnaces PA-56 and PA-54. Microstructural studies were 
performed using an Olympus GX71 light microscope. Electrical conductivity measurements were conducted with a 
Constant K6 device. Mechanical properties were tested in accordance with GOST 1497-84. The test samples were made 
from templets (cut from blanks) of sizes 70x70x140 mm, which were heat-treated together with the products. 
Proportional cylindrical W type samples with initial diameters of 5mm or 15 mm were used. Tensile tests of the 
samples were performed on a GURM-20 installation. The Brinell method was used to determine their hardness 
(GOST 9012-9, ISO 410-82)?. 


2,545*1(2,485) 


930;18 
(885) 


Fig. 1. Sketch of a large-sized forging made of alloy 1933 


'GOST 1497-84. Metals. Methods o f tension test. Moscow: Standartinform; 2008. 26p. URL: _https://files.stroyinf.ru/Data2/ 
1/4294852/4294852801.pdf (accessed: 29.04.2024). (In Russ.) 

2 GOST 9012-59. ISO 410-82 Metals. Method of Brinell hardness measurement. Moscow: Standartinform; 2008. 40 p URL: https://files.stroyinf.ru 
/Data2/1/4294850/4294850482.pdf (accessed: 29.04.2024). (In Russ.) 
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Table | 
Chemical composition of the studied alloys (wt., %) 


Alloy Si Fe Cu Mn Mg Cr Zn Ti Zr Be Al 


1933 0.020 | 0.090 | 0.900 | 0.010 | 1.800 | 0.010 | 6.500 | 0.400 0.040 0.001 Base 


B93pch 7 0.310 | 1.000 7 1.900 - 6.700 | 0.010 7 - Base 


Figure 2 shows the parts subjected to hardening heat treatment (arrows indicate the places where the electrical 
conductivity of the alloy was measured). 


Fig. 2. Heat-treated parts: a — traverse made of 1933 alloy; b — frame of the shock-absorbing strut made of B93pch alloy 


Results. Studies in the state as received (after annealing) of the macrostructure of forgings and stamped workpieces, 
fractures, and performed ultrasonic inspection did not reveal unacceptable deviations. The electrical conductivity of 
alloy 1933 was 24.7 mSm/m, and for alloy B93h — 23.5 mSm/m. Figure 3 shows the microstructure of the 1933 alloy 
in the delivery state. The grain structure of the alloy did not have a pronounced oriented character. 


Fig. 3. Microstructure of alloy 1933 in the state as received 


The characteristics of mechanical properties on longitudinal and transverse in width and transverse in thickness samples, 
which were made from forged and stamped blanks, were determined. Heat treatment of samples (standard version) was 
performed according to the following modes: alloy 1933 — the temperature of heating for quenching was 470 °C, cooling in 
water with a temperature of 75—85 °C, artificial aging: 1 stage — 110°C (holding time 24 hours, air cooling), 2 stage — 180 °C 
(holding time 10-12 hours, cooling outdoors); alloy B93pch — quenching heating temperature 460°C, holding time 
180 minutes, cooling in water at a temperature of 75—85 °C, artificial aging: 1 stage — 120°C (holding time — 8 hours, air 
cooling), 2 stage — 170 °C (holding time — 8 hours, air cooling). The results of the studies are shown in Table 2. It follows from 
the presented data that the values obtained after heat treatment of samples cut from forgings and stamped blanks comply with the 
requirements of regulatory documents (RD). 
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Table 2 
Values of mechanical properties of heat-treated samples cut from forgings (alloy 1933) 
and stamped blanks (alloy B93pch) 
Results of mechanical properties RD Standard 
Fiber direction Os,MPa} °o” 5, % HB MPa MPa Bennet) FB et 
= MPa aie i we less than | less than 
480 17.0 440-530 7.0 
Longitudinal 4 a 
ica 480 433 | 112 430-500 mae 7.0 
480 12.2 430-530 5.0 
T in width 4 — 
ransverse in wid 500 457 80) 149 430500 390-470 5.0 ie 
Transverse in 490 8.1 163 420-500 3.0 
thickness 470 3.5 430-500 7 3.0 


Note. The numerator contains the property values for alloy 1933, and the denominator — for alloy B93pch. 

The technological process of manufacturing the products in question was multi-stage. After mechanical processing, 
hardening heat treatment was carried out on large-sized parts with complex geometries. After heat treatment of the parts 
according to traditional modes, a discrepancy in the indicators of RD mechanical properties was revealed. In this regard, 
a number of modes and options of heat treatment have been investigated (Table 3): 

Mode No. | (1933) — a typical version of heat treatment of a “traverse” part made of alloy 1933 according to the 
production instructions; 

Mode No. 2 (1933) — either a variant of repeated heat treatment carried out to correct the discrepancy in the level of 
properties after Mode No. 1 (1933), or a variant of heat treatment instead of Mode No. | (1933); 

Mode No. | (B93) — a typical variant of heat treatment of a “frame” part made of B93pch alloy according to the 
production instructions; 

Mode No. 2 (B93) — either a variant of repeated heat treatment carried out to correct the discrepancy in the level of 
properties after Mode No. | (B93), or a variant of heat treatment instead of Mode No. | (B93). 


Table 3 
Hardening heat treatment modes of “traverse” parts made of alloy 1933 and “frame” parts made of alloy B93 
Heat treatment mode Tempering First stage of aging Second stage of aging 
T =470°C, starting point 
Mode No. 1 Speiiine — es holding T=110°C, holding T = 180°C, holding 
(1933) time — 250 min., cooling time — 24h., cooling medium | time — 10-12 h., cooling 
medium — water, — air medium — air 
twater= 75—85°C 
T =470°C, starting point 
Mode No. 2 temperate — 455°C, holding T = 110°C, holding T = 180°C, holding 
(1933) time — 250 min., cooling time — 12 h., cooling time — 6 h., cooling 
medium — water, medium — air medium — air 
twater = 75—-85°C 
T = 460°C, starting point 
Netenen. -| nee  Ae nO | ta 08e Kolding ME ee, py Sena 
time — 180 min., cooling : : : time — 8 h., cooling 
(B93) : cooling medium — air : ; 
medium — water, medium —air 
twater = 75—-85°C 
T = 460 °C, starting point 
Made Nes a — ea °C, holding - = 120°C, holding = = 175°C, holding 
(B93) time — 180 min., cooling time — 10 h., cooling time — 10h., cooling 
medium — water, medium — air medium — air 
twater = 75—-85°C 
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Table 4 shows the results of evaluating the mechanical properties after the studied modes and heat treatment options 
for alloy 1933. Mode No. 2 (1933), presented in Table 3, allows you to obtain the required mechanical properties 
corresponding to RD, and this mode can also be used as a repeated heat treatment to eliminate negative results after 
processing according to Mode No. | (1933) — an unacceptably low level of alloy strength in the longitudinal and 
transverse (width) direction of fiber. 


Table 4 


Results of mechanical properties tests after hardening heat treatment of the “traverse” part made of alloy 1933 


Mechanical properties 
Heat treatment mode 
Os, MPa | 602, MPa 6, % HB 
Longitudinal direction of fiber 
Mode No. | (1933) 430 370 10.1 129 
Mode No. 2 (1933) (in re-processing option) 480 430 12.2 - 
Mode No. 2 (1933) (in option of replacing Mode No. 1) 480 400 16.1 138 
RD requirement 440-530 | 380-480 | Not less than 7.0 | Not less than 110 
Transverse direction of fiber (in width) 
Mode No. | (1933) 420 370 13.2 129 
Peed eada ae 470 450 tie = 
(in re-processing option) 
Mode No. 2 (1933) 
(in option of replacing Mode No. 1) ies a wee re 
RD requirement 430-530 | 370-470 | Not less than 4.0 | Not less than 110 
Transverse direction of fiber (in thickness) 

Mode No. (1933) 430 — 16.3 129 
Mode No. 2 (1933) (in re-processing option) 480 = 16.2 - 
Mode No. 2 (1933) (in option of replacing Mode No. 1) 460 7 10.4 138 
RD requirement 420-500 - Not less than 2.5 | Not less than 110 


Table 5 shows the results of evaluating the mechanical properties after the studied modes and heat treatment options 


for B93pch alloy. 
Table 5 
Results of mechanical properties test after hardening heat treatment of the “frame” part made of B93pch alloy 
Peng icnineuneae Mechanical properties 
o:, MPa 6, % HB 
Longitudinal direction of fiber 

Mode No. | (B93) 510 12.4 163 

Mode No. 2 (B93) (in re-processing option) 450 155 121 

Mode No. 2 (B93) (in option of replacing 

4 13.0 14 
Mode No. 1) ” e : 
RD requirement 440-500 Not less than 7.0 Not less than 110 


Transverse direction of fiber (in width) 


Mode No. | (B93) 510 Te 163 
Mode No. 2 (B93) (in re-processing option) 440 13.5 121 
Mode No. 2 (B93) (in option of replacing 
4 d 14 
Mode No. 1) ae a ° 
RD requirement 430-500 Not less than 4.0 Not less than 110 


Transverse direction of fiber (in thickness) 
Mode No.1 (B93) 490 4.0 163 
Mode No. 2 (B93) (in re-processing option) 431 9.0 121 
Mode No. 2 (B93) (in option of replacing 
4 : 14 
Mode No. 1) ee me : 
RD requirement 420-500 Not less than 3.0 Not less than 110 
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As it can be seen from the presented data, Mode No. | (B93) does not provide the required level of strength 
properties in the longitudinal and transverse (in width) directions of the fiber of the part. The level of properties is 
overestimated. At the same time, Mode No. 2 (B93) allows you to achieve the necessary property values when it is 
implemented both in the re-processing option and in the replacement option of Mode No. 1. 

Thus, the longitudinal and transverse (in width) directions of fiber are the most sensitive to the influence of heat 
treatment modes in large-sized products made of alloys of the Al-Zn-Mg-Cu system. It is possible to achieve the 
required level of strength properties by correcting the aging modes of alloys — either by reduction (alloy 1933) or by 
increase (alloy B93pch) of duration. 

The performed microstructural studies confirmed the absence of signs of burnout after quenching during processing 
in all modes and variants of heat treatment. Figure 4 shows the microstructure of the studied alloys after hardening heat 
treatment according to Mode No. 2 (1933) and Mode No. 2 (B93pch) (in options of replacing Mode No. 1). Since 
significantly longer aging was used during heat treatment of alloy B93pch, dispersed particles of strengthening phases 
are detected in the microstructure. 


b) 


Fig. 4. Structure of alloys after hardening heat treatment according to the modes: 
a — Mode No. 2 (1933); b — Mode No. 2 (B93pch) (in options of replacing Mode No. 1) 


The authors conducted studies on electrical conductivity of alloys 1933 and B93pch after different modes and 
variants of heat treatment. Based on the results of these studies, it was possible to evaluate the P.1.22 extent of 
decomposition of the supersaturated solid solution under different aging conditions, as well as the corrosion resistance 
of the alloy, according to TU 1-804-475-2008. According to the RD requirements, in order to confirm satisfactory 
corrosion resistance on semi-finished products made of alloy 1933 in the T2 and T3 states, electrical conductivity 
index (Y) should be at least 22.5 mSm/m in the T2 state and at least 23.5 mSm/m in the T3 state; for alloy B93pch, the 
electrical conductivity index should be within the range of 21-25 mSm/m. Electrical conductivity measurements were 
carried out by the device on the most massive parts of the part (indicated by arrows in Fig. 2). In the state of delivery, 
the electrical conductivity of alloy B93pch was 22.7—23.8 mSm/m. The measurement results are presented in Table 6. 
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Table 6 
Values of electrical conductivity at various stages of hardening heat treatment of alloys 1933 and B93pch 


iti f th kpi i 
Heat treatment mode CORRNO NORE WotR yere aURNE Electrical conductivity, mSm/m 
heat treatment 
After tempering 18.5-18.6 
Mode No. 1 (1933) After the Ist stage of aging 19.6-19.8 
Mode No. | (B95) 
25.1-25.9 
fuel £5.1-25.9 
After the 2nd stage of aging 3.5236 
After tempering 18.5-18.6 
Mode No. 2 (1933) 
Mode No. 2 (B95) After the Ist stage of aging 19.6-19.7 
(in re-processing option) 
. 25.1-25.7 
After the 2nd stage of aging 74.2-25.0 
After tempering 18.5-18.7 
Mode No. 2 (1933) 
Mode No. 2 (B95) After the Ist stage of aging 19.6-19.7 
(in option of replacing Mode No. 1) eer ae 75.2257 
er the 2nd stage of aging 74.3-25.0 


As follows from the above data, as the processes of decomposition of a supersaturated solid solution develop during 
aging, there is an increase in the electrical conductivity of the alloy, which is associated with a decrease in 
supersaturation of a crystal lattice with atoms of alloying elements. At the same time, despite the shortened duration of 
aging in the first and second stages, when implementing Mode No. 2 (1933), the values of electrical conductivity 
practically coincide with the values after Mode No. | (1933). This indicates a sufficiently high degree of decomposition 
of the supersaturated solid solution at the stages of aging during treatment according to Mode No. 2 (1933). The values 
of electrical conductivity of the alloy confirm its sufficient CC resistance. The electrical conductivity of alloy B93pch 
also meets the RD requirements. 

Discussion and Conclusion. During hardening heat treatment of SSJ-NEW and TU 214 aircraft parts made from 
large-sized forgings of the 1933 alloy and stamped blanks of the B93pch alloy, cases of inconsistency of strength 
properties in the longitudinal and transverse (in width) directions of fiber of the parts were revealed. 

It is shown that, depending on the configuration and dimensions of parts, the levels of the required characteristics of 
mechanical properties of aging stages duration should be assigned differentially. The modes and options of heat 
treatment of parts using a shortened (for alloy 1933) or increased (for alloy B95pch) holding time at aging stages are 
proposed, which allows you to ensure the necessary level of mechanical properties and resistance to corrosion cracking 
of large-sized products. 

The studies conducted to investigate the effect of implementing different heat treatment stages on the electrical 
conductivity of the 1933 alloy have confirmed the achievement of an adequate level of decomposition of the 
supersaturated solid solution with the use of a shortened aging period for this alloy. This approach provides the 
necessary strength and corrosion resistance levels. By extending the aging time for the B93pch alloy, a higher level of 
electrical conductivity can be achieved. 


References 

1. Mechanical Engineering. Non-Ferrous Metals and Alloys. Composite Metal Materials. Encyclopedia. In 40 vol. 
Vol. II-3. Moscow: Mashinostroenie; 2001. 880 p. (In Russ.) 

2. Kablov EN. Strategical Areas of Developing Materials and Their Processing Technologies for the Period up to 
2030. Aviation Materials and Technologies. 2012;(S):7—-17. (In Russ.) 

3. Kablov EN, Antipov VV, Odolodkova YuS, Odolodkov MS. Experience and Application Prospects of 
Aluminum-Lithium Alloys in Aircraft and Space Technology. Metallurg. 2021;(1):62—70. URL: https://library.bmstu.ru 
/Publications/Home/AuthorPublications/c00e1744-db59-4d2f-9f79-1e9e757d5105 (accessed: 29.04.2024). (In Russ.) 

4. Fridlyander IN. Memories of the Creation of Aerospace and Nuclear Technology from Aluminum Alloys. 2-nd ed. 
Moscow: Nauka; 2006. 275 p. URL: https://elib.biblioatom.ru/text/fridlyander_vospominaniya_2006/p12/ (accessed: 
29.04.2024). (In Russ.) 


Chemical Technologies, Materials Sciences, Metallurgy 


85 


https://bps-journal.ru 


86 


Safety of Technogenic and Natural Systems. 2024;8(3):78-87. eISSN 2541-9129 


5. Antipov VV, Senatorova OG, Tkachenko EA, Vakhromov PO. Aluminium Wrought Alloys. Aviation Materials 
and Technologies. 2012;(S):167—182. (In Russ.) 

6. Antipov VV, Senatorova OG, Sidelnikov VV, Popov VI, Blinova NE. Development and Application of High- 
Strength Alloys of the Al-Zn-Mg-Cu-Zr System for Aviation and Rocket Technology. In: Proceedings of the 
International scientific and technical conference “Development of the fundamentals of materials science of light alloys 
and composite materials based on them for the creation of aerospace and nuclear engineering products”. Moscow: All- 
Russian Scientific Research Institute of Aviation Materials of the National Research Center “Kurchatov Institute’; 
2013. P. 51. (In Russ.) 

7. Kablov EN. Quality Control of Materials is a Guarantee of the Safety of Aviation Equipment Operation. Aviation 
Materials and Technologies. 2001:(1);3—8. (In Russ.) 

8. Senatorov OG, Antipov VV, Bronz AV, Somov AV, Serebrennikova NYu. High-Strength and Super High- 
Strength Conventional Al-Zn-Mg-Cu System-Based Alloys, Their Role in Engineering and Possibility of Development. 
Tekhnologiya legkikh splavov. 2016;4:43—-49. (In Russ.) 

9. Kai Wen, Yunqiang Fan, Guojun Wang, Longbin Jin, Xiwu Li, Zhihui Li, et al. Aging Behavior and Precipitate 
Characterization of a High Zn-Containing Al-Zn—Mg—Cu Alloy with Various Tempers. Materials & Design. 
2016;101:16—23. http://doi.org/10.1016/j.matdes.2016.03.150 

10. Kablov EN. Innovative Developments of FSUE “VIAM” SSC of RF on Realization of “Strategic Directions of 
the Development of Materials and Technologies of Their Processing for the Period until 2030”. Aviation Materials and 
Technologies. 2015;1(34):3-33. URL: _ https://journal.viam.ru/ru/system/files/uploads/pdf/2015/2015_1 1 1.pdf 
(accessed: 29.04.2024). (In Russ.) 

11. Antipov VV. Prospects for Development of Aluminium, Magnesium and Titanium Alloys for Aerospace Engineering. 
Aviation Materials and Technologies. 2017;(S):186-194. https://doi.org/10.18577/2071-9140-2017-0-S- 186-194 (In Russ.) 

12. Kablov EN. New Generation Materials and Technologies for Their Digital Processing. Herald of the Russian 
Academy of Sciences. 2020;90(4):33 1-334. https://doi.org/10.31857/S0869587320040052 (In Russ.) 

13. Fridlyander IN. Modern Aluminum, Magnesium Alloys and Composite Materials Based on Them. 
Metallovedenie i termicheskaya obrabotka metallov. 2002;(7):24—29. (In Russ.) 

14. Nechaykina TA, Blinova NE, Ivanov AL, Kozlova OYu, Kozhekin AE. Research of the Effect of Homogenization 
and Quench Hardening Modes on the Structure and Mechanical Properties of Retail Rings From Alloy B95o.ch.-T2. 
Proceedings of VIAM. 2018;10(70):27-36. https://doi.org/10.18577/2307-6046-2018-0- 10-27-36 (In Russ.) 

15. Senatorova OG, Serebrennikova NYu, Antipov VV, Ivanov AL, Popov VI. Investigation of the Structure and Properties 
of an 80 mm Thick Plate Made of B95 p.chT2 Alloy. Tekhnologiya legkikh splavov. 2016;(2):37-42. (In Russ.) 

16. Nechaikina TA, Oglodkov MS, Ivanov AL, KozlovaOYu, Yakovlev SI, Shlyapnikov MA. Features of 
Quenching of Wide Cladding Clad Sheets Made of Aluminum Alloy B95p.ch on a Continuous Heat Treatment Line. 
Proceedings of VIAM. 2021;(11(105)):25-33. https://dot.org/10.18577/2307-6046-202 1-0-11-25-33 (In Russ.) 

17. Ovsyannikov BV. Beware of Grain Refinement. Materials Science Forum. 2014;794-796:143-148. 
http://dx.doi.org/10.4028/www.scientific.net/MSF.794-796.143 

18. Leonov VV, Nikiforov AG, Kovaleva AA. Identification of Correlations between Physical Properties of 
Aluminum Alloys. Fundamental research. 2017;(7):44-48. URL: https://elibrary.ru/item.asp?id=29771980&ysclid= 
Ixeg34pp2m868 169526 (In Russ.) 


About the Authors: 

Vladimir S. Muratov, Dr. Sci. (Eng.), Professor of the Department of Metallurgy, Powder Metallurgy, 
Nanomaterials, Samara State Technical University (244, Molodogvardeyskaya St., Samara, 443100, RF), 
SPIN-code: 1341-1718, ORCID, ResearcherID, muratov1956@mail.ru 


Nikolai S. Yakimov, Cand. Sci. (Eng.), Leading Engineer of Aviaagregat JSC (55, Zavodskoe highway, Samara, 
443009, RF), SPIN-code: 7371-3706, ORCID, ResearcherID, andrej.bakin2013@yandex.ru 


Claimed Contributorship: 
VS Muratov: academic advising, research results analysis, text revision, conclusions correction. 
NS Yakimov: formulation of the basic concept, goals and objectives of the study, conducting tests, text preparation, 


conclusions formulation. 
Conflict of Interest Statement: the authors do not have any conflict of interest. 


All authors have read and approved the final manuscript. 


Muratov VS, et al. Influence of Heat Treatment Modes on the Structure and Properties of Large-Sized Products ... 


O6 aemopax: 

Buayumup Cepreesua Myparos, oKTop TexHwuecKHxX HayK, podeccop Kadeyppl MetasmoBexeHuaA, 
TIOPOWKOBOM MeTaJUIypruu, HaHOMaTepHasioB CamapcKoro rocyapcTBeHHOro TexHHYeckoro yHuBepcnteta (443100, 
Poccuiickaa Deyepatusa, r. Camapa, yu. Monogorsapyeticxaa, 244), SPIN-Kom: 1341-1718, ORCID, ResearcherID, 


muratov1956@mail.ru 


Hukouaii Cepreesny AkuMos, KaHMaT TeXHM4eCKHX HaykK, BeyIWHN unKeHep AO «AsBuaarperaT» (443009, 
Poccniickaa Weyepamua, r.Camapa, 3aBoycKoe wlocce,55), SPIN-Kom: 7371-3706, ORCID, ResearcherID, 
andrej.bakin2013@yandex.ru 


Sanenennoilt 6knad aemopose: 
B.C. Myparos: HaydHoe pyKOBOJICTBO, aHasIv3 pe3yIbTaTOB MccyIeJOBaHHH, JopaboTKa TeKcTa, KOPPeKTHPOBKa BBIBOJIOB. 
H.C. Sikumos: dopMymupoBaHve OCHOBHOM KOHI[eMIMU, Wesel Wu 3aqau UCceqOBaHHA, IpoBeyeHve UCIIbITaHHH, 


MIOATOTOBKa TeKCTa, (POPMYJIMpOBAaHHe BLIBOOB. 
Kongdsukm unmepecoe: aBrophi 3aABAAIOT 00 OTCYTCTBHM KOH@IUKTA HHTepecos. 
Bee asmopot npowumau u odobpunu oKoHUamMeloHnoll eapuanm pyKonucu. 


Received / Tocrynusa B pexaxuntio 29.05.2024 
Revised / Hocrynusia nocsae peen3supospanna 13.06.2024 
Accepted / [puusata k ny6amkayun 17.06.2024 


Chemical Technologies, Materials Sciences, Metallurgy 


87 


https://bps-journal.ru 


88 


Safety of Technogenic and Natural Systems. 2024;8(3):88-96. eISSN 2541-9129 


CHEMICAL TECHNOLOGIES, 
MATERIALS SCIENCES, METALLURGY 
XHMUYGECKHE TEXHOJIOVUNH, 
HAYKH O MATEPHAJIAX, METAJLUTY PPUA 


® Check for updates 
BY 


UDC 621.762 Original Empirical Research 
https://doi.org/10.23947/2541-9129-2024-8-3-88-96 
esau 


Influence of Chemical Composition of Abrasive Materials and Strength 
of Interlayer Boundaries on Impact and Abrasive Wear Resistance of 
Layered Composite Materials 


Markiz A. Ismailov® 
Platov South-Russian State Polytechnic University (NPI), Novocherkassk, Russia 
al_myalim@mail.ru 


EDN: ZNNPJE 


Abstract 

Introduction. Parts of machines and mechanisms that operate in various conditions and come into contact with abrasive 
particles can quickly wear out and fail. This is especially true for the hydraulic block of a drilling pump, which, due to 
intense wear, must be replaced after only 5—10 hours of use when pumping heavy drilling fluids. The analysis of 
scientific literature and experience with drilling pump operation shows that current methods for increasing the wear 
resistance of structural steels against abrasive and impact-abrasive forces are ineffective. Thus, it is an urgent task to 
enhance these properties through improved design and manufacturing techniques for drilling pump components, which 
would reduce the cost of production, repairs, and maintenance. The aim of this work is to study the effect of chemical 
composition of abrasive particles and the strength of the interlayer boundaries of “wear-resistant steel — rubber” on the 
impact and abrasive wear resistance of layered composite materials. 

Materials and Methods. Layered composite materials (LCMs) consisted of: a wear-resistant layer of 40X steel and a 
rubber layer of BK-1675N butyl rubber. The impact and abrasive wear resistance of the LCMs was studied in 
accordance with GOST 23.207-79 on a special installation. A mixture of silicon oxide and aluminum was used as an 
abrasive material. The microstructure of the SCMs surface, as well as the chemical and phase composition of the 
abrasive particles, were analyzed using equipment from the Common Use Center “Nanotechnology” of Platov South- 
Russian State Polytechnic University (NPI). The adhesive strength between the layers of the LCMs was determined 
using a custom-built installation. 

Results. The results of the study revealed that the wear resistance of the LCMs was several times higher than that of 
steels used for manufacturing parts resistant to abrasive particles. During the wear process, solid particles of aluminum 
and silicon oxides actively embed in the surface of the LCMs, increasing the intensity of wear. In contrast, less solid 
particles of magnesium and calcium aluminates were destroyed and fixed in formed defects on the LCM surface, 
slightly reducing wear intensity. It was also found that, when SCM layers were joined by hot vulcanization under 
pressure with a copper concentration of 25-30% in sintered P40X steel, adhesive strength increased to 0.93 MPa. 
Discussion and Conclusion. The developed SCMs make it possible not only to increase the abrasive and impact- 
abrasive wear resistance, but also to use cheaper grades of steels as a wear-resistant layer. The proposed method of 
joining the SCM layers from sintered steels eliminates the need for additional surface machining and the use of special 
adhesives. Such SCMs can be used in the assemblies of machine parts and mechanisms that are operated in conditions 
of abrasive and shock-abrasive wear. 


Keywords: impact and abrasive wear resistance, layered composite material, drilling pumps, elastic-dissipative 
substrate, adhesive strength 
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Opueunaibnoe amnupuyeckoe ucciedoeanue 


Bouse XHMM4eCKOLO COocTaBa a6pa3nBa MW MpOUHOCTH MexKCJIOMHBIX TpaHull Ha yapHo- 
adpa3HBHY!0 H3HOCOCTOHKOCTh COMCTBIX KOMMO3HUMOHHBIX MaTepHaJIOB 


M.A. Hemanaon© 

lOxno-Poccniickuli rocytapcTBeHHbIM NOMTexHu4ecKHi yHuBepcuteT uMeHH M.V. IInaroza, r. Hopouepxacck, 
Poccniicxaa Deyepanna 

al_myalim@mail.ru 


AHHOTalna 

Beedenue. Jletanu MaliwH WM MexaHH3MOB, 3KCIUIyYaTHpyeMble B pa3/IM4HbIX YCJIOBHAX, IPH KOHTaKTe Cc aOpa3HBHbIMH 
yaCTHUaMH OBICTpO H3HAaLIMBalOTCA MU BbIXOJAT H3 cTpos. HanpuMmep, Ip Mepekauke THKEeIIbIX OYPOBBIX PaCTBOPOB H3-3a 
MHTCHCHBHOTO H3HalIMBaHHA JeTaIM ruypaBsMyeckoro O0Ka OypoBoro Hacoca yepe3 5—10 uacos padoTbI HeoOxoHMO 
MeHaTb. AHasIv3 Hay4HbIX WyOMMKAalM WM OMIT SKCIIyaTalun OypOBbIX HaCOCOB yKa3bIBalOT Ha TO, 4YTO CyMeCTBYIOMHe 
CiocoOb! NOBbILICHHA H3HOCOCTOMKOCTH KOHCTpyKUMOHHBIX CTasleii pH aOpa3HBHOM HM yapHo-adpa3HBHO BO3elCTBHM 
Mayload)(bexTHBHEI. [losTOMy akTyaJIbHOH 3a{auel ABJIACTCA MOBbILICHHe ITHX CBOMCTB B pe3yJIbTaTe COBEPLICHCTBOBaHHA 
KOHCTPpyKUHH HW TEXHOJIOHH V3TOTOBIIEHHA eTael OypOBbIX HaCOCOB, YTO MO3BOJIMT CHV3HTb 3aTpaTbI Ha TIpOH3BOCTBO 
MX KOMIVICKTYIOWIMX, PeMOHT HM OOcuyKHBaHHe. Llembro JaHHOM paOors! ABIIAeTCA MCCIeNOBaHHe BIIMAHHA XHMHYECKOTO 
cocTaBa a0pa3HBHbIX YacTHI, H MpOYHOCTH Me%KCJIOMHBIX TpaHHI, «H3HOCOCTOMKad CTalIb — pe3HHa) Ha yapHo- 
a0pa3HBHY!0 H3HOCOCTOMKOCT CJIOHCTBIX KOMMO3HIMOHHBIX MaTepHaios. 

Mamepuanoi u memooot. Crouctbie KOMMO3MUMOHHbIe MaTepHasbl (CKM) cocTossMm U3 H3HOCOCTOHMKOrO CuIOA CTA 
40X uw pesuHoporo cod OyTHIKay4yKa Mapku BK-1675H. YyapHo-abpa3suBuyto M3HOCOCTOMKOCTh CKM paccmatpu- 
Basi B cooTBeTcTBHH c TOCT 23.207—79 na cneyuanbHon ycTtaHosKe. B kayectBe aOpa3HBHoro MaTepuasia Oblia B3ATa 
CME€Cb OKCHa KpeMHMA V atomMMHHa. U3yyenHe MUKPOCTpyKTypbI MoBepxHocTH CKM, xumuyeckoro u (a3z0Boro Co- 
cTaBa aOpa3HBHOro MOpouika NpoBOAMIM Ha OOopyxzoBaHuH LIKI] «Hanorexnonorum» FOPIITY (HIM). Agresnonnyro 
IIPOUHOCTh MEXKCIIOMHEIX rpanuy CKM uccseqoBasM Ha paspaOoTaHHOH AIA STON We yCTaHOBKe. 

Pe3yibmamoi uccnedosanua. B pe3syibtate uccneqoBanuli CKM ua yyapHo-aOpa3uBHbIMt M3HOC BBIABJICHO, YTO MX 
Y3HOCOCTOMKOCTb B HECKOJIBKO pa3 BbIMIe, 4M Y CTaIeH, MCHOUb3YeMBIX JIA W3FOTOBJICHHA NeTasieH, yCTOMUMBBIX K 
BOS3JeHCTBHIO aOpa3sHBHBIx YacTHU. BeraBeHo, YTO B MIpOecce H3HALIMBaHHA TBEPAbIe YaCTHIUbI OKCHAOB aIIOMHHHA Vi 
KPe€MHHA AKTHBHO BHEApAIOTCA B HOBepxHocTb CKM, ysBeswunBad MHTCHCHBHOCTb M3HOCA, TOra KaK MeHee TBepsbIe 
YaCTHIbI aIOMMHaTOB MarHHA HW KasIbIMA IPH yape paspylWlaroTca UM 3aKpelIAIOTCA B OOpa3z0BaBlUIHxcA WedekTax Ha 
moBepxHoctn CKM, He3Ha4uHTeIbHO CHWKad MHTCHCHBHOCTb H3HOCa. YCTAHOBJIEHO, YTO Ip coeqMHeHHH cioeB CKM 
MeTOOM ropsdel BYIKAHH3alH MO WaBsIeHHeM MU KOHWeHTpawnn Megu 25-30 % B cheyeHHou cram I140X ayresu- 
OHHad TpOUHOCTh NoBEaeTca WO 0,93 MITa. 

O6cystcdenue u 3aKio4enue. PazspadoTaHHEIe CKM mo3Boua10T He TOJIbKO MOBbICHTb adpa3HBHyIO H yapHo- 
a0pa3HBHY!0 H3HOCOCTOMKOCTb, HO H B KaYeCTBe H3HOCOCTOMKOTO CJIOA HCMONL3OBaTb Oosee WeWleBble MapKH CTasIM. 
IIpeanoxKeHHEIi crioco6 coeqMHeHHA cnoeB CKM u3 ciedeHHbIx CTayIeH HCKIIOYaeT HEOOXOAMMOCTH B JOMOHUTEIIb- 
HOM MexaHHyeckon OOpadoTKe NOBepXHOCTH H B HCIOb3OBAaHHH CHCWMAIbHbIX KIeAMMX CocTaBoB. Takue CKM moryt 
MCHONb30BaTbCA B y3axX WeTamei MallMH MH M€XaHH3MOB, KOTOPble IKCIWIyaTHpyIOT B YCIOBHAX aOpa3HBHOrO H yiap- 


HO-aOpa3HBHOrO M3HOCA. 


Kosrrouesple cJ10Ba: ylapHo-a0pa3uBHaa M3HOCOCTOMKOCTB, CIOMCTbIM KOMMO3HIMOHHbIM MatTepuHall, OypoBEIe Hacocsl, 
yupyro-7HCCuMaTHBHad NOWIOKKAa, alresHOHHad MWpOYHOCTbh 


BuaarogqapHocrn. ABTODBI BbIpaxkKalot OaroyqapHOcT petakuHW WU peleH3eHTaM 3a BHHMaTeCJIbHOe OTHOIMCHHe K 
CTaTbe HW YKa3aHHble 3aMe dana, YCTpaHeHHe KOTOPbIX NO3BOJIMJIO HOBBICHTb Ce KadyecTBO. 


Aisa HuTHpoBanua. Mcmanos M.A. Bauanue xumuyeckoro cocTaBa aOpa3HBa MW MpOdHOCTH MexKCIIOMHBIX rpaHull Ha 
yapHo-aOpa3HBHY!O H3HOCOCTOMKOCTb CJIOMCTBIX KOMIMO3HI[MOHHBIX MaTepvasioB. bezonacHocmb mexHOzeHHbIx Uu 
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Introduction. The main reason for the decrease in the operational reliability of parts and mechanisms in mining [1], oil 
and gas [2], construction, road and processing industries [3] is the impact of various types of wear, such as abrasive, shock- 
abrasive, corrosive, and fatigue and others [4]. For example, scientific research and operational experience with drilling 
pumps have shown that the hydraulic block components are more susceptible to abrasive and shock-abrasive wear. 

The analysis of scientific publications has shown that materials developed for operation in impact and abrasive wear 
conditions must have high hardness, viscosity and wear resistance [5]. However, the experience of operating drilling 
pumps [6] indicates that one of the reasons for the decrease in the operational reliability of valve parts is the low impact 
and abrasive wear resistance of structural steels [7] and sealing elastic elements [8]. Therefore, an urgent task is to 
develop a technology for producing layered composite materials in which one of the layers is made of a wear-resistant 
material, and the other is made of an elastic-dissipative one, for example, based on rubber mixtures, which allows 
absorbing part of the impact energy acting on the part. 

Materials and Methods. Layered samples were made for testing, one layer of which was made of wear-resistant 
steel (Fig. 1, pos. 1), and the other, elastic layer was made of BK-1675N butyl rubber (Fig. 1, pos. 2). As wear-resistant 
steel, we used: 

—rolled steel 40X, which was subjected to heat treatment — quenched at 860°C with oil cooling and tempered 
at 200 and 570°C with air cooling; 

— sintered and hot-formed steel P40X. 


wi 


Fig. 1. Samples of LCMs for testing for impact and abrasive wear resistance: 
1 — wear-resistant material; 2 — elastic-dissipative substrate 


The impact and abrasive wear resistance of layered samples was tested in accordance with GOST 23.207-79! on a 
special installation [9]. The principle of operation of the installation was based on the forced impact of the sample on 
the counterbody through a layer of abrasive. The wear of the samples was estimated by the lost mass after 1000 strokes 
on analytical scales OHAUS Pioneer PA [10]. 

GOST 23.207—79 “Ensuring of wear resistance of products. Testing of engineering materials for impact abrasive 
wear” recommends to use silicon carbide as an abrasive to compare the abrasive and impact-abrasive wear resistance of 
various materials. However, in relation to the specific operating conditions of machines and mechanisms, GOST allows 
the use of an appropriate abrasive material. For example, to increase the density of drilling fluids, various weights are 
used, the choice of which will depend on the specific drilling conditions. In the case where weights with greater 
abrasiveness are required, various abrasive materials are used [11]. Therefore, a mixture of silicon and aluminum oxides 
was used as an abrasive when testing for impact and abrasive wear resistance. 

Microstructure of the LCMs surface after testing for impact and abrasive wear resistance, X-ray studies and 
qualitative phase analysis of the abrasive powder were carried out at the Common Use Center “Nanotechnology” of 
Platov South-Russian State Polytechnic University (NPI). 

To study the adhesive strength, the samples of rolled steel 40X, sintered and hot-deformed steel P40X were glued to 
rubber in two ways: with an adhesive based on chloroprene rubber and by hot vulcanization under pressure at a 
temperature of 160°C for 20 minutes without glue [12]. The adhesive strength of the interlayer boundaries of LCMs was 
studied using the installation developed for this purpose [13]. 

Results. Tests with impact energy from 3 to 23 J showed that 40X steel samples wear significantly more after 
improvement than samples after low tempering (Fig. 2, curves | and 3). At the same time, the use of elastic-dissipative 
substrate (UDS) reduced wear by 1.5—2 times (Fig. 2, curves 2 and 4), compared with samples that were tested without 
a substrate (Fig. 2, curves | and 3). 


' GOST 23.207-79. Ensuring of wear resistance of products. Testing of engineering materials for impact abrasive wear. 
URL: https://docs.cntd.ru/document/1200010682 (accessed: 22.05.2024). (In Russ.) 
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Fig. 2. Dependence of wear (Am) on impact energy (E) without (1, 3) and with a rubber substrate (2, 4) LCMs with a working layer 
of 40X steel after improvement (1, 2) and low tempering (3, 4) 


In Figure 2, it can be seen that with an increase in the impact energy, the wear intensity of the samples changed, and 
two sections could be distinguished. At the first stage, with an increase in the impact energy to 12 J, the wear of the 
samples increased as a result of the introduction of abrasive particles into their surface (Fig. 3 a) and into the grain 
boundaries (Fig. 3 6), which contributed to intensive chipping of micro-volumes of metal. In the second section, with a 
further increase in the impact energy, as a result of plastic deformation, the upper layer of the sample was strengthened, 
and abrasive particles, collapsing, loaded its surface, resulting in a slight slowdown in the intensity of wear. 


b) 
Fig. 3. Microstructure of the working layer surface made of improved 40X steel: 
a — in the steady state of wear; b — at the stage of intensive wear 


X-ray phase analysis showed that the abrasive powder mainly consisted of aluminum and silicon oxides, magnesium 
and calcium aluminates (Fig. 4). Phase composition of the abrasive did not change after wear resistance tests. 


20.0 30.0 40.0 50.0 20° 


Fig. 4. Phase composition of the abrasive powder used in tests for impact and abrasive wear: 
a — Si02; b — MgAl2Oa; c — CaAl204; d — Al2O3 


After the impact resistance test, there were areas with particles of silicon and aluminum oxides on the surface of 
40X steel rings, which, penetrating into the surface of the sample, formed wells and activated the destruction process at 
the initial stage (Fig. 5 a). Magnesium aluminate particles (Fig. 5 a, pos. 2) due to the lower hardness (Mohs scale 
hardness 7.5—8), compared with aluminum oxide particles (Mohs scale hardness 9), with increasing impact energy, 
partially penetrated into the surface of the sample, and most of them were destroyed. Calcium aluminate particles 
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(Fig. 5 a, pos. 3) due to low hardness, at all values of the impact energy, actively loaded the LCMs surface (Fig. 3 a). 
Figures 5 b-g provide chemical composition of the test surface in the abrasive particles area. 
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Fig. 5. Microstructure (a) and distribution of components in abrasive particles on the surface of improved 40X steel at the stage 
of intensive wear: b, c — silicon oxide; d, e — magnesium aluminate; f, g — calcium aluminate 
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Studies showed that the operational reliability of LCMs was significantly affected by the adhesive strength of the 
interlayer boundaries. The adhesive strength of the interlayer boundaries of LCMs “steel — rubber” bonded with glue 
based on chloroprene rubber (Fig. 6, /) and hot vulcanization (Fig. 6, 2) differed significantly. 

Figure 6 shows that LCMs bonded with glue had greater adhesive strength with rubber than LCMs connected by hot 
vulcanization under pressure. The adhesive strength of the samples made of P40X steel with rubber was almost the 
same when using both bonding methods and amounted to 0.21 and 0.2 MPa, respectively (Fig. 6 c and Fig. 6 d). 
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Fig. 6. Dependence of the adhesive strength of LCMs on the technology of obtaining steel samples: 
a, b — rolled 40X; c, d— sintered P40X; e, f— hot-deformed P40X 


When tested for impact and abrasive wear resistance, LCMs bonded with glue were destroyed due to overstress 
along the metal-rubber boundary, due to their significantly different stiffness, degree of deformation and the complex 
stress state that occurred as shear deformations developed [14]. 

Therefore, further research was aimed at increasing the adhesive strength of sintered P40X steel with rubber connected by 
hot vulcanization. One of the ways to increase the adhesive strength was to add copper to the charge (Fig. 7), which, when 
sintered above its melting point, spread over the free surface of the particles and interparticle boundaries under the influence 
of surface tension forces. This helped to increase the surface porosity of the compacts. 
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Fig 7. Effect of copper on the adhesive strength of LCMs made of sintered (1) and hot-deformed steel P40X (2) 
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Figure 7 shows that an increase in the concentration of copper in sintered P40X steel led to an increase in the 
adhesive strength of LCMs from 0.1 to 0.93 MPa, while the strength of the interlayer boundaries of LCMs with hot- 
formed steel increased slightly (from 0.05 to 0.3 MPa) due to the fact that during dynamic hot pressing, the surface was 
smoothed and most pores closed. 

During hot vulcanization under pressure, crude rubber was pressed into the pores on the surface of sintered steel 
P40X (Fig. 8 a) and copper and iron sulfidation occurred in the process, and intermediate copper sulfide films of 
nonstoichiometric composition of CuxS type were formed between copper particles and rubber [15], which increased 
the adhesion of rubber to the matrix of sintered steel. 


Fig. 8. Microstructure of the LCM transition zone: 
a — sintered steel — rubber; b — distribution of copper; c — sulfur; d — other elements 


The analysis of the results of mapping the interlayer boundary of the sintered steel—rubber LCM revealed the 
distribution zones of copper (Fig. 8 5) and sulfur (Fig. 8 c) elements. Thus, in the areas enriched with copper, due to the 
formation of copper sulfides, the concentration of sulfur increased, which led to an increase in the LCMs adhesion. 

Discussion and Conclusion. The studies have shown that the intensity of impact-abrasive wear depends on the 
structure of 40X steel, the impact energy and the chemical composition of abrasive particles. It was found that with an 
increase in the impact energy from 3 to 9 J, the intensity of abrasive wear of 40X steel samples increases and does not 
depend much on the type of heat treatment. This is due to the fact that at these values of impact energy, abrasive solids 
are actively embedded in the surface of the sample, triggering the mechanism of impact-abrasive wear. An increase in 
the impact energy from 9 to 22 J leads to a decrease in the intensity of wear due to the fact that solid abrasive particles 
of silicon and aluminum oxide, magnesium aluminate, without having time to penetrate into the surface of the sample, 
break down into smaller parts and form smaller wells, and calcium aluminate particles actively break down, fixing 
themselves in the formed wells, micropores and other defects. 
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It was found that when adding from 5 to 20% of copper to the charge, the adhesive strength of the interlayer 
boundaries of the steel—rubber LCM increased by 3-4 times as a result of the spreading of copper under the influence 
of surface tension forces over the free surface of particles and interparticle boundaries, as well as the formation of Cu,S 
copper sulfides during hot vulcanization under pressure. 
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